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CKD combines and integrates advanced 
technologies to build world-class systems 
that deliver exceptional productivity.

Our vast experience and comprehensive capabilities can solve 

problems in many fields and enhance the convenience of 

modern life. We will continue to work hard to embed our 

emerging technologies in factory automation and to meet the 

ever more sophisticated needs of our customers as their 

industries advance into the future.

FLUID CONTROL VALVES

FINE SYSTEM DEVICES 
HIGH PURITY CHEMICAL GAS/LIQUID 

CONTROL SYSTEMS

Industry-specific series

ACTUATORS

PNEUMATIC VALVES

PNEUMATIC AUXILIARY 
COMPONENTS

PNEUMATIC AUXILIARY 
COMPONENTS

(MAIN LINE UNIT)

PNEUMATIC FILTER, REGULATOR, 
LUBLICATOR
(F. R. L UNIT)

RELATED PNEUMATIC PRODUCTS

INDEX/DIRECT DRIVE ACTUATOR

FP W P4 P7

Production System
JQA-0535　ISO 9001

ISO9001-certified
"Creating products" with superior quality.

JQA-EM1149

All of our divisions, from sales 
to manufacturing, have ISO14001 
certification.

Automatic Machinery Division Production Headquarters

Yokkaichi Plant Inuyama PlantKasugai Plant

CKD (CHINA) 
CORPORATION
Startegic supply base of global products

Head Plant 
(Komaki City)
Main plant to produce automated
machinery and FA systems

CKD THAI 
CORPORATION LTD.
Overseas production base to 
cover the ASEAN area

CKD KOREA 
CORPORATION

M-CKD PRECISION 
SDN. BHD.

Plant to produce fluid 
control components for 
semiconductor
manufacturing 

Plant to meet the domestic 
and international needs of 
pneumatic components

Plant to produce 
high-function and 
high-performance cylinders

Overseas production base 
mainly for 
semiconductor-related 
components 

This Malyaysian site 
provides quick and reliable 
response for customers

PT CKD MANUFACTURING 
INDONESIA
Overseas production base 
to meet the needs of the 
Indonesian market

JQA-0535

JQA-EM1149

We supply high quality products based on 
our state-of-the-art production technologies.
We have organized production systems to supply high quality products in 
Japan and around the world. 
All of our production factories have established production systems that 
not only produce high quality products efficiently, but in which 
the environment has also been given considerable consideration.
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Small direct mounting cylindersElectric actuators Guided cylinders Rodless cylinders

Satisfying demand for automation with electric actuators and 
a variety of pneumatic cylinders from miniature to large bore sizes.

ACTUATORS
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Small direct mounting cylindersElectric actuators Guided cylinders Rodless cylinders

Satisfying demand for automation with electric actuators and 
a variety of pneumatic cylinders from miniature to large bore sizes.

ACTUATORS PNEUMATIC VALVES

Small pneumatic valves (reduced wiring valve) Pneumatic valves (reduced wiring valve) Pneumatic valves (plug-in manifold)

CKD is meeting increasingly diverse market requirements by 
continually applying our compressed air technologies.
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Refrigeration air dryers F.R.L Combinations SELVACS 
(vacuum system components)

Speed controllers

Leave it to CKD's "Clean Air System" to deliver total quality control
 for your compressed air.

RELATED PNEUMATIC PRODUCTS
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Refrigeration air dryers F.R.L Combinations SELVACS 
(vacuum system components)

Speed controllers

Leave it to CKD's "Clean Air System" to deliver total quality control
 for your compressed air.

RELATED PNEUMATIC PRODUCTS

Roller gear cam units Rotational pick and place types
Forward moving pick and place types
Arm (A type) and Table (B type)

ABSODEX (DD actuator)

In every type of drive system for processing, assembly and machining, 
CKD's labor saving machines perform robustly at manufacturing sites 

every where.

INDEX/DIRECT DRIVE ACTUATOR
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Pilot operated solenoid valves General Purpose Valves Cylinder valves

Superb quality and product variety represent 
CKD's philosophy for fluid control systems.

FLUID CONTROL VALVES
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Limitless purity and precision. CKD's devices work with cutting-edge 
technology in a super clean environment.

Pneumatic valves for chemical liquids Integrated gas supply systemsValve for process gases Pneumatic valves for high vacuum

FINE SYSTEM DEVICES 
HIGH PURITY CHEMICAL GAS/LIQUID CONTROL SYSTEMS

Pilot operated solenoid valves General Purpose Valves Cylinder valves

Superb quality and product variety represent 
CKD's philosophy for fluid control systems.

FLUID CONTROL VALVES
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Actuators ACTUATOR

Pneumatic auxiliary components 
(main line unit) PNEUMATIC AUXILIARY COMPONENTS (MAIN LINE UNIT)

Pneumatic valves PNEUMATIC VALVES

Pneumatic auxiliary components PNEUMATIC AUXILIARY COMPONENTS

Electric actuator

Standard type

With valve

Space saving type

With brake

Combined functions

High-speed type

Rodless type

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 10~11

・・・・・・・・・・・・・・・・・・・・・・・・・・・・・12～13

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 13~14

• • • • • • • • • • • • • • • • • • • • • • • • • • • • 14~16

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 17~19

• • • • • • • • • • • • • • • • • • • • • • • • • • 19~22

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 22

・・・・・・・・・・・・・・・・・・・・・・・・・・・・・・・23～24

Special function type

Oscillation/rotation drive type

Unit components

With length measuring function

Related products

High performance type

Power Arm

• • • • • • • • • • • • • • • • • • • • • • • • • 25~26

• • • • • • • • • • • • • • • • • • • • 27

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 28

• • • • • • • • • • • • • • • • • • 28

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • 28~31

• • • • • • • • • • • • • • • • • • • • • • • • • • • 32

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 33

Speed controller

Silencer

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 42~43

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 44

Auxiliary valve

Fitting/tube

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 44~46

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 46~48

Vacuum system equipment SELVACS

Vacuum components

• • • • • 68~75

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • 76

Sensors

Flow rate sensor for water

  • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 77~79

• • • • • • • • • • • • • • • • • • • • • • • 79

Refrigeration air dryer

Desiccant type air dryer

High polymer membrane air dryer

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • 49

• • • • • • • • • • • • • • • • • • • • • • • • • • 49

• • • • • • • • • • • • • • 49

Air filter (medium)

Air filter (large)

Drain discharger

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 50

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 50

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 51

• • • • • • • • • • 34

• • • • 34

• • • • • • • • • • • • • • • • 34

• • • • • • 35

• • • • • • • • • • • • • • • • 35

• • • • • • • • • • 35

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 35

• • • • • • • • • • • • • • • • • • • • • • • • • 36

• • • • • • • • • • • • • • • • • • • 37

• • • • • • • • • • • • • • • • • • • • • • • 37

• • • • • • • • • • • • • • • • • • 37

• • • • • • • • • • • • • • • • • • • • • • 37

• • • • • • • • • • • • • 38

Compact 3, 4-port pilot operated valve
MN3

4E Series

Compact & medium size pilot operated 3/4/5-port valve
4GA

B
D
E Series

Large pilot operated 5-port valve
4GA

B4 Series

Medium size pilot operated 3/5-port valve
W4G2 Series

Large pilot operated 5-port valve
W4G4 Series

Compact 3, 4-port pilot operated valve
MN4S0 Series

Network system
(UNIWIRE)

Network related products

3/4/5-port pilot operated valve
4KA

B Series

5-port pilot operated valve
4F Series

Pilot operated 5-port ISO valve
PV5G/PV5/GMF Series

Large flow rate 3-port valve
NP/NAP/NVP Series

Miniature direct acting 3-port valve
3MA0/3MB0 Series

• • • • • • • • • • • • 38

• • • • • • • • • • • • • • 38

• • • 38

• • • • 39

• • • 39

• • • • • • • • • • • • • • 39

• • • • • • • • • • • • • • • • • • • • • 39

• • • • • • • • • • • • • • • • • • • • • 40

• • • • • • • • • • • • • • • • • • • • • • • • • • • • 40

• • • • • • • • • • • • 40

• • • • • • • • • • • • • • • • • • 40

• • • • • • • • • • • • • • • • • • • • • • • 41

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 41

Miniature pilot operated 5-port valve
4SA0/4SB0 Series

Compact direct acting 3-port valve
3QRA1/3QRB1 Series

Compact direct acting 3-port valve, vacuum suction unit
MV3QRA1/MV3QRB1 Series

Dual 3-port solenoid valve integrated manifold
MN3Q Series

Compact direct acting balance poppet 3-port valve
3PA/3PB Series

Pilot operated poppet 3-port valve
P/M/B Series

Explosion proof 5-port valve
4F**0E Series

Explosion proof 5-port valve
4F**0EX Series

Shock absorbing valve
SKH Series

Large & super large 3/4/5-port valve
PCD Series

Manual switchover 4-port valve
HMV/HSV Series

Master valve 4/5-port valve
(4G/4K/4F Series)

4G unit valve

Pneumatic Filter, Regulator, Lubricator 
(F.R.L Unit) PNEUMATIC FILTER, REGULATOR, LUBRICATOR (F.R.L UNIT)

Related Pneumatic Products RELATED PNEUMATIC PRODUCTS

Combination

Filter/Regulator

Filter

Oil mist filter

Regulator

Lubricator

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • •52~55

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • •54~55

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • •56~57

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • •58~59

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • •60~63

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • •62~63

Other related components

F.R.L unit

Clean filter

Regulator

Electro-pneumatic regulator

• • • • • • • • • • • • • • • • • • •64~65

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • •66

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • •66

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • •66

• • • • • • • • • • • • • • • • • • • • •67

Fluid control valves GENERAL PURPOSE VALVES

2 port pilot operated solenoid valve for compressed air

Compact pilot operated solenoid valve for water

Pilot kick solenoid valve for steam

Compact direct acting type 2/3 port solenoid valves

Direct acting type 2/3 port solenoid valve for dedicated fluid control

Direct acting type 2/3 port solenoid valve for various fluids control

Coolant check valve

Pilot operated air drive poppet valve

Weir type diaphragm valve

• • • •94

• • •94

• • • • • • • • • • • • • • •94

• • • •94

• • •95

• • •96

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • •96

• • • • • • • •97~99

• • • • • • • • • • • • • • • • • • • • • • •97

Coolant control unit

Motor driven ball valve

External pilot operated air drive ball valve

With spool position detection feature

Large port size dust collector valve for air

Components for Life Science

Automatic watering system components

Gas combustion system components

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • •98

• • • • • • • • • • • • • • • • • • • • • • • • • • • •98

• • • • • •98

• • • • • • • • • • • •98

• • • • • • •99

• • • • • • • • • • • • • • •99~100

• • • • • • •100

• • • • • • • • • •100

Fine system devices HIGH PURITY CHEMICAL GAS/LIQUID CONTROL SYSTEMS

Index/DD actuator INDEX/DIRECT DRIVE ACTUATOR

Components for chemical liquids

Components for process gas

• • • • • • • • •101~103

• • • • • • • • • • • • •103~104

Components for high vacuum

Components for vacuum

• • • • • • • • • • • • •104~105

• • • • • • • • • • • • • • • • • • • • • • • •105

Mechanical index unit

Mechanical index unit option

・・・・・・・・・・・・・・・・・・・・・80～86

・・・・・・・・・・・・・・・・・・86

Electronic index unit ・・・・・・・・・・・・・・・・・・・・・・87～92

Human and nature-friendly advanced technologies 
provide comfort to a wide range of industries.C O N T E N T S

Industry-specific series・・・・・・・・・・・・・・・・・・・・・・・・・・・106～109
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• • • • • • • • • • • • • • • • • • • • • • • • • • • • 14~16

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 17~19

• • • • • • • • • • • • • • • • • • • • • • • • • • 19~22
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Related products
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• • • • • • • • • • • • • • • • • • • • • • • • • 25~26

• • • • • • • • • • • • • • • • • • • • 27
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Electric driven actuator

Electric actuator

ERL2/ESD2 Series
 zMotor mounting direction selectable
In addition to the conventional straight type, left, right and bottom 
mounting methods are available
 zMore controller models added
"Pulse train input" controller was added to the conventional 
"7-point positioning" and "63-point positioning" controllers
 zEasy setup tool
Easy setup tool (E-Tools) is included in addition to the teaching 
pendant (ETP2).
 zFull compatibility
"Full compatibility" which allows for any combination of actuators 
and controllers

Electric driven actuator

Electric actuator Motorless type

Ball screw driven ETS Series
 zMotor size: 8 types, lead: 7 types, motor mounting orientation: 
5 types
 zMount a motor you're familiar with. 
 zHome position sensor and limit sensor can be installed.
 zStroke length range: 100 - 1500 mm (in 50 mm pitch)
 zWide range of application with max. load capacity of 150 kg, and 
max. speed of 2000 mm/s

Electric actuator  ETS Series CC-1165A
ECS Series CC-1217A
ETV Series CC-1216A
ECV Series CC-1257A

Electric driven actuator

Electric actuator

KBZ Series
 zHigh speed
Allowable max. speed of 800 mm/s
 zEquipped with servo motor  
A servo motor is used for the small shaft allowing for high speed, 
quick acceleration/deceleration and greater weight capacity
 zAbsolute specification
No need to return to the home position
 zSmall controller
Developed to target the smallest size and lowest price

Electric actuator  KBZ Series CC-1102A

Belt driven ETV Series
 zBelt driven model based on ETS Series
 zLong stroke as range of 100-3500 mm (in 50 mm pitch) and high 
speed as max. speed of 2000 mm/s.
 zMotor size: 6 types, motor mounting orientation: 6 types
 zInstall a motor you're familiar with.

Ball screw driven, low particle generation ECS Series
 zBased on the ETS Series, this model has a fully covered 
construction with the vacuum port to achieve low particle 
generation.
 zMotor size: 7 types, lead: 7 types, motor mounting orientation: 
5 types
 zInstall a motor you're familiar with.
 zHome position sensor and limit sensor can be installed.
 zStroke length range: 100-1500 mm (in 50 mm pitch)
 zWide range of application with Max. load capacity of 150 kg, and 
max. speed of 2000 mm/s.

Belt drive low dust generation type ECV Series
 zLow dust generation is achieved through use of a vacuum port 
and a full-cover structure based on the ETV Series.
 zMotor size: 6 types, motor mounting direction: 6 types
 zPossible to mount a motor you're familiar with
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Electric actuator

Electric actuator

ESSD/ELCR Series
 zSpace saving
Built-in controller eliminates the need for controller installation 
space and wiring
 zInstallable like a pneumatic cylinder 
Design resembles a pneumatic cylinder in every way, from 
appearance to configuration and control 
 zMotion control at will 
Set speed and acceleration control, positioning completion width 
(in-position), and choose between three control modes
 zEasy teaching 
Easy setting with five buttons, enabling direct teaching

Electric actuator  ESSD/ELCR Series  CC-1002A

Electric actuator

Electric shuttle mover

ESM Series
 zSingle axis two dimension transfer/space saving with only one motor 
Two dimension movement is achieved without using multi-axis or 
a gantry robot.
Space can be utilized freely as desired. Space saving is also 
possible as desired.
 zLong stroke, 20 m maximum
Features a long stroke that changes conventional ideas of 
electric actuators. 
ESM will solve your problems before you even consider using a 
linear motor.
 zMulti-point positioning/soft start and stop
Electric actuators are good at multi-point positioning, acceleration 
and deceleration setting or changing operation speed. 
Of course, so is the ESM.
 zCompatible with other manufacturers' motors
Mount a motor you're familiar with. 
Similar to the other motorless series, brackets compatible with 
other manufacturers' motors are available.

Electric shuttle mover ESM Series CC-1259A

Electric actuator

Electric actuator

KBX Series
 zHigh tact
MAX 2000 mm/s (timing belt drive)
 zHigh precision 
Repeatability: ±0.01 mm (ball screw drive) 
 zAll models are absolute types
Long service life lithium batteries (50,000 hour life) are used and 
all models do not require to return to home position.
 zHigh level processing with a high speed CPU 
High level processing is achieved due to a high speed CPU
 zWide variation
8 types of ball screws, 7 types of timing belts
4 directions selectable for each axis motor mounting position.

Electric actuator KBX Series CC-1275A
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Standard type

Pencil shaped cylinder

SCP*3 Series
 zMore lightweight and smaller 
 zDouble acting, single acting/extend, pull, low speed, and heat 
resistance types are available
 zSpace saving with the small T series standard switch
 zCopper and PTFE free as standard 
 zFive types of inside diameter: ø2.5 to ø16

Pneumatic cylinders I  CB-029SA

Standard type

Medium bore size cylinder

CMK2 Series
 zPre-lubricated, high corrosion proof and long life 
 zWide variations, such as double acting, single acting/extend, 
pull, position locking, low speed and heat resistance type 
 zA wide variety of options, such as bellows and rod material 
change 
 zStandard cylinder can be mounted with a cylinder switch as it is
 zFour types of inside diameter: ø20, ø25, ø32 and ø40
 zStainless steel exterior type is supported

Pneumatic cylinders I  CB-029SA

Standard type

Medium bore size cylinder

CMA2 Series
 zNon-lubrication, long service life 
 zTwo types of variation: double acting type and direct type
 zRich options, such as bellows and rod material change
 zStandard cylinder can be mounted with a cylinder switch as is
 zThree types of inside diameter: ø20, ø30 and ø40

Pneumatic cylinders I  CB-029SA

Standard type

Round shaped cylinder

SCM Series
 zTotal length dimension is short
 zAttachment is easy
 zSimple design
 zBand type is adopted to attach and move a cylinder switch at will
 zEight types of inside diameter: ø20 to ø100

Pneumatic cylinders I  CB-029SA

 Bore size  ø2.5 to ø16  Bore size  ø20 to ø40

 Bore size  ø20 to ø40  Bore size  ø20 to ø100
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Standard type

Tie rod air cylinder 

SCG Series
 zNew, earth-conscious cylinder 
 zCushion needle is on the same side of air supply port to make 
attachment or adjustment easy
 zRubber scraping, coolant proof and anti-spatter adherence types 
have the same dimensions as the standard type to improve 
stability
 zWide variety of cylinder switches 
 zSix types of inside diameter: ø32 to ø100

Pneumatic cylinders I  CB-029SA

Standard type

Large bore size cylinder

SCA2 Series
 zHigh reliability and ample series variations, such as pre-
lubricated type 
 zMore lightweight, higher corrosion proof, and higher shock-proof 
 zAmple choice of cylinder switches 
 zStandard cylinder can be mounted with a cylinder switch as is
 zFive types of inside diameter: ø40 to ø100

Pneumatic cylinders I  CB-029SA

Standard type

Large bore size cylinder

SCS2 Series
 zLubrication or non-lubrication can be selected
 zHigh reliability and ample series variations, such as double rod 
type, two stage type, low hydraulic type, and heat resistance 
type
 zWide variety of cylinder switches
 zSix types of inside diameter: ø125 to ø250

Pneumatic cylinders I  CB-029SA

With valve

Small cylinder with valve

CKV2 Series
 zStainless steel tube is adopted to improve corrosion resistance 
and durability
 zPiping, wiring, speed regulation and manual override are all 
concentrated on top for easy operation
 zCommon exhaust is possible
 zSpeed adjustment is easy
 zTwo types of variation: double acting type and rotation-stop type

Pneumatic cylinders I  CB-029SA

 Bore size  ø32 to ø100  Bore size  ø40 to ø100

 Bore size  ø125 to ø250  Bore size  ø20 to ø40
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With valve

Cylinder with valve

CAV2/COV*2 Series
 zIntegrated cylinder and solenoid valve 
 zSelect from two types: lubrication or non-lubrication
 zTwo types of solenoid valves: single and double
 zStandard type and short overall length type are available
 zWide variety of cylinder switches

Pneumatic cylinders I  CB-029SA

Space saving type

Compact cylinder

SSD2 Series
 zCylinder switch grooves provided on four surfaces
 zAmple stroke settings optimize design-based model selection
 zRubber cushion is optional with the same dimensions
 zWide variety of cylinder switches 
 z15 types of inside diameter: ø12 to ø200

Pneumatic cylinders I  CB-029SA

Space saving type

Compact cylinder

SSD Series
 zMore space-saving and more compact in total length  
 zMiniature cylinder switch neatly contained in the body 
 zDirect installation with hexagon socket bolts 
 zWide variety of cylinder switches 
 z13 types of inside diameter: ø12 to ø160

Pneumatic cylinders I  CB-029SA

Space saving type

Guided super compact cylinder

SSG Series
 zSSD2 Series is equipped with a guide rod to improve lateral load 
resistance and non-rotating performance
 zUser-friendly plate is equipped
 zCylinder switch grooves provided on four surfaces
 z10 types of inside diameter: ø12 to ø100

Pneumatic cylinders I  CB-029SA

 Bore size  ø50 to ø100  Bore size  ø12 to ø200

 Bore size  ø12 to ø160  Bore size  ø12 to ø100
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Space saving type

Small direct mounting cylinder

MDV Series
 zRod metal rim is threaded for direct installation
 zTotal length and outside dimensions are minimized to reduce 
installation space
 zEquipped with a miniature switch

Small direct mounting cylinder  MDV Series  CC-905

Space saving type

Cartridge cylinder

CAT Series
 zMiniature, thumb-sized single acting cylinder
 zFull thread type outside, attachment to jig and panel is easy
 zThree types of inside diameter: ø6, ø10 and ø15

Pneumatic cylinders I  CB-029SA

Space saving type

Small direct mounting cylinder

MDC2 Series
 zSquare body is adopted for direct installation
 zTotal length dimension and outside dimension are minimized to 
reduce space
 zRod metal section has a spigot for easy center alignment
 zDepending on the use, you can select between double acting 
and single acting
 zMiniature reed/proximity switch can be installed

Pneumatic cylinders I  CB-029SA

Space saving type

Small cylinder with suction pad

MVC Series
 zWorkpiece suction and vacuum passage for guide rod are 
equipped as standard
 zGuide rod for rotation-stop is provided as standard
 zRod end can have a socket-type suction pad (ø2 to ø10)
 zSquare body is adopted for 2-way direct installation
 zMiniature cylinder switch is integrally contained in the body 
groove portion

Pneumatic cylinders I  CB-029SA

 Bore size  ø6, ø10  Bore size  ø6 to ø15

 Bore size  ø4 to ø10  Bore size  ø6, ø10
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Space saving type

Compact cylinder

SMG Series
 zIntegrated mount block makes less space and more lightweight 
(33% weight reduction and 23% space saving) 
 zFreely and directly install from 5 sides as standard 
 zMaintenance improved by new installation method 
 zNew: Rotation-stop type (M), fine speed type (F), and clean room 
type (P7*/P5*)

Pneumatic cylinders I  CB-029SA

Space saving type

Small compact cylinder

MSD/MSDG Series
 zAxial length and installation space is reduced
 zDesign with long service life - 4 times greater than conventional
 zOil retaining copper bearing is adopted for the rod bearing 
section to improve wear resistance
 zSelect between two piping directions: body side and bottom
 zCan be mounted directly from 3 directions

Pneumatic cylinders I  CB-029SA

Space saving type

Flat and compact cylinder

FC* Series
 zRectangle flat cylinder with cylinder width dimension reduced by 
50% 
 zEasily installable in a narrow space
 zThis flat cylinder comes with a rotation-stop function as standard
 zWide variety of cylinder switches 
 zFive types of inside diameter: ø25 to ø63

Pneumatic cylinders I  CB-029SA

 Bore size  ø6 to ø16 Bore size  ø6 to ø32

 Bore size  ø25 to ø63
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With brake

Free position locking flat and compact cylinder

UFCD Series
 zLockable in any position when the piston rod is still.
 zLock direction can be freely reversed, so it can be removed even 
with a workpiece, etc., inserted
 zSpace-saving, simple design 
 zThe cylinder body naturally stops rotation due to its oval 
piston structure, thus a separate rotation-stop mechanism is 
unnecessary
 zFive types of inside diameter: ø25 to ø63

Free position locking flat and compact cylinder  UFCD Series  CC-954A

With brake

Brake cylinder

ULKP/ULK Series
 zNewly developed swash plate brake is adopted for surface 
contact, significantly improving the rod holding power
 zBrake release is easy. You have only to return the inclination of 
the brake plate
 zStopping accuracy is ±1mm or less (300mm/s at no-load) 
 zWide variety of cylinder switches 
 zFive types of inside diameter: ø16, ø20, ø25, ø32 and ø40

Pneumatic cylinders II CB-030SA

With brake

Brake cylinder

JSK2/JSM2 Series
 zNon-lubricated cylinder has a unique mechanical brake
 zWhen pressure is down or power is off, the rod is locked 
immediately to ensure safety
 zStopping accuracy is ±1mm or less (300mm/s at no-load) 
 zWide variety of cylinder switches 
 zInside diameter: JSK2 has four types: ø20, ø25, ø32 and ø40; 
JSM2 has three types: ø20, ø30 and ø40

Pneumatic cylinders II CB-030SA

With brake

Tie-rod cylinder with brake

JSG Series
 zThe same braking mechanism proven to be reliable in the JSC3 
Series is adopted
 zDue to a unique locking mechanism, the rod holding force is 
twice that of the thrust force
 zCompact and reliable brake section
 zWide variety of cylinder switches 
 zFive types of inside diameter: ø40 to ø100

Pneumatic cylinders II CB-030SA

 Bore size  ø25 to ø63  Bore size  ø16 to ø40

 Bore size  ø20 to ø40  Bore size  ø40 to ø100



 Bore size  ø125 to ø180

With brake

Position locking compact cylinder

USSD Series
 zCompact cylinder is preinstalled with free locking positioning 
mechanism.
 zCan be locked in any stroke position, including stroke end.
 zSelect between two positions: forward lock and back lock.
 zThe rod can be freely moved when lock direction is reversed.
 zUnlocking is easy. Just turn the locking swash plate back to its 
original inclination.

Pneumatic cylinders II CB-030SA

With brake

Free position locking large bore size cylinder

USC Series
 zLarge bore size cylinder pre-installed with free lock positioning 
mechanism.
 zCan be locked in any stroke position, including stroke end.
 zSelect between two positions: forward lock and back lock.
 zUnlocking is easy. Just turn the locking swash plate back to its 
original inclination.

Pneumatic cylinders II CB-030SA

 Bore size  ø20 to ø100  Bore size  ø40 to ø100

ACTUATORS
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 zSmall switch equipped
Equipped with a T-type switch smaller than the conventional 
type. Saves space by eliminating protrusions when mounted.
 zMagnet provided as standard (LN, LH)
Switches can be additionally mounted on all products (LN, LH).
 zPorts and needle on the same surface
The air supply/exhaust ports and cushion needle are positioned 
on the same surface, allowing easier installation and adjustment 
of the cylinder.
 zInstallation dimensions compatibility (excluding LH)
Installation dimensions are compatible with existing product 
(JSC3), so no need to worry about maintenance. (*piping port 
position is changed.)

With brake

Brake cylinder

JSC3 Series
 zReliable large bore size cylinder with a unique mechanical brake
 zWhen pressure is down or power is off, the rod is locked 
immediately to ensure safety
 zStopping accuracy is ±1mm or less (300mm/s at no-load) 
 zWide variety of cylinder switches 
 z5 types of inside diameter: ø40 to ø100

Pneumatic cylinders II CB-030SA

 Bore size  ø40 to ø100

With brake

Brake cylinder

JSC4 Series

Pneumatic cylinders II CB-030SA



With brake

Brake unit 

JSB3 Series
 zBrake section of brake cylinder is separately serialized
 zRetains a strong holding power of 980N to 19608N, 
corresponding to rod diameters of ø16 to ø45
 zStopping accuracy is ±1mm or less (300mm/s at no-load) 

Pneumatic cylinders II CB-030SA

 Rod diameter  ø16 to ø45
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With brake

Linear guide lock

LML/LMB Series
 zSmall size but strong holding force 
 zBacklash at lock is very slight
 zUnit available for holding when stopped, emergency stop or 
position locking
 zUnlock with air supply (Manual release is also possible) 
 zDust-proofing is handled by a scraper provided as standard in 
front of and behind the lock unit

Pneumatic cylinders II CB-030SA

Combined functions

Guided cylinder

STM Series
 zRigid and lateral load resisting cylinder with excellent rod non-
rotating accuracy 
 zSpace-saving type, very small for a guided cylinder 
 zBack piping and side installation are possible
 zTwo types: metal bush bearing and roller bearing

Pneumatic cylinders II CB-030SA

Combined functions

Guided cylinder

STG Series
 zEcological products
 zSaves weight and resources
 zPiping available in two directions: front and side; installation is 
possible from three sides: front, side and bottom
 zTen types of inside diameter: ø12 to ø100

Pneumatic cylinders II CB-030SA

 Bore size  ø6, ø10  Bore size  ø12 to ø100
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Combined functions

Linear slide cylinder 
Standard model
LCR Series

 zAluminum table is adopted to reduce weight by 10%
 zHigher rigidity with rigid linear guide and slide table 
 zMore flexible design, with features such as laterally symmetrical 
stoppers, multi-side piping and positioning holes

Pneumatic cylinders II CB-030SA

Combined functions

Linear slide cylinder 
Thin/Light/High rigidity type
LCX Series

 zThin type design
Exhaustive thinning: conventional dimension halved from 60 mm 
to 34 mm, optimizing space-saving use
 zFor reducing tact time and energy 
Conventional product weight halved, enabling the moving parts 
to be lighter
 zHigh precision and high rigidity 
Uses a separate type linear guide
 zWide variety of options, such as flexible combination, position 
locking type, long stroke type, and dowel hole-equipped type

Pneumatic cylinders II CB-030SA

 Bore size  ø6 to ø25
 Bore size  ø25, ø32

Combined functions

Guided cylinder

STS/L Series
 zMax. stroke 400mm   ø20 to ø80
 zIncorporated devices are improved in accuracy
With two guide rods using metal bush or ball bearing 
 zNeat design   No protrusions, space-saving 
 zUsable with high load   Comes with two guide rods 
 zEnd plate material can be chosen

Pneumatic cylinders I  CB-029SA

 Bore size  ø8 to ø100

Combined functions

Linear slide cylinder

LCW Series
 zSpecifications you're familiar with provided as standard
Bore sizes (ø12, 16, and 20) and stroke length (30, 50, 75) are summarized 
in three types. Stroke length adjusting capability is equipped as a standard
 zBy inheriting traits of LCR, achieved high rigidity and lightness
 zInstalled on 3 planes
By adopting innovative L-type table, achieved high flexibility in design
 zPiping directions and wiring directions are on the same plane
Simple piping and wiring result in better workability and visibility
 zSmall size, space-saving
Length reduced 27% in axial direction, and area by 20%

Linear slide cylinder LCW Series CC-1132A

 Bore size  ø12, ø16, ø20
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Combined functions

Linear slide cylinder 
Super-high rigidity model 
LCG Series

 zUses the world's top-class wide guide to achieve the highest 
rigidity in the industry
 zAluminum table is adopted to reduce weight by 10%
 zHigher rigidity with rigid linear guide and slide table 
 zMore flexible design, with features such as laterally symmetrical 
stoppers, multi-side piping and positioning holes 

Pneumatic cylinders II CB-030SA

Combined functions

Linear slide cylinder 
Miniature model
LCM Series

 zBest for high precision positioning 
 zWith the size installable in a narrow space, piping flexibility is 
increased
 zWorkpiece can be direct installed on the top and front of table
 zCorrosion-proof stainless steel is adopted for the cylinder body 
and slide table
 z4-point contact linear guide is adopted. Load in all directions is 
supported

Pneumatic cylinders II CB-030SA

 Bore size  ø6 to ø25  Bore size  ø4.5 to ø8

Combined functions

Twin rod cylinder

STR2 Series
 zHigh-level non-rotating accuracy 
 zSelectable bearing
Two types of bearings are available: metal bush and ball bearings 
 zSpace-saving
Switch neatly contained in the cylinder body
 zMiniature type is available.
Miniature type of ø6 added
 zInstallation on both sides of piping port

Pneumatic cylinders II CB-030SA

Combined functions

Unit cylinder

UCA2 Series
 zBest for simplified robots
Its modular design makes it suitable for simplified robots used in 
assembly, conveyance, etc.
 zTwo type of usage
Two types are available depending on the usage: body and end 
plate mounting
 zHigh position accuracy
This double rod type has excellent orbital position accuracy

Pneumatic cylinders II CB-030SA

 Bore size  ø6 to ø32  Bore size  ø10 to ø32
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High-speed type

High speed cylinder

HCA Series
 zNew packing is adopted to realize high speed drive
 zAllowable max. speed 3,000mm/s. A wide range of conditions 
are supported.
 zImpact absorption is smooth at 3,000mm/s
 zEight types of inside diameter: ø20 to ø100

Pneumatic cylinders II CB-030SA

High-speed type

High energy absorption cylinder

HCM Series
 zNew cushioning mechanism enables smooth stop at stroke end
 zAllowable max. speed 2,000mm/s. A wide range of conditions 
are supported. Easy adjustment mechanism
 zImpact-absorbing capacity is five times larger than conventional 
cylinders
 zCushion packing of floating type. Projecting at start is prevented
 zSix types of inside diameter: ø20 to ø63

Pneumatic cylinders II CB-030SA

 Bore size  ø20 to ø100  Bore size  ø20 to ø63

Combined functions

Stopper cylinder

STK Series
 zDesigned for high loads
Uses a rod one level thicker than standard
 zDirect installation with hexagon socket bolts
 zSpace-saving & square shape
 zThree types of actuation
Depending on the use, double acting type, single acting pull 
type, and double acting spring integrated type are available
 zEnd shape can be chosen
Round rod type, chamfered type and roller type are available

Pneumatic cylinders I  CB-029SA

Combined functions

Stopper cylinder

STA2 Series
 zAdjustable shock absorber is adopted to support various loads
 zRoller material can be chosen between resin and steel
 zActuation can be chosen between double acting type and double 
acting spring integrated type

Stopper cylinder  STA2 Series  CC-1005A

 Bore size  ø20 to ø50  Bore size  ø50



A
C

TU
AT

O
R

S

23

Rodless type

Rodless cylinder

SRL3 Series
 zDue to flat piston, thin type design with a very low table position.
 zDue to a flat piston, more load can be set allowing for a high load 
capacity with baffle function 
 zBuilt to withstand high speeds for high-speed packing
 zYou can select between common port (one-way piping) and 
standard port
 zWide variations, such as guided type, position locking type, and 
type with dustproof cover 
 zTen types of inside diameter: ø12 to ø100

Pneumatic cylinders I  CB-029SA

Rodless type

High precision guided rodless cylinder

SRG3 Series
 zRodless cylinder is integrated with uniaxial high precision guide
 zFour types of inside diameter: ø12 to ø25
 zBuilt to withstand high speeds for high-speed packing
 zYou can select between common port (one-way piping) and 
standard port
 zWide variety of cylinder switches

Pneumatic cylinders I  CB-029SA

 Bore size  ø12 to ø100  Bore size  ø12 to ø25

Rodless type

High precision guided rodless cylinder

SRM3 Series
 zRodless cylinder is integrated with biaxial high precision guide
 zTubes can be fixed directly from top or bottom. The bottom has a 
T slot
 zYou can select between common port (one-way piping) and 
standard port
 zWide variety of cylinder switches 
 zFour types of inside diameter: ø25, ø32, ø40 and ø63

Pneumatic cylinders I  CB-029SA

Rodless type

Rodless cylinder with brake

SRT3 Series
 zRodless cylinder is integrated with newly developed swash plate 
brake for surface contact.
 zBrake release is easy. Just turn the brake plate back to its 
original inclination
 zStopping accuracy is ±1mm or less (300mm/s at no-load) 
 zWide variety of cylinder switches 
 zEight types of inside diameter: ø12 to ø63

Pneumatic cylinders I  CB-029SA

 Bore size  ø25 to ø63  Bore size  ø12 to ø63
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Rodless type

Shuttle mover

SM-25 Series
 zCombination of units enables 3-D conveyance at will
 zO-ring is adopted for the joint section of each unit, realizing no 
air leaks, simple structure and easy assembling

Pneumatic cylinders I  CB-029SA

 Bore size  ø25

Rodless type

Magnet type rodless cylinder

MRL2 Series
 zThin type design with a low slide table. And installation is direct
 zTwo types of pistons available: single (one piston) and twin (two 
pistons) 
 zPiping can be selected between two directions: axial and lateral
 zTwin (two pistons) type doubles the cylinder thrust
 zProximity cylinder switch can be mounted
 zSix types of inside diameter: ø6 to ø32

Pneumatic cylinders I  CB-029SA

Rodless type

Magnet type rodless cylinder with high precision guide

MRG2 Series
 zHigh precision and high rigidity with a linear guide 
 zThin type design with a low slide table. And installation is direct
 zOne side common porting is possible
 zTwo workpiece installation faces 
 zWide variety of cylinder switches 
 zInside diameter: ø10, ø16, ø25 

Pneumatic cylinders I  CB-029SA

 Bore size  ø6 to ø32  Bore size  ø10 to ø25
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Special function type

Clamp cylinder

CAC4 Series
 zCylinder only for clamp work 
 zVarious switches, such as reed, proximity, two-color indicator and 
strong magnetic fields, can be mounted
 zFour types of inside diameter: ø40, ø50, ø63 and ø80
 zTwo types available for switch mounting method: band method 
in which switch rotating and moving are adjustable and tie rod 
method

Pneumatic cylinders II CB-030SA

Special function type

Position locking clamp cylinder

UCAC2 Series
 zClamp cylinder is preinstalled with free locking positioning mechanism
 zLockable in any position
 zSelect between forward lock and back lock.
 zThe rod can be freely moved when lock direction is reversed.
 zUnlocking is easy. Just turn the locking swash plate back to its 
original inclination.
 zThere are two types of switch mounting: the band method for 
freely adjusting the switch rotation and movement, and the tie 
rod method.

Pneumatic cylinders II CB-030SA

 Bore size  ø40 to ø80  Bore size  ø50, ø63

Special function type

Rotary clamp cylinder
RCS Series
RCC2 Series

 zSpace-saving & square shape 
 zTwo guide slots are adopted for total bore to make them wear-
resistant
 zSix types of inside diameter: ø16 to ø63

Pneumatic cylinders II CB-030SA

 Bore size  ø16 to ø63

Special function type

Lightweight clamp cylinder/ 
Lightweight position locking clamp cylinder
CAC-N32/40 Series

 zUses the highly reliable and lightweight CMK2 series for cylinder 
body
 zVarious switches, such as reed, proximity, two-color indicator and 
strong magnetic fields can be mounted

Pneumatic cylinders II CB-030SA

UCAC-N32/40 Series
 zCAC-N series is preinstalled with the free position locking mechanism
 zLocking is possible at any position when the cylinder is stationary
 zFree locking in the reverse direction

 Bore size  ø32, ø40



Special function type

Lifter cylinder

LFC-KL Series
 zAllowable eccentric load and allowable torque improved 
 zRubber air cushion to effectively reduce the impact noise and 
impact acceleration at stroke end is equipped as standard
 zTable face is enlarged to improve user-friendliness
Our direct drive actuator ABSODEX Series can be equipped

Lifter cylinder  LFC-KL Series  CC-902A  

Special function type

Mechanical power cylinder

MCP Series
 zHigh thrust power (2t and 5t) is realized in any position with only 
a pneumatic source
 zEco-friendly cylinder with no waste oil as it is made up of 
pneumatic circuits 
 zMoving section cylinder and booster section cylinder have nearly 
the same inside diameter, saving space
 zInstallation direction is free

Mechanical power cylinder  MCP Series  CC-958A

Special function type

Balancer unit

BBS Series
 zLoad of max. 200kg can be balanced down to 5 kg, enabling little 
power to lift workpieces, etc.
 zBrake is equipped as standard. A safety mechanism to prevent 
workpieces from dropping even if air is cut off
 zWeight change by workpiece is automatically recognized to keep 
best balance (BBS-A)
 zSupports all-air methods without electricity. Usable in explosion 
proof atmosphere

Balancer unit  BBS Series  CC-960A

 Bore size  ø100  Effective thrust for 2t and 5t

 Bore size  ø50 to ø100

ACTUATORS
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Related products

Extremely low sliding balancing cylinder

BBS Series
 zA balancing cylinder that does not cause stress for workers
 zPosition locking mechanism (BBS-OU type) designed with safety 
in mind
 zLow sliding with special packing and processing
 zCompatible with lateral load (BBS-OS/OU-B type)

Extremely low sliding balancing cylinder BBS Series CC-1212A
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Oscillation & rotary drive type

Rotary actuator (Rack and pinion)

RRC Series
 zRack-and-pinion type rotary actuator 
 zAngle adjusting type is also available
 zTorque: 0.7, 3.1, and 5.6N•m   Angle: 90° to 270°

Pneumatic cylinders II  CB-030SA

Oscillation & rotary drive type

High precision rotary actuator

GRC Series
 zRack-and-pinion type, table type rotary actuator 
 zYou can choose between standard type and high precision type 
with the same dimensions
 z90° specification and 180° specification are individually available
 zExtraction direction of piping port can be chosen from three sides
 zSix types of torque size: 0.5, 1, 2, 3, 5.2 and 8.1N•m

Pneumatic cylinders II  CB-030SA

Oscillation & rotary drive type

Fine speed fan rotary actuator

SFR/SFRT Series
 zOriginal seal structure realizes the industry's smallest air leak
 zOperation is possible with various speeds ranging from low to 
high speeds
 zTable type (SFRT) and shaft type (SFR) are available
 zSmall size, light weight and high torque 
 zMultiple mounting sides for all installation places 

Fine speed rotary axis type SFR table type SFRT Series  CC-984A

Oscillation & rotary drive type

Rotary actuator (vane) 

RV3* Series
 zSmall size, lightweight and high durability 
 zOscillation origin can be selected between 45° and 90°, 
expanding the installability for devices
 zWide variations, such as valved type, angle variable type and 
low hydraulic type 
 zSwitch is available
 zTorque: 0.12 to 206N•m

Pneumatic cylinders II  CB-030SA

 Torque  0.7 to 5.6N•m  Torque  0.5 to 8.0N•m

 Torque  0.35 to 2.71N•m  Torque  0.12 to 206N•m
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Unit components

New handling system

NHS Series
 zCombine modules like building blocks 
This conveyance system targets at being able to freely combine 
parts depending on its usage.
 zHigh rigidity & high precision 
Drive part of X-axis module is a guided rodless cylinder with a 
linear guide incorporated
 zCompact and easy to attach 
Attachment is easy in a narrow space due to concentrated ports for piping 
 zReduction of design man-hours and assembling man-hours 
X-axis, Z-axis and attachment can be selected according to the 
application

Pneumatic cylinders II  CB-030SA

Unit components

Hybrid robot 

HR Series
 zR-axis and Z-axis in HRL-1 Series are thin and have high rigidity
 zBearing section uses ball bearing
 zPosition detection switch, shock absorber and speed control 
valve are equipped as standard

Pneumatic cylinders II  CB-030SA

With length measuring function

Cylinder/hand with length measuring sensor

LN-A/BHA/BHG/BHE-LN Series
 zThis air compressor is in a dimension of its own with its small 
cylinder and hand component having length measuring sensors 
to simultaneously perform the functions of actuator, length 
measuring and grip detection.
 zAnalog output type provides linear voltage outputs in a 
specified stroke range, thus it can perform as an actuator while 
simultaneously measuring the workpiece length.
 zSince the intermediate grip of workpiece can be detected, 
various needs of workpiece transfer are met, including detection 
of mixed workpiece or abnormal grip.

Pneumatic cylinders II  CB-030SA

Related components

Linear slide hand

LSH Series
 zHigh rigidity and high precision
Linear guide enables high rigidity and high precision.
 zHigh flexibility in design
This can be mounted in one of the three orientations: axial (top), 
lateral, and longitudinal.
 zEquipped with impact absorbing mechanism
Original shock-absorbing mechanism (custom order) grips the 
work piece firmly with less shock even at high speed. Reduces 
impact to approximately 1/30.

Linear slide hand LSH Series  CC-1221A



Related products

Low-profile long stroke hand

HLF Series
 zUses double piston method for high gripping power
 zWith long stroke length, usable in combination with various 
workpiece sizes
 zThinner and lighter than the existing model HLC series
 zMountable in four directions

Low-profile long stroke hand  HLF Series  CC-1152A

Related products

Hand and Chuck with high gripping force

HHC, HHD Series/CKT, CKU Series
 zHigh gripping force and long jaws, suitable for large workpieces
 zWith long stroke length, usable in combination with various 
workpiece sizes
 zCompact and material optimized
 zHigh gripping force: 8333 N (theoretical value at 0.5 MPa)

High gripping force hand  HHC/HHD Series  CC-1153A
High gripping force chuck  CKT/CKU Series  CC-1153A

Related products

Linear guide hand (Long stroke)

LHA-**-L1 Series
 zWith twice the length of stroke of the existing model LHA series, 
usable in common among various workpiece sizes
 zAs the body is thin, more than one can be placed
 zAdopts an integrated linear guide with high rigidity, high accuracy 
and long durability

Linear guide hand  LHA-**-L1 Series  CC-1150A
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Related products

Hand and chuck
 zA wide range of models, variations and options. 
 zMake a selection that fits your needs.
 zVarious types of cylinder switches available.

Pneumatic cylinders II  CB-030SA
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Related products

Shock absorber
Related products

Floating joint

FJ Series
 zEliminates misalignment and parallelism defects during cylinder 
mounting to achieve smooth rod actuation
 zThree types are available: basic type, flange type and foot type 
 z18 types of screw size: M3 to M45

Pneumatic cylinders II  CB-030SA

Related products

Simplified floating joint

FK Series
 zSimplified floating joint that eliminates misalignment and 
parallelism defects during cylinder mounting 
 z8 types of male threads and 13 types of female threads 

Pneumatic cylinders II  CB-030SA

NCK Series
 zBest for the impact absorption of thrust and low speed energy 
 zSimple design & compact size 
 zLinear stop is achieved by a slit orifice
 zWide absorption range and easy to attach without adjuster 
 zMaximum absorption energy can be selected from a wide range of 1J to 200J

Pneumatic cylinders II  CB-030SA
Shock absorber SKL Series  CC-1236A

SCK Series
 zAdjuster optimizes capacity adjustment
 zDetent mechanism is adopted to keep the adjuster normal in use
 zUsable with a wide temperature range of –10°C to +80°C
 zWide range of 17 models 
 zMaximum absorption energy can be selected from a wide range, 0.049J to 588J

FCK Series
 zThree types are available: 1m/s for low speed, 2m/s for medium 
speed and 3m/s for high speed 
 zThree types of orifice: single-hole, adjustable multi-hole and multi-hole 
 zUsable with a wide temperature range of 5°C to 70°C
 zAdjuster optimizes capacity adjustment
 zMaximum absorption energy can be selected from a wide range, 1.5J to 720J

SKL Series
 zShortened operation time for fast machine cycle
 zImproved durability
 zDirect stopping  
   No external stopper required.



Magnet suction hand MHC2 Series  CC-1209A Flexible support FSB Series CC-1210A
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Related products

Magnet suction hand

MHC2 Series
 zCapable of securely attaching to oily steel plates and those with 
punched-out holes.
 zSuction force can be chosen from three types of 50, 100, and 
200 N.
 zNo air is used during suction, and this uses less energy 
compared to the common vacuum pad.
 zRubber pieces to prevent slipping of the suctioned workpieces 
are part of the standard equipment.

Related products

Flexible support 

FSB Series

Related products

Free position lock unit

FPL Series
 zJust by pressing this against a surface, you can adjust the object 
to be parallel to it.
 zUnique locking mechanism retains the angle.
 zNo special jig is required.
 zHolds the work piece within the range of up to ±20°.

Free position lock unit FPL Series  CC-1211A

 zRetains the copied shape of any workpiece.
 zSetup can be easily changed when the shape of the workpiece is 
changed.
 zCan be used as a robot hand.
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High performance type

Low friction cylinder

U Series
 zNewly developed special sliding packing
 zSmoothly follows the pressure fluctuation from low pressure to 
high pressure 
 zSmooth and stable actuation even at 10mm/s
 zVarious models and sizes are available
 zVarious switches, such as reed, proximity and two-color indicator 
can be mounted

Low friction cylinder  CC-620

High performance type

Fine speed cylinder 

F Series
 zSmooth actuation with no stick slip at super-low speed up to 
1mm/s 
 zSmooth actuation and stop at stroke rise and end 
 z10 models with inside diameters of ø6 to ø100
 zVarious switches, such as reed, proximity and two-color indicator 
can be mounted

High performance type

Cylinder with rubber and air cushion

*C Series
 zReduced collision noise level 
 zReduced collision deceleration 
 zAdjustments unnecessary by cushion needle, etc.
 zAll models have the same dimension as the standard type

High performance type

Air bearing actuator

LBC Series
 zAir hydrostatic type soft actuator based on non-contact air 
bearing mechanism with zero sliding resistance 
 zClean environment is supported
 zDue to allowable minimum load control of 0.01N, soft touch on 
workpiece is possible
 zWorkpiece can be supported with the optimum load
 zSpace-saving & compact 
 zHigh precision linear control of load is enabled by combination 
with electro-pneumatic regulator

Air bearing actuator  LBC Series  CC-652
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PFB2 Series

Human assist that has evolved along with workers
Lower back pain is a type of work-related accident which accounts for 60% of occupational 

injuries. Transferring heavy objects is an everyday task. Burden reductions are achieved 

by making use of a power-assist or balancer mechanism, as well as a standalone 

assistance or suit type device. We at CKD make use of air pressure and propose new 

mechanisms as human assist equipment with our motto "All to lessen your burden".

Assistance mechanism

Power Arm (assistance mechanism)

Compact
Since it is a multi-axis type it can be folded compactly 
and easily stored compared to conventional arm or 
belt types.

650mm

780mm

A wide movement range according to usage
Free combination is possible with either a single-axis type or 
a multi-axis type according to your usage or location.

For a multi-axis type, if the load is the same, a wider 
movement range is possible by using a scalar axis.

Scalar axis

Even longer

Single-axis Multi-axis

With scalar

Without scalar

Lightweight but highly rigid
A pneumatic cylinder is used as part of the body.
Flexural and torsional rigidity are improved while 
remaining compact and lightweight.

Piston rod

Excellent operability

Operating handle

The center of gravity is 
near to the operator and 
thus operation is easy. 
Excellent operability is 
achieved since the 
moving part is lightweight 
and there is little inertia.

An operating handle is 
allocated to the joints. 
The operability of the arm is 
improved and operating the 
arm is possible without 
touching the moving part.

Catalog No. CC-1262A
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Compact & medium size pilot operated 3/4/5-port valve

Metal and resin-based pneumatic valve 

4GA/B/D/E/1/2/3R • M4GA/B/D/E/1/2/3R • MN4GA/B/D/E/1/2R Series
 zCylinders up to ø100 are driven with valve width 10mm, 15mm and 18mm
New 3/4/5-port reduced wiring valve with safety function 
 zSafety function reinforced by detailed response 
Equipped with manual override with protective cover, check valve and filter on air supply ports
 zReliability enhanced 
Durability of over 100 million cycles, response time of 12ms±2ms and low wattage of 0.35W are realized
 zEase of use enhanced 
On wiring connectors, horizontal common, wiring-saved rotating type 
connectors and a tool-free manual operating device are adopted
 zWide variation 
Discrete, metal-based manifold, block manifold, individual and reduced wiring
 zVarious types of serial communication are available

Pneumatic valves in general  CB-023SA

Large pilot operated 5-port valve

Metal and resin-based pneumatic valve 

4GA
B 4 Series

 zLarge flow rate pilot operated 5-port valve (Metal-based type) 
4G Series built on the concept of 4GA1/2/3 Series 
 zOperability improved 
Tool-free manual override, common upper and side wiring, front 
extraction of P-R port, many electric connections
 zReliability enhanced
Durability enhanced by improving the structure of the sliding 
section, packing, etc. Filter on air supply port prevents foreign 
substances from entering
 zSafety enhanced
Manual override with protective cover against external forces

Pilot operated 5-port valve  4GA4/4GB4 Series  CC-863A

Compact 3, 4-port pilot operated valve

Compact pneumatic valve (reduced wiring valve) 

MN3/4E00 • MN3/4E0 Series
 zEnvironment protection 
Achieves compactness and saves power by being lightweight, 
using a smaller amount of materials, and conserving energy.
CKD is among the first to reduce environmentally unfriendly 
chemical substances. Lead-free solder and our other materials 
conform to JIG-101A Level A.
 zSmall size & space-saving 
In addition to MN3/4E0 Series with 10mm of valve block width, 
MN3/4E00 has come with 7mm of valve block width and 7mm of 
manifold pitch.
The manifold still more compact with a 7 mm pitch contributing to 
device downsizing and integration. 
 zPower saving 
MN3/4E0 Series  : 0.6W
MN3/4E00 Series  : 0.4W
Power saving type (option E) reduces further power 
consumption. 
 zø3 Push-in fitting in the lineup
ø3 tube is supported to reduce piping volume and ensure flow 
rate; ø1.8 tube is also supported to save space for tubing.
 zDiversity 

 z Many electric connections and optional extras
Many electric connections are available, including serial 
transmission compatible with various connectors and diverse 
networks. 
Simple, plug-in capable regulator blocks are available. 

 zHigh performance 
 z 12ms response balanced between A port and B port. 
(Our data value based on the N3E0 double 3-port valve 
integrated type) 

 z Troublesome wiring work is unnecessary
Adoption of connectors allows wiring work to be completed 
during assembly.
Electrical connection for either of right and left wiring blocks or 
valve station number change does not affect the regularity of 
connector pin array.

 zSafety
 z Prevention of malfunction 
Check valve, manual override with protective cover, and filter 
on air supplying port against foreign substances are equipped 
as standard. 
Intensive pursuit of safety prevents valve malfunctioning.

3, 4-port pilot operated valves  MN3E/4E Series  CC-945A

 Applicable cylinder bore size:  up to ø100

 Applicable cylinder bore size:  up to ø160

 Applicable cylinder bore size:  up to ø32
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*1  Effective cross-sectional area S is determined by S 5C.

Medium size pilot operated 3/5-port valve

Plug-in block manifold

W4G2 Series
Environment and "Human" friendly concept of [4GA

B /MN4GA
B  Series] is extended.

 zEnvironmental consciousness enhanced 
 z Halogen free lead is used for internal wiring
 z Material name is displayed on main resin material

 zEnvironment resistance increased 
IP65-compliant protection structure
 zVarious types of serial transmission are available 
 zEase of use enhanced

 z Plug-in system is adopted for easy valve replacement
 z Connector connection between manifold blocks eliminates 
the need for wiring work to increase station number (for DC)

 zCylinders up to ø80 are driven with valve width 15mm
New 3/5-port reduced wiring valve with safety function

Pneumatic valves  CB-023SA

Large pilot operated 5-port valve

Plug-in block manifold

W4G4 Series
 zCylinders up to ø125 are driven with valve width 25mm
Enhanced performance in installation area, workability, durability, 
power consumption and more
 zMany electric connections and options
Serial transmission, I/O cable connector, spacer type regulator, 
common exhaust block, etc.
 zImprovement in safety and reliability 
Rubber cover on manual buttons prevents malfunctions by 
preventing foreign substances from entering
 zIP65-equivalent protection structure 

Pneumatic valves  CB-023SA

Compact 3, 4-port pilot operated valve

Selex valve (reduced wiring valve) 

MN4S0 Series
 zNo dead space 
One-sided solenoid type with 3/4-port reduced wiring manifold 
valves
 zFor space saving of devices
Flat top, 40mm high, block manifold 
Manifold pitch 11mm
 zDrives cylinders up to ø40
C[dm3/(S•bar)]: 0.57 to 0.80  *1
 zLow wattage for energy saving
Power consumption 0.6W
 zDouble 3-port valve integrated type is available

Pneumatic valves  CB-023SA Pneumatic valves  CB-023SA

 Applicable cylinder bore size:  up to ø80

 Applicable cylinder bore size:  up to ø125

 Applicable cylinder bore size:  up to ø40

Network system

UNIWIRE® System  W Series (H function-compatible)

 zConnectable to each company's PLC
UNIWIRE system is an independent transmission system which is 
not restrained by the type of PLC. Through a uni-connector, it can 
be connected to each PLC manufacturer's I/O unit and can be 
controlled without changing PLC program. From the viewpoint of 
PLC, wiring can be reduced without regard to UNIWIRE system.
 zBasic specification supports 256 points (Slave station for valves 
is for 128-point) 
 zInput terminal can turn all points ON continuously (Resistance of 
heating element is distributed) 
 zSTW & PTW (with H function) configuration enables to connect 
to 50 units
 zMixed operation with conventional UNIWIRE® system H series
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Network related products

Network compatible solenoid valve

PLC manufacturer Communication system Wiring block model No. Slave unit series Incorporated valve

CC-Link Partner 
Association

Mitsubishi Electric
CC-Link

(ver. 1.10)

T6G1 OPP2 Series MW4G4, MN4TB, M4TB, LMF0
T6G1 OPP3 Series MN4S0, MN4E, MN4G, M4G
T7G1 OPP4 Series MN4G

T8G1/2/7 OPP5 Series MW4G2 *1
T7G1/2 OPP6 Series MN4E0, MN4E00
T8G1/2

OPP7 Series M4G, MN4G
T8GP1/2

ODVA
OMRON Corporation DeviceNet

T6D1 OPP2 Series MW4G4, MN4TB, M4TB, LMF0
T7D1 OPP4 Series MN4G

T8D1/2/7 OPP5 Series MW4G2 *1
T7D1/2 OPP6 Series MN4E0, MN4E00

OMRON Corporation CompoBus/S

T6C0/1 OPP2 Series MW4G4, MN4TB, M4TB, LMF0
T6C0/1 OPP3 Series MN4S0, MN4E, MN4G, M4G
T7C0/1 OPP4 Series MN4G
T8C1/6 OPP5 Series MW4G2 *1

Japanese PROFIBUS Organization
Siemens PROFIBUS-DP

T8P1/2
OPP7 Series M4G, MN4G

T8PP1/2

OMRON Corporation
Beckhoff Automation EtherCAT

T8EC1/2
OPP7 Series M4G, MN4G

T8ECP1/2
T7EC1/2

OPP8 Series MW4G
T7ECP1/2

ODVA TAG JAPAN EtherNet/IP
T8EN1/2

OPP7 Series M4G, MN4G
T8ENP1/2

CKD, 
KURODA Pneumatics Ltd.

UNIWIRE SYSTEM T6A0/1
OPP2 Series MW4G4, MN4TB, M4TB, LMF0
OPP3 Series MN4S0, MN4E, MN4G, M4G

UNIWIRE H SYSTEM T6J0/1
OPP2 Series MW4G4, MN4TB, M4TB, LMF0
OPP3 Series MN4S0, MN4E, MN4G, M4G

SUNX
S-LINK

T6E0/1 OPP3 Series MN4S0, MN4E, MN4G, M4G
T7E0/1 OPP4 Series MN4G

S-LINK V T7N1/2 OPP6 Series MN4E0, MN4E00
Ontec SAVENET T7L1 OPP4 Series MN4G

Japan AS-i Association AS-i T8MA/6 OPP5 Series MW4G2 *1
* Contact CKD for information on compatibility with other networks.

I/O block
Product name Model No. Supported slave unit type

Input block W4G-IN T8C1/T8C6
T8D1/T8D2/T8D7
T8G1/T8G2/T8G7
T8M6/T8MAOutput block W4G-OUT

I/O block is compatible with *1.

OPP* Series
 zSolenoid valve slave unit is created for each manufacturer's network.

Pneumatic Valves CB-023SA

OPP6 (MN4E)

OPP5 (MW4GB2)

OPP7 (NN4GB)

OPP7 (M4GB)

OPP2 (MW4GB4)
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*1  Effective cross-sectional area S is determined by S 5C.

3/4/5-port pilot operated valve

Selex valve

4KA
B /M4KA

B /MN4KA
B  Series

 zValve width 15mm, 18mm, 23mm, 29mm. Compact 3/4/5-port 
valve
 zDrives cylinders up to ø160
C[dm3/(S•bar)]: 0.60 to 13  *1
 zLow wattage for energy saving
Power consumption 1.8W
 z2 types of pipe specification
Body piping, base piping
 z2 types of manifold
Metal-based manifold & block manifold

Pneumatic valves  CB-023SA

5-port pilot operated valve

Selex valve

4F/M4F Series
 zUsable in a wide variety of fields
5-port valve
 zDrives cylinders up to ø250
4F0 to 6 : C[dm3/(S•bar)]: 0.61 to 18  *1
4F7 : Effective cross-sectional area : 160mm2

 zSoft spool method
Long durability, low frequency use possible, environment 
resistant (compressed air)
 zWide variations
Single unit, manifold
 zOutdoor specifications option

Pneumatic valves  CB-023SA
4F2/3 Series outdoor specification option  CC-1070A

ISO valve

ISO valve

PV5G/PV5/GMF Series
 zSmall body size
 zImprovement in operability
Operability, such as installing adjustment and maintenance, is 
enhanced by easy-to-press, easy-to-see design
 z2-color indicator
 zImprovement in safety and reliability
Rubber cover on manual buttons prevents malfunctions by 
preventing foreign substances from entering
 zEasy, smooth piping
Improved work efficiency as the valve body does not protrude 
beyond the base

 ISO valve PV5G/PV5/GMF series  CC-824A

Large flow rate 3-port valve

Large flow rate 3-port valve

NP/NAP/NVP Series
 zLarge flow rate 3-port valve for compressed air and low vacuum
Please select from 2 types according to usage.
 zInternal pilot type: NP Series 
 zExternal pilot type: NAP/NVP Series 
 zCompact and light weight design 
 zLarge flow rate design
10A, 25A : C[dm3/(S•bar)]: 15 to 18
20A to 50A : Effective sectional area : 195 to 660mm2

Pneumatic valves  CB-023SA

 Applicable cylinder bore size:  up to ø250

 Port size : Rc3/8 to Rc2
 Applicable cylinder bore size:  up to ø160

 Applicable cylinder bore size:  up to ø160
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Miniature direct acting 3-port valve

Small pneumatic valve

3MA0/3MB0 Series
 zFor size reduction of devices
Valve width of 10mm, space-saving miniature direct acting 
poppet 3-port valve
 zDrives cylinders up to ø16
0.1 to 0.15mm2

 zLow wattage for energy saving
Power consumption 0.6W
 zVarious wire connections are available
Lead wire, C-connector, D-connector
 zWide variations
Discrete, manifold

Pneumatic valves in general  CB-023SA

Miniature pilot operated 5-port valve

Small pneumatic valve

4SA0/4SB0 Series
 zFor space and weight reduction of devices
10mm wide miniature 5-port valves
 zDrives cylinders up to ø25
C[dm3/(S•bar)]: 0.3  *1
 zLow wattage for energy saving
Power consumption 0.6W
 zVarious wire connections are available
Lead wire, C-connector, D-connector
 zReduced wiring for PLC control
Flat cable, D sub-connector

Pneumatic valves in general  CB-023SA

Compact direct acting 3-port valve vacuum suction unit

3QR negative pressure switching unit

MV3QRA1/MV3QRB1 Series
 zOptimized for suction transport of small objects
By taking advantage of 3QR's high responsiveness for large 
flow rate, you can create a stable high speed suction transport 
system without using any pressurized air source.
 zMinimum footprint
Features minimized and optimized; achieves a thin and 
lightweight manifold wall without a vacuum breaking valve.
 zDepending on the application, this can be mounted on the 
vacuum pressure sensor unit.
 zEasy-to-maintain one-touch vacuum filter can be installed.

 Applicable cylinder bore size:  up to ø16  Applicable cylinder bore size:  up to ø25

*1  Effective sectional area S is determined by S 5C.

Compact direct acting 3-port valve

Compact direct acting 3-port valve

3QRA1/3QRB1 Series
 zLightweight
19g  Lightest in its class, allowing for device optimization
 zCompact size
Solenoid valve body width 10mm. For space reduction of devices
 zLarge flow rate
Effective sectional area of 2.0m (C value 0.4) realizes a large 
flow rate with a small light weight size.
 zResponse time
4ms±1ms(ON) 1.5ms±1ms(OFF) accelerates vacuum attainment and destruction.
 zLong durability
Over 100 million cycles under strict test conditions.
 zConformance
RoHS, low ozone, and rechargeable battery manufacturing process are supported as standard.
 zState can be maintained during power outage (self-retaining)
 zNo need for continuous power, allowing electric power and heat 
generation reduction (self-retaining type)

Pneumatic valves in general  CB-023SA

 Applicable cylinder bore size:  up to ø25

3QR negative pressure switching unit MV3QRA1/MV3QRB1 Series  CC-1178A
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Dual 3-port solenoid valve integrated manifold

Dual 3-port solenoid valve integrated manifold

MN3Q Series
 zCompact size
Manifold height reduced to 34mm. Installable in narrow locations.
 zInstallation
Installation method can be selected between DIN rail installation 
and direct installation.
 zPiping
The supply/exhaust port position can be selected freely, 
increasing flexibility of piping.

Dual 3-port solenoid valve integrated manifold  MN3Q Series  CC-1066A

 Applicable cylinder bore size:  up to ø16

Explosion proof 5-port valve

Selex explosion proof 5-port valve

4F**0E Series
 zExplosion proof functionality d2G4
Pressure and explosion proof structure, flame-proof grade 2, 
ignitability G4
 zDrives cylinders up to ø250
4F3 to 6 : C[dm3/(S•bar)]: 3.9 to 18  *1
4F7 : Effective sectional area : 160mm2

 zEasy wiring
Pilot solenoid valve can be manually rotated 360°. Wiring port 
can be rotated by 90°
Wide wiring BOX
 zWide variations
Discrete, manifold and locking manual knob are equipped as 
standard

Pneumatic valves in general  CB-023SA

*1  Effective sectional area S is determined by S 5C.

Compact direct acting balance poppet 3-port valve

Selex valve

3PA/3PB Series
 zLow pressure and vacuum applications are widely supported
Valve width 15mm and 22mm 
Compact direct acting balance poppet 3-port valve
 zDrives cylinders up to ø40
C[dm3/(S•bar)]: 0.33 to 1.1  *1
 zLow wattage for energy saving
Power consumption 1.8W
 zVarious wire connections are available
Lead wire, terminal box, C-connector, D-connector
 zWide variations
Discrete, manifold

Pneumatic valves in general  CB-023SA

Pilot operated poppet 3-port valve

Miniature pneumatic valve

P/M/B Series
 zBlock manifold enables easy assembly, piping and maintenance
Valve width 15mm  Small size 2/3/5-port valve
 zDrives cylinders up to ø16
C[dm3/(S•bar)]: 0.15  *1
 zLow wattage for energy saving
Power consumption 1.8W
 zVarious wire connections are available.
Lead wire, terminal box, C-connector, D-connector
 zWide variations
Single-unit, metal-based manifold, block manifold

Pneumatic valves in general  CB-023SA

 Applicable cylinder bore size:  up to ø40

 Applicable cylinder bore size:  up to ø16  Applicable cylinder bore size:  up to ø250
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Large & super large 3/4/5-port valve

Poppet type 3/4-port valves

PCD Series
 zCompact, large flow rate 3/4-port valves
Port size Rc1/4 to Rc1/2
 zDrives cylinders up to ø160
Effective sectional area 23 to 58mm2

 zManual override is equipped as standard
Non-lock manual override

Pneumatic valves in general  CB-023SA

Manual switchover 4-port valve

Manual switchover 4-port valve

HMV/HSV Series
 zLow sliding friction and easy operation
Detent incorporated rotary type, swing lever type
 zDrives cylinders up to ø160
C[dm3/(S•bar)]: 1.6 to 10.2  *1
 zPort size
Rc1/4 to Rc3/4
 zWide variations
Miniature type, standard type

Pneumatic valves in general  CB-023SA

 Applicable cylinder bore size:  up to ø160

Shock absorbing valve

Shock absorbing valve

SKH Series
 zBound phenomenon at cylinder stroke end is reduced
 zDrives cylinders up to ø125
C[dm3/(S•bar)]: 4.3 to 16.3  *1
 zWide variations
Speed variable unit, deceleration unit, and single-sided 
decelerating unit

Pneumatic valves in general  CB-023SA

 Applicable cylinder bore size:  up to ø125

Explosion proof 5-port pilot operated valve  4F**0EX Series  CC-1159A  

Explosion proof 5-port valve

Explosion proof 5-port pilot operated valve

4F**0EX Series
 zCompatible with international explosion prevention policies
Explosion proof functionality Ex d B T4
Pressure and explosion proof structure d/cable B/temperature 
characteristics T4
Certificate of type examination No. TC20523
 zCompatible with outdoor use
Degree of protection IP65 (dust/jet-proof)
 zWide range of selectable cable diameters:
ø7.5 to ø13.5

 Applicable cylinder bore size:  up to ø250
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Master valve 4/5-port valve

Pneumatic valve

4GA
B1/2/3R Series

 zDrives cylinders up to ø100 
C[dm3/(S•bar)]: 0.66 to 4.5  *1
 zUpgraded safety functions, reliability and user-friendliness

Pneumatic valves  CB-023SA

*1  Effective sectional area S is determined by S≈5C.

 Applicable cylinder bore size:  up to ø100

Master valve 4/5-port valve

Selex valve

4F Series
 zDrives cylinders up to ø250
4F0 to 6 : C[dm3/(S•bar)]: 0.61 to 18  *1
4F7 : Effective sectional area : 160mm2

 zExcellent in total performance and usable in a wide variety of 
fields
 zEnvironment resistant (unconditioned air)

Pneumatic valves in general  CB-023SA

*1  Effective sectional area S is determined by S≈5C.

 Applicable cylinder bore size:  up to ø250

Master valve 4/5-port valve

Selex valve

4KA
B Series

 zDrives cylinders up to ø160
C[dm3/(S•bar)]: 0.60 to 13  *1
 zCompact types with valve width 15mm, 18mm, 23mm, 29mm

Pneumatic valves  CB-023SA

 Applicable cylinder bore size:  up to ø160

Unit valve

4GR Unit valve
 zThree functions integrated into one unit valve (valve, speed 
controller, silencer)
·  Reduced man-hours for model selection, purchasing process, 

and installing
· Unitization reduces footprint (by 66%*)
· Unitization reduces weight (by 61%*)
*  Compared to the valve 4GE210R + Speed controller SC1-6 + 

Silencer SLW-6A assembled model
 zReduced man-hours for adjusting actuation speed by 10-step 
scaled speed controller

4G Unit valve  CC-1134A
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Speed controller

Needle valve with adjusting dial

DVL Series
 zLinear flow characteristics 
 zVisible control of flow rates
 zUsable as speed control valve 
 zOil-prohibition type available 
 zUnrestricted installation

Needle valve with adjusting dial  DVL Series  CC-860A

Speed controller

Speed control valve with adjusting dial

DSC Series
 zFlow characteristics in proportion to needle rotation speed. 
 zAdjustable speed setting 
 zUses push locking method. 
 zMisadjustment prevention 
 zReduces man-hours
 z5 port sizes from M5 to R1/2

Speed control valve with adjusting dial  DSC Series  CC-1021A

Speed controller

Miniature speed controller

SC Series
 zFour types in series: straight, elbow, flat and adjustable
 zLow speed and constant speed types are available

Auxiliary Components  CB-024SA

Speed controller

Miniature in-out speed controller

SCD Series
 zFlow rate control of both air supply and exhaust is possible
 zFlow rate adjustable, very slow speed type available

Auxiliary Components  CB-024SA
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Speed controller

Direct piping type speed controller

SC3R/SC3W/SC3U Series
 zL-rotation type and 360° flexible piping type are available
 zWide selection

Auxiliary Components  CB-024SA

Speed controller

Speed controller Stainless steel corrosion-resistant type

SC3P Series
 zSpeed control valve uses highly anti-corrosive stainless steel
 zOzone-proof materials for preventing degradation are used as 
standard for the check packing
 zAll substances which adversely affect the global environment 
have been eliminated from the materials

Auxiliary Components  CB-024SA

Speed controller

Speed controller medium/large bore size type

SC1 Series(Medium bore size type)
 zPossible to disassemble without removing the piping 
 zTwo ways of installation, bottom or side 
 zSize Rc1/8 to 1/2

Auxiliary Components  CB-024SA

Speed controller

In-line speed controller

SCL2/SCD2 Series
 zLine type speed controller useful for remote and concentrated 
control.
 z360°rotable mounting hole enables flexible mounting without bracket. 
 zMeter-in / meter-out integrated type is available for preventing 
popping out and speed stability. 
 zFlow rate is one class larger than expected for its small size.
 zSpeed-adjustable, very slow speed type option available.
 zOzone-proof materials are used as a standard for the packing.

Auxiliary Components  CB-024SA

SC Series(Large bore size type)
 zSize Rc3/4 to 2
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Silencer

Metering valve with silencer

SMW2 Series
 zSmall size, lightweight and high flow rate
Major reduction in size and weight with 50% reduction in volume 
and 80% reduction in weight compared to the CKD SMW Series. 
The largest effective sectional area in its class.
 zSilencing effect of over 23 dB(A)
Silencing effect improved by a unibody design with a high 
silencing P.P. sintered element and the body.
 zPush lock type needle
Push lock knob is used to enable the needle to be locked with a 
single operation.
 zEnvironmental design
By using plastic materials only, sorting at disposal is eliminated.

Auxiliary Components  CB-024SA

Silencer

Silencer

SL/SLW/SLM Series
 zLarge silencing effect 
 zFlame resistant resin is used for the main body (SLW Series)

Auxiliary Components  CB-024SA

Auxiliary valve

Quick exhaust valve/Shuttle valve

QEV2 Series
 zAmple models with port size Rc1/8 to 1 
 zLarge effective sectional area 
 zMounting bracket is available (Small port size type)

Auxiliary Components  CB-024SA

Auxiliary valve

Quick exhaust valve line type

QEL Series
 zSmall size, space-saving in-line type 
 zValving element uses standard ozone-proof material for 
degradation prevention
 zAll substances which adversely affect the global environment 
have been eliminated from the materials

Auxiliary Components  CB-024SA

SHV2 Series
 zLow cracking pressure 
 zLarge effective cross-sectional area 
 zMounting direction is free
 zMounting bracket is available (Small port size type)
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Auxiliary valve

Small check valve with push-in fitting

CHL Series
 zSmall size, space-saving in-line type 
 zø4, 6 push-in fitting enables compact piping and high workability
 zFlame resistant resin is used

Auxiliary Components  CB-024SA

Auxiliary valve

Check valve

CHV2 Series
 zWide variation with bore size Rc1/8 to Rc11/2.
 zCompact and lightweight: 34% reduction in volume and 25% 
reduction in weight (compared to CKD). 
 zFluoro rubber and oil-prohibition options available. 
 zMounting plate is available for small bore size type.

Auxiliary Components  CB-024SA

Auxiliary valve

Block valve

FPV Series
 zThe best compact valve for cylinder position locking and 
intermediate stop.
 zCompact and lightweight: 34% reduction in volume and 25% 
reduction in weight (compared to CKD). 
 zCylinder can be direct mounted with variations of port size M5 to 
R1/2. 
 zDevice-matching white body.
 zSpeed controller attachment is available. (Custom order) 
 zModels with manual buttons for bleeding residual pressure is also 
available. (Custom order)

Auxiliary Components  CB-024SA

Auxiliary valve

Quick exhaust valve

2QV/3QV Series
 zStraight flow path and large effective sectional area.
 zFlame resistant resin is used as standard. (UL94 Standard V-0 
equivalent) 
 zManifold is available with an optional bracket. 
 z2/3-port valves are included.

Auxiliary Components  CB-024SA
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Auxiliary valve

Threshold sensor

PWS Series
 zDetect the exhaust pressure near stroke end with high precision
 zOutput signal can be selected between electrical and air types

Auxiliary Components  CB-024SA

Fitting/tube

Rotary joint

RJF Series
 zBuilt-in bearing enables high rigidity and low sliding resistance
 zAmple lineup with 4, 6, 8, 12 and 16 circuits 
 z12 and 16 circuits include a space-saving type
 zPort size includes Rc1/8 in addition to M5 (4, 6 and 8 circuits)

Auxiliary Components  CB-024SA

Fitting/tube

Miniature fitting

F Series
 zSpecial guide structure enables easy insertion, does not come 
off easily
 zFor both soft nylon and urethane tubes

Auxiliary Components  CB-024SA

Fitting/tube

Joint

GW/GWJ Series
 zNo flow rate loss with respect to bore size 
 zWhite body blends into the work environment. Flame resistant 
resin is used as standard
 zV shaped packing seal is adopted for sealing between tube and 
fitting. Easy insertion but reliable sealing
 zWide variety of pipe outside diameters: ø3.2 to ø12 

Auxiliary Components  CB-024SA
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Fitting/tube

Fitting, stainless steel series

ZW/ZSP Series
 zCompact size for space-saving 
 zSmooth mounting and removal of tube 
 zSealing ensures no leak
 zWhite body and bushing ring use flame resistant resin
 zAll metal parts use stainless steel as standard

Auxiliary Components  CB-024SA

Fitting/tube

Tightening fitting stainless steel series

ZJ Series
 zEasy Fit mechanism (integration of nut and sleeve) for working 
efficiency 
 zUnique sleeve eliminates tubing twist
 zNo sleeve replacement required, even with repeated use
 zSmooth body bore diameter 
 zA wide variety of sizes suitable to various tubes 
 zOil can be removed by cleaning

Auxiliary Components  CB-024SA

Fitting/tube

Tightening fitting

MJ/JL Series
 zHighly reliable double chuck joint 
 zIn addition to various tubes, copper tubes are also supported
 zNo flow rate loss with respect to bore size

Auxiliary Components  CB-024SA

Fitting/tube

Tube

F/U/NU/KX/SR Series
(F except for white, U, KX and SR are 
manufactured by Aoi Co., Ltd.)

 zChoose from a wide variety of tubes for different purposes

Auxiliary Components  CB-024SA
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Fitting/tube

Fiber tube
 zUltrathin tube as fine and flexible as lead wires 
 zOuter diameter ø1.8, minimum bending radii 4mm 
 zVolume resistivity approx. 1 × 108Ω•cm or less 
 zBest for piping of very slow speed cylinder 
 zWide variety of tube colors and fittings

Auxiliary Components  CB-024SA

Fitting/tube

Antistatic tube
UP ** -F1 Series (ø8 to 12)
UP ** -F2 Series (ø3.2 to ø6)

 zResistant to static electricity and dust build-up
Volume resistance ratio - black: 104 to 108Ω•cm
Other colors : 108 to 1012Ω•cm.
Antistatic properties such as prevention of electrostatic discharge 
and dust accumulation.
 zFlexible piping (ø3.2, ø4, ø6)
This antistatic tube is supple and flexible for easy piping in 
narrow spaces.
(For use of push-in fitting, a separate insert ring is needed)
 zVariety of colors
Black, white, transparency, transparent blue, transparent green 
and transparent red (-F2) are available.
Applications can be distinguished by color.
 zWide variety of products
Six sizes available: ø3.2, ø4, ø6, ø8, ø10 and ø12.

Auxiliary Components  CB-024SA
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PNEUMATIC AUXILIARY 
COMPONENTS (MAIN LINE UNIT)

Refrigerated air dryer

Refrigerated air dryer Xeroaqua

GX3200D/GX5200D Series
 zHigh quality and high reliability
Operational in ambient temperature of 45°C. (40°C with existing models).
Stainless steel heat exchanger compatible with oil free air. 
 zEnergy saving
Energy-saving design lowers air-loss on drainage.
Compact design lowers electric power consumption.
 zThin, slim, and compact body
 zEasy maintenance
 zFlashing pattern of warning lamp indicates the cause of 
emergency stoppage.

Refrigerated air dryer Xeroaqua  CC-1156A

Refrigerated air dryer

Refrigerated air dryer Xeroaqua

GT9000/GT9000W/GT9000WV Series
 zStainless steel heat exchanger compatible with oil free air 
 zNew refrigerant R-407C with zero ozone-depletion-potential.
 zEnergy saving
[Air cooling type GT9300 to 9450, Water cooling type GT9300W to 9450W] 
Power consumption reduced by 50% with unit number control.
[Water cooling type GT9000WV Series] 
Configurable dew point. Reduce max. power by 60% with inverter 
control. Continuous operation even at high loads.

Auxiliary Components  CB-024SA

Desiccant type air dryer

Heatless dryer

HD/SHD Series
 zMax. purge rate reduced by 96% with energy saving control 
 zVariable exhaust method significantly reduces noise by 
approximately 35dB (compared with conventional models)
 zElectronic control system reduces power consumption by 1/3 
(compared with conventional models) 
 zPerformance verification ensured by digital pressure dew point display 
 zMulti tower type significantly reduces installation area (1/3 to 1/2 smaller than conventional models) 
 zFilters for inlet and outlet are equipped as standard

Auxiliary Components  CB-024SA

High polymer membrane air dryer

Super dryer

SD/SU Series
 zEnvironment friendly freon-free dryer 
 zDue to no movable parts, clean dry air can be supplied for a long time. 
 zReduced size and weight enables easy installation.
 zDoes not create or increase noise, due to being electricity-free. 
 zExtreme low dew point up to –60°C
 zLarge flow rate with 75kW class compressor is supported

Auxiliary Components  CB-024SA

 Compatible air compressors (GT9000(W)) 75 to 450kW
                                     (GT9000WV) 710kW•960kW

 Process air flow rate (HD) 75 to 1235ℓ/min(ANR)
                                 (SHD) 2.5 to 24m3/min(ANR)

 Process air flow rate (SD/SU) 35 to 890ℓ/min(ANR)
                                (SDM) 1.36 to 12.4m3/min(ANR)
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Air filter (medium)

Medium main line filter

AF2000 Series
 zNew material and structure allows even lower pressure loss, 
longer durability and greater compactness
 zSpace saving installation is made possible because filters can be 
connected by the module kit
 zDifferential pressure indicator necessary for checking durability, 
highly reliable snap drain provided as standard
 zEasy element replacement made possible

Auxiliary Components  CB-024SA

Air filter (medium)

Medium main line filter

AF4000 Series
 zHigh performance main line filter with stainless housing supports 
a clean environment. Excellent for oil-free air line
 zResidual pressure alarm function
 zNo tools needed during element replacement thanks to the band 
type housing tightening feature
 zTime management of element replacement. Flashing lamp 
indicates need for replacement

Auxiliary Components  CB-024SA

Air filter (large)

Large main line filter 

AF3000 Series
 zLow pressure element saves energy
 zDifferential pressure gauge is equipped as standard
 zMounting legs are equipped as standard, enabling easy piping 
work
 zEasy maintenance
Just remove the upper flange and rotate the element for easy 
replacement.
 zWide range of products for a variety of applications

Auxiliary Components  CB-024SA

 Process air flow rate 3.7 to 25.8m3/min(ANR)

 Process air flow rate 16 to 256m3/min(ANR)

 Process air flow rate 3.7 to 18.8m3/min(ANR)

Air filter (large)

Large main line filter

AF5000 Series
 zStainless vessel is adopted for all models. (SUS304) 
 zLong durability and low pressure element saves energy
 zAutomatic drain with no air loss is equipped
Equipped as standard on P and S types
 zRemote control available
Alarm output signal by differential switch indicates element 
replacement time
 zEasy element replacement
Just remove the upper flange and turn the element screw

Auxiliary Components  CB-024SA

 Process air flow rate 16 to 256m3/min(ANR)
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Drain discharger

Automatic drain

DT Series
 zSnap mechanism increases durability 15 times (compared with 
our previous models) 
 zCompact & lightweight 
 zTop piping and side piping are possible
 zStandard manual cock 
 zBoth types of N.O and N.C are available

Auxiliary Components  CB-024SA

Drain discharger

Automatic drain

DB Series
 zNo useless drain of compressed air (Energy saving)
Opening and closing of solenoid valve is controlled by a drain 
level sensor
 zAlarm output indicates abnormal drain
 zLarge bore size diaphragm valve ensures drain
 zTEST button enables manual drain
 zIP65

Auxiliary Components  CB-024SA

 Applicable compressor 0.75 to 75kW

Drain discharger

Drain separator

FX Series
 zLightweight and compact drain separator
 zSeparating efficiency 99%
 zApplicable compressor 0.75kW - 37kW

Drain separator  FX Series  CC-1136A
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Series

Available combinations

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

M
od

ul
ar

 d
es

ig
n 

(S
el

ex
 F

R
L)

 zFRL Combination
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

F1000-W R1000-W L1000-W C1000-W 0.45/0.63

F2000-W R2000-W L3000-W C2000-W 1.2/1.7

F3000-W R2000-W L3000-W C2500-W 1.2/1.7

F3000-W R3000-W L3000-W C3000-W 1.28/1.75

F4000-W R4000-W L4000-W C4000-W Note 1.43/2.4/3.0

F6000-W R6000-W L8000-W C6500-W 4.5/5.0

F8000-W R8000-W L8000-W C8000-W 7.0/7.5

 zWL Combination
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

L1000-W W1000-W C1010-W 0.45/0.63

L3000-W W2000-W C2010-W 1.2/1.7

L3000-W W3000-W C3010-W 1.28/1.75

L4000-W W4000-W C4010-W Note 1.43/2.4/3.0

L8000-W W8000-W C8010-W 7/7.5

 zFR Combination
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

F1000-W R1000-W C1020-W 0.77/1.1

F2000-W R2000-W C2020-W 1.75/2.5

F3000-W R2000-W C2520-W 1.75/2.5

F3000-W R3000-W C3020-W 2.0/2.6

F4000-W R4000-W C4020-W Note 2.5/4.4/5.0

F6000-W R6000-W C6020-W 7/7.7

F8000-W R8000-W C8020-W 10

 zFMR Combination
P1=0.7MPa

F1000-W R1000-W M1000-W C1030-W 0.15

F2000-W R2000-W M2000-W C2030-W 0.25

F3000-W R2000-W M3000-W C2530-W 0.36

F3000-W R3000-W M3000-W C3030-W 0.36

F4000-W R4000-W M4000-W C4030-W Note 0.825

F6000-W R6000-W M6000-W C6030-W 1.27

F8000-W R8000-W M8000-W C8030-W 2.6

 zWM Combination
P2=0.7MPa

W1000-W M1000-W C1040-W 0.15

W2000-W M2000-W C2040-W 0.25

W3000-W M3000-W C3040-W 0.36

W4000-W M4000-W C4040-W Note 0.825

W8000-W M8000-W C8040-W 2.6

 zRM Combination
P2=0.7MPa

R1000-W M1000-W C1050-W 0.15

R2000-W M2000-W C2050-W 0.25

R2000-W M3000-W C2550-W 0.36

R3000-W M3000-W C3050-W 0.36

R4000-W M4000-W C4050-W Note 0.825

R6000-W M6000-W C6050-W 1.27

R8000-W M8000-W C8050-W 2.6

 zFM Combination
P1=0.7MPa

F1000-W M1000-W C1060-W 0.15

F2000-W M2000-W C2060-W 0.25

F3000-W M3000-W C3060-W 0.36

F4000-W M4000-W C4060-W Note 0.825

F6000-W M6000-W C6060-W 1.27

F8000-W M8000-W C8060-W 2.6

 zFFM Combination
P1=0.7MPa

F3000-W(5μm)
F3000-W(0.3μm) M3000-W C3070-W 0.225
F4000-W(5μm)

F4000-W(0.3μm) M4000-W C4070-W Note 0.5
F6000-W(5μm)

F6000-W(0.3μm) M6000-W C6070-W 0.8
F8000-W(5μm)

F8000-W(0.3μm) M8000-W C8070-W 1.1

[Combination]

Auxiliary Components  CB-024S
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Series

Available combinations

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

M
od

ul
ar

 d
es

ig
n 

(S
el

ex
 F

R
L)

 zFRL Combination
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

F1000-W R1000-W L1000-W C1000-W 0.45/0.63

F2000-W R2000-W L3000-W C2000-W 1.2/1.7

F3000-W R2000-W L3000-W C2500-W 1.2/1.7

F3000-W R3000-W L3000-W C3000-W 1.28/1.75

F4000-W R4000-W L4000-W C4000-W Note 1.43/2.4/3.0

F6000-W R6000-W L8000-W C6500-W 4.5/5.0

F8000-W R8000-W L8000-W C8000-W 7.0/7.5

 zWL Combination
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

L1000-W W1000-W C1010-W 0.45/0.63

L3000-W W2000-W C2010-W 1.2/1.7

L3000-W W3000-W C3010-W 1.28/1.75

L4000-W W4000-W C4010-W Note 1.43/2.4/3.0

L8000-W W8000-W C8010-W 7/7.5

 zFR Combination
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

F1000-W R1000-W C1020-W 0.77/1.1

F2000-W R2000-W C2020-W 1.75/2.5

F3000-W R2000-W C2520-W 1.75/2.5

F3000-W R3000-W C3020-W 2.0/2.6

F4000-W R4000-W C4020-W Note 2.5/4.4/5.0

F6000-W R6000-W C6020-W 7/7.7

F8000-W R8000-W C8020-W 10

 zFMR Combination
P1=0.7MPa

F1000-W R1000-W M1000-W C1030-W 0.15

F2000-W R2000-W M2000-W C2030-W 0.25

F3000-W R2000-W M3000-W C2530-W 0.36

F3000-W R3000-W M3000-W C3030-W 0.36

F4000-W R4000-W M4000-W C4030-W Note 0.825

F6000-W R6000-W M6000-W C6030-W 1.27

F8000-W R8000-W M8000-W C8030-W 2.6

 zWM Combination
P2=0.7MPa

W1000-W M1000-W C1040-W 0.15

W2000-W M2000-W C2040-W 0.25

W3000-W M3000-W C3040-W 0.36

W4000-W M4000-W C4040-W Note 0.825

W8000-W M8000-W C8040-W 2.6

 zRM Combination
P2=0.7MPa

R1000-W M1000-W C1050-W 0.15

R2000-W M2000-W C2050-W 0.25

R2000-W M3000-W C2550-W 0.36

R3000-W M3000-W C3050-W 0.36

R4000-W M4000-W C4050-W Note 0.825

R6000-W M6000-W C6050-W 1.27

R8000-W M8000-W C8050-W 2.6

 zFM Combination
P1=0.7MPa

F1000-W M1000-W C1060-W 0.15

F2000-W M2000-W C2060-W 0.25

F3000-W M3000-W C3060-W 0.36

F4000-W M4000-W C4060-W Note 0.825

F6000-W M6000-W C6060-W 1.27

F8000-W M8000-W C8060-W 2.6

 zFFM Combination
P1=0.7MPa

F3000-W(5μm)
F3000-W(0.3μm) M3000-W C3070-W 0.225
F4000-W(5μm)

F4000-W(0.3μm) M4000-W C4070-W Note 0.5
F6000-W(5μm)

F6000-W(0.3μm) M6000-W C6070-W 0.8
F8000-W(5μm)

F8000-W(0.3μm) M8000-W C8070-W 1.1

*P1=Primary pressure  P2=Secondary pressure  P2=Differential pressure

Note: Piping adapter is attached.
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Model series name Application Model No.
Port size Max. flow rate

m3/min
(Reference)ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Se
pa

ra
te

 ty
pe  zFRL kit

P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

Set type (With accessory)

K60570 0.2/0.3

[Combination]

Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W SELEX M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

M
od

ul
ar

 d
es

ig
n 

(S
el

ex
 F

R
L)

 zFilter/Regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

WB500 (compact) 0.08/0.18

W1000-W 0.83/1.15

W2000-W 1.5/2.0

W3000-W 2.15/2.43

W4000-W 2.5/4.35/4.75

W8000-W 10

 zFilter/Regulator
Flame resistant
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

W3000-G4 2.15/2.43

W4000-G4 2.5/4.35/4.75

W8000-G4 10

 zFilter/Regulator
Outdoor series
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

WW4000 2.5/4.35/4.75

WW8000 10

 zReverse filter/Regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

W1100-W 0.83/1.15

W2100-W 1.5/2.0

W3100-W 2.15/2.43

W4100-W 2.5/4.35/4.75

W8100-W 10.0

 zReverse filter/Regulator
Flame resistant
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

W3100-G4 2.15/2.43

W4100-G4 2.5/4.35/4.75

W8100-G4 10.0

[Filter/Regulator]

Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W SELEX M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Sm
al

l t
yp

e

 zSmall filter/Regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

Integrated push-in fitting and mounting bracket

WB500 0.08/0.18

Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W SELEX M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Se
pa

ra
te

 ty
pe  z7000 Series 

P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

Filter and regulator integrated filtration rating 5μm

B7019-*C 0.5/0.9

Auxiliary Components  CB-024S
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Model series name Application Model No.
Port size Max. flow rate

m3/min
(Reference)ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Se
pa

ra
te

 ty
pe  zFRL kit

P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

Set type (With accessory)

K60570 0.2/0.3

*P1=Primary pressure  P2=Secondary pressure  P2=Differential pressure

Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W SELEX M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

M
od

ul
ar

 d
es

ig
n 

(S
el

ex
 F

R
L)

 zFilter/Regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

WB500 (compact) 0.08/0.18

W1000-W 0.83/1.15

W2000-W 1.5/2.0

W3000-W 2.15/2.43

W4000-W 2.5/4.35/4.75

W8000-W 10

 zFilter/Regulator
Flame resistant
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

W3000-G4 2.15/2.43

W4000-G4 2.5/4.35/4.75

W8000-G4 10

 zFilter/Regulator
Outdoor series
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

WW4000 2.5/4.35/4.75

WW8000 10

 zReverse filter/Regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

W1100-W 0.83/1.15

W2100-W 1.5/2.0

W3100-W 2.15/2.43

W4100-W 2.5/4.35/4.75

W8100-W 10.0

 zReverse filter/Regulator
Flame resistant
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

W3100-G4 2.15/2.43

W4100-G4 2.5/4.35/4.75

W8100-G4 10.0

Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W SELEX M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Sm
al

l t
yp

e

 zSmall filter/Regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

Integrated push-in fitting and mounting bracket

WB500 0.08/0.18

Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W SELEX M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Se
pa

ra
te

 ty
pe  z7000 Series 

P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

Filter and regulator integrated filtration rating 5μm

B7019-*C 0.5/0.9
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Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W Regulator M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

M
od

ul
ar

 d
es

ig
n

 zFilter
P1=0.7MPa

P=0.02MPa

F1000-W 0.46/0.61

F2000-W 1.3/1.7

F3000-W 1.23/1.5

F4000-W 1.32/2.14/3.0

F6000-W 5.6/6.2

F8000-W 6.4/6.8

 zFilter/Flame-resistant series
P1=0.7MPa

P=0.02MPa

F3000-G4 1.23/1.5

F4000-G4 5.6/6.2

F8000-G4 6.4/6.8

 zFilter/Outdoor series
P1=0.7MPa

P=0.02MPa

FW4000 1.32/2.14/3.0

FW8000 6.4/6.8

 zFilter/Medium pressure series
P1=1.3MPa

P=0.02MPa

FM3000-W 1.6/2.0

FM4000-W 1.9/2.8/3.8

FM6000-W 6.7/8.1

FM8000-W 8.1/9.0

[Filter]

Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W Regulator M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 ø10 ø12 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Cle
an

-ro
om

 ty
pe  z Inline type clean filter

P1=0.7MPa
P=0.03MPa

FCS500 0.05
(ø4, ø6, 1/8) / 0.08

(ø8, 1/4)

FCS1000 0.3 to 0.4

Model series name Application Model No.
Port size Max. flow rate

m3/min
(Reference)ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Se
pa

ra
te

 ty
pe

 zAir filter
P1=0.7MPa

P2=0.02MPa

Wide variety of models   
Rated filtration 5μm

A1019-*C 0.55/0.7

1138-*-E 5.5/7.0

1126-*-E 18/21/25

 zHeavy duty air filter
P1=0.7MPa

P2=0.002MPa

High drain removal type   
Rated filtration 5μm

A1338  1.55

1326 5.8

 zSubmicron air filter
P1=0.7MPa

P2=0.01MPa

Tar removal   
Rated filtration 0.3μm

1138-*C-EY 1.55

A1338-*C-Y 1.55

1126-*C-EY 4.9

1326-*C-Y 4.9

 zMicro alescer micro naught type
P1=0.7MPa

P2=0.01MPa

Oil removal   
Oil removal rate 0.1PPMW/W 1219-2C 0.056

1238-6C 1.27

1226-8C 2.49

1126J-*C 4.8

 zMicro alescer odor naught type
P1=0.7MPa

P2=0.01MPa

Odor removal 1238-6C-X 1.27

1226-8C-X 2.49

1226J-*C-X 4.8

Auxiliary Components  CB-024S
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Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W Regulator M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

M
od

ul
ar

 d
es

ig
n

 zFilter
P1=0.7MPa

P=0.02MPa

F1000-W 0.46/0.61

F2000-W 1.3/1.7

F3000-W 1.23/1.5

F4000-W 1.32/2.14/3.0

F6000-W 5.6/6.2

F8000-W 6.4/6.8

 zFilter/Flame-resistant series
P1=0.7MPa

P=0.02MPa

F3000-G4 1.23/1.5

F4000-G4 5.6/6.2

F8000-G4 6.4/6.8

 zFilter/Outdoor series
P1=0.7MPa

P=0.02MPa

FW4000 1.32/2.14/3.0

FW8000 6.4/6.8

 zFilter/Medium pressure series
P1=1.3MPa

P=0.02MPa

FM3000-W 1.6/2.0

FM4000-W 1.9/2.8/3.8

FM6000-W 6.7/8.1

FM8000-W 8.1/9.0

*P1=Primary pressure  P2=Secondary pressure  P2=Differential pressure

Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W Regulator M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 ø10 ø12 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Cle
an

-ro
om

 ty
pe  z Inline type clean filter

P1=0.7MPa
P=0.03MPa

FCS500 0.05
(ø4, ø6, 1/8) / 0.08

(ø8, 1/4)

FCS1000 0.3 to 0.4

Model series name Application Model No.
Port size Max. flow rate

m3/min
(Reference)ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Se
pa

ra
te

 ty
pe

 zAir filter
P1=0.7MPa

P2=0.02MPa

Wide variety of models   
Rated filtration 5μm

A1019-*C 0.55/0.7

1138-*-E 5.5/7.0

1126-*-E 18/21/25

 zHeavy duty air filter
P1=0.7MPa

P2=0.002MPa

High drain removal type   
Rated filtration 5μm

A1338  1.55

1326 5.8

 zSubmicron air filter
P1=0.7MPa

P2=0.01MPa

Tar removal   
Rated filtration 0.3μm

1138-*C-EY 1.55

A1338-*C-Y 1.55

1126-*C-EY 4.9

1326-*C-Y 4.9

 zMicro alescer micro naught type
P1=0.7MPa

P2=0.01MPa

Oil removal   
Oil removal rate 0.1PPMW/W 1219-2C 0.056

1238-6C 1.27

1226-8C 2.49

1126J-*C 4.8

 zMicro alescer odor naught type
P1=0.7MPa

P2=0.01MPa

Odor removal 1238-6C-X 1.27

1226-8C-X 2.49

1226J-*C-X 4.8
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Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W SELEX M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

M
od

ul
ar

 d
es

ig
n

 zOil mist filter (S type)
P1=0.7MPa

P=0.01MPa
 zRated filtration: 0.3μm
 zSecondary oil concentration
0.5mg/m3

M1000-W*-S 0.15

M2000-W*-S 0.25

M3000-W*-S 0.45

M4000-W*-S 1

M6000-W*-S 1.4

M8000-W*-S 2.9

 zOil mist filter (M type)
P1=0.7MPa

P=0.01MPa
 zRated filtration: 0.01μm
 zSecondary oil concentration
0.01mg/m3

M1000-W 0.15

M2000-W 0.25

M3000-W 0.36

M4000-W 0.825

M6000-W 1.27

M8000-W 2.6

 zOil mist filter (X type)
P1=0.7MPa

P=0.01MPa
 zRated filtration:  
Activated carbon-based suction
 zSecondary oil concentration
0.003mg/m3

M1000-W*-X 0.15

M2000-W*-X 0.25

M3000-W*-X 0.45

M4000-W*-X 1.0

M6000-W*-X 1.4

M8000-W*-X 2.9

 zHigh performance oil mist filter
P1=0.7MPa

P=0.01MPa
 zRated filtration: 0.01μm
 zSecondary oil concentration
0.001mg/m3

MX1000-W 0.075

MX3000-W 0.18

MX4000-W 0.37

MX6000-W 0.67

MX8000-W 1.48

 zOil mist filter outdoor series (S type)
P1=0.7MPa

P=0.01MPa
 zNominal filtration rating: 0.3 μm
 zSecondary oil concentration
0.5mg/m3

MW4000-S 0.825

MW8000-S 2.6

 zOil mist filter outdoor series (M type)
P1=0.7MPa

P=0.01MPa
 zNominal filtration rating: 0.01 μm
 zSecondary oil concentration
0.01mg/m3

MW4000-M 1

MW8000-S 2.9

 zOil mist filter medium pressure type (S type)
P1=1.4MPa

P=0.01MPa
 zRated filtration: 0.3μm
 zSecondary oil concentration
0.5mg/m3

MM3000-W*-S 0.61

MM4000-W*-S 1.37

MM6000-W*-S 1.92

MM8000-W*-S 3.98

 zOil mist filter medium pressure type (M type)
P1=1.4MPa

P=0.01MPa
 zRated filtration: 0.01μm
 zSecondary oil concentration
0.01mg/m3

MM3000-W 0.49

MM4000-W 1.13

MM6000-W 1.74

MM8000-W 3.56

 zOil mist filter medium pressure type (X type)
P1=1.4MPa

P=0.01MPa
 zRated filtration:  
Activated carbon-based suction
 zSecondary oil concentration
0.003mg/m3

MM3000-W*-X 0.61

MM4000-W*-X 1.37

MM6000-W*-X 1.92

MM8000-W*-X 3.98

[Oil mist filter]

Auxiliary Components  CB-024S
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Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W SELEX M

Filter Regulator Lubricator Filter/
Regulator

Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

M
od

ul
ar

 d
es

ig
n

 zOil mist filter (S type)
P1=0.7MPa

P=0.01MPa
 zRated filtration: 0.3μm
 zSecondary oil concentration
0.5mg/m3

M1000-W*-S 0.15

M2000-W*-S 0.25

M3000-W*-S 0.45

M4000-W*-S 1

M6000-W*-S 1.4

M8000-W*-S 2.9

 zOil mist filter (M type)
P1=0.7MPa

P=0.01MPa
 zRated filtration: 0.01μm
 zSecondary oil concentration
0.01mg/m3

M1000-W 0.15

M2000-W 0.25

M3000-W 0.36

M4000-W 0.825

M6000-W 1.27

M8000-W 2.6

 zOil mist filter (X type)
P1=0.7MPa

P=0.01MPa
 zRated filtration:  
Activated carbon-based suction
 zSecondary oil concentration
0.003mg/m3

M1000-W*-X 0.15

M2000-W*-X 0.25

M3000-W*-X 0.45

M4000-W*-X 1.0

M6000-W*-X 1.4

M8000-W*-X 2.9

 zHigh performance oil mist filter
P1=0.7MPa

P=0.01MPa
 zRated filtration: 0.01μm
 zSecondary oil concentration
0.001mg/m3

MX1000-W 0.075

MX3000-W 0.18

MX4000-W 0.37

MX6000-W 0.67

MX8000-W 1.48

 zOil mist filter outdoor series (S type)
P1=0.7MPa

P=0.01MPa
 zNominal filtration rating: 0.3 μm
 zSecondary oil concentration
0.5mg/m3

MW4000-S 0.825

MW8000-S 2.6

 zOil mist filter outdoor series (M type)
P1=0.7MPa

P=0.01MPa
 zNominal filtration rating: 0.01 μm
 zSecondary oil concentration
0.01mg/m3

MW4000-M 1

MW8000-S 2.9

 zOil mist filter medium pressure type (S type)
P1=1.4MPa

P=0.01MPa
 zRated filtration: 0.3μm
 zSecondary oil concentration
0.5mg/m3

MM3000-W*-S 0.61

MM4000-W*-S 1.37

MM6000-W*-S 1.92

MM8000-W*-S 3.98

 zOil mist filter medium pressure type (M type)
P1=1.4MPa

P=0.01MPa
 zRated filtration: 0.01μm
 zSecondary oil concentration
0.01mg/m3

MM3000-W 0.49

MM4000-W 1.13

MM6000-W 1.74

MM8000-W 3.56

 zOil mist filter medium pressure type (X type)
P1=1.4MPa

P=0.01MPa
 zRated filtration:  
Activated carbon-based suction
 zSecondary oil concentration
0.003mg/m3

MM3000-W*-X 0.61

MM4000-W*-X 1.37

MM6000-W*-X 1.92

MM8000-W*-X 3.98

*P1=Primary pressure  P2=Secondary pressure  P2=Differential pressure
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Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W Regulator M

Filter Regulator Reverse/
Regulator Lubricator Filter/

Regulator
Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

M
od

ul
ar

 ty
pe

 zRegulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

R1000-W 0.77/1.35

R2000-W 1.75/2.5

R3000-W 2.0/2.6

R4000-W 2.5/4.4/5.0

R6000-W 7/7.7

R8000-W 14.0/11.0

 zRegulator/Flame-resistant series
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

R3000-G4 2.0/2.6

R4000-G4 2.5/4.4/5.0

R8000-G4 14.0/11.0

 zRegulator/Outdoor series
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

RW4000 2.5/4.4/5.0

RW8000 14.0/11.0

 zRegulator oil-prohibition series
P1=0.7MPa
P2=0.5MPa

RN3000 1.6/2.6

RN4000 2.4/3.0/3.0

RN8000 4.5/6

 zRegulator medium pressure series
P1=1.6MPa
P2=0.5MPa

RM3000-W 2.0

RM4000-W 3.0

 zReverse regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

R1100-W 0.77/1.35

R2100-W 1.75/2.5

R3100-W 2.0/2.6

R4100-W 2.5/4.4/5.0

R6100-W 7/7.7

R8100-W 14.0/11.0

Sm
al

l t
yp

e

 zRegulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

RA050/RA060 (manifold type) 0.1

RA800 0.35

RB500 0.1/0.2

 zBlock manifold
Regulator

MNRB500A 0.1/0.2

MNRB500B 0.1/0.2

Pr
ec

is
io

n 
ty

pe

 zRegulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa
RJB500 0.06/0.08

 zBlock manifold
Regulator

MNRJB500A 0.06/0.08

MNRJB500B 0.06/0.08

 zRegulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa
RP2000

 zRegulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa
RPE1000

C
le

an
-r

oo
m

 ty
pe

 zClean regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa
RC2000 0.8

 zClean regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa
2619 0.18/0.18

[Regulator]

Auxiliary Components  CB-024S
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Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W Regulator M

Filter Regulator Reverse/
Regulator Lubricator Filter/

Regulator
Reverse
Filter/Regulator

Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

M
od

ul
ar

 ty
pe

 zRegulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

R1000-W 0.77/1.35

R2000-W 1.75/2.5

R3000-W 2.0/2.6

R4000-W 2.5/4.4/5.0

R6000-W 7/7.7

R8000-W 14.0/11.0

 zRegulator/Flame-resistant series
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

R3000-G4 2.0/2.6

R4000-G4 2.5/4.4/5.0

R8000-G4 14.0/11.0

 zRegulator/Outdoor series
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

RW4000 2.5/4.4/5.0

RW8000 14.0/11.0

 zRegulator oil-prohibition series
P1=0.7MPa
P2=0.5MPa

RN3000 1.6/2.6

RN4000 2.4/3.0/3.0

RN8000 4.5/6

 zRegulator medium pressure series
P1=1.6MPa
P2=0.5MPa

RM3000-W 2.0

RM4000-W 3.0

 zReverse regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

R1100-W 0.77/1.35

R2100-W 1.75/2.5

R3100-W 2.0/2.6

R4100-W 2.5/4.4/5.0

R6100-W 7/7.7

R8100-W 14.0/11.0

Sm
al

l t
yp

e

 zRegulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

RA050/RA060 (manifold type) 0.1

RA800 0.35

RB500 0.1/0.2

 zBlock manifold
Regulator

MNRB500A 0.1/0.2

MNRB500B 0.1/0.2

Pr
ec

is
io

n 
ty

pe

 zRegulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa
RJB500 0.06/0.08

 zBlock manifold
Regulator

MNRJB500A 0.06/0.08

MNRJB500B 0.06/0.08

 zRegulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa
RP2000

 zRegulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa
RPE1000

C
le

an
-r

oo
m

 ty
pe

 zClean regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa
RC2000 0.8

 zClean regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa
2619 0.18/0.18

*P1=Primary pressure  P2=Secondary pressure  P2=Differential pressure
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Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W Regulator M

Filter Regulator Reverse/
Regulator Lubricator Filter/

Regulator
Reverse

Filter/Regulator
Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

M
od

ul
ar

 d
es

ig
n  zLubricator

P1=0.5MPa
P=0.3MPa

L1000-W 0.55/0.7

L3000-W 1.1/2.25

L4000-W 1/1.7/2.7 

L8000-W 6.3/10.0

[Regulator]
Model series name Application Model No.

Port size Max. flow rate
m3/min

(Reference)ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Se
pa

ra
te

 ty
pe

 zRegulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

Diverse models
B2019-*C 0.5

2215-*C 14

 zReverse regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

Check valve integrated, no by-pass circuit required
2419-*C 0.5

2415-*C 14

 zDial air regulator
P1=0.7MPa
P2=0.5MPa

With setting dial 2302-*C 3.0

2303-*C 10.0

2304-*C 30.0

 zRemote control dial air regulator
P1=0.7MPa
P2=0.5MPa

For remote control 2302-*C-R 3.0

2303-*C-R 10.0/30.0

2304-*C-R 30

 zPressure relief valve
Set pressure 0.7MPa  
Upward pressure 0.08MPa

Set pressure maintained

B6061-*C 0.15

[Lubricator]

Model series name Application Model No.
Port size Max. flow rate

m3/min
(Reference)ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Se
pa

ra
te

 ty
pe

 zLubricator econo-mist type
P1=0.5MPa

P=0.03MPa

Fine oil mist supplied
A3019-*C 0.1/0.4

3003E-*C 3.5/4.0

3004E-*C 15/20

 zLubricator auto-fill type Automatic supply type

3003E-*C-V 3.5/4.0

Auxiliary Components  CB-024S
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Series

Application

Model No.
Port size Max. flow rate

m3/min
(Reference)

F R L W Regulator M

Filter Regulator Reverse/
Regulator Lubricator Filter/

Regulator
Reverse

Filter/Regulator
Oil mist
Filter ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

M
od

ul
ar

 d
es

ig
n  zLubricator

P1=0.5MPa
P=0.3MPa

L1000-W 0.55/0.7

L3000-W 1.1/2.25

L4000-W 1/1.7/2.7 

L8000-W 6.3/10.0

Model series name Application Model No.
Port size Max. flow rate

m3/min
(Reference)ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Se
pa

ra
te

 ty
pe

 zRegulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

Diverse models
B2019-*C 0.5

2215-*C 14

 zReverse regulator
P1=0.7MPa
P2=0.5MPa

P2=0.1MPa

Check valve integrated, no by-pass circuit required
2419-*C 0.5

2415-*C 14

 zDial air regulator
P1=0.7MPa
P2=0.5MPa

With setting dial 2302-*C 3.0

2303-*C 10.0

2304-*C 30.0

 zRemote control dial air regulator
P1=0.7MPa
P2=0.5MPa

For remote control 2302-*C-R 3.0

2303-*C-R 10.0/30.0

2304-*C-R 30

 zPressure relief valve
Set pressure 0.7MPa  
Upward pressure 0.08MPa

Set pressure maintained

B6061-*C 0.15

*P1=Primary pressure  P2=Secondary pressure  P2=Differential pressure

*P1=Primary pressure  P2=Differential pressure

Model series name Application Model No.
Port size Max. flow rate

m3/min
(Reference)ø4 ø6 ø8 1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

Se
pa

ra
te

 ty
pe

 zLubricator econo-mist type
P1=0.5MPa

P=0.03MPa

Fine oil mist supplied
A3019-*C 0.1/0.4

3003E-*C 3.5/4.0

3004E-*C 15/20

 zLubricator auto-fill type Automatic supply type

3003E-*C-V 3.5/4.0
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[Other related products]
Model series name Application Model No.

Port size
Max. flow rate

ø4 ø6 ø8 ø10 ø12 1/16
1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

 zClean exhaust filter Provide direct exhaust within a clean room FAC10 10L/min(ANR)

FAC100 100L/min(ANR)

FAC200 200L/min(ANR)

FAC300 600L/min(ANR)

 z Inline filter Small size, lightweight and space-saving in-line type FSL100 10L/min(ANR)

FSL200 15/20L/min(ANR)

FSL500 25/50/60L/min(ANR)

 zExhaust cleaner For exhaust, improving the environment FA331-10A 0.3m3/min

FA431-15A 0.6m3/min

FA531-20A 1m3/min

FA631-25A 3m3/min

FA731-40A 6m3/min

FA831-50A 10m3/min

 zDrain discharger Snap drain DT3000-W/4000-W

Heavy duty drain DB1000/3000

Tank drain 5100-4C

 zMoisture indicator (P1=0.7MPa) Dew point monitor for dry type air dryer 6119-2C 0.05m3/min

 zAir pressure switch Within setting precision ±0.02MPa APE-8T

APE-8N

APE-8F

P4000-W

P*100-W

APS-W

 zShut-off valve Prevent residual pressure accidents in pneumatic lines
V1000-W

V3000-W

 zLockout valve (OSHA compliant) Prevent residual pressure accidents in pneumatic lines V3010-W

V6010-W

 zQuick exhaust valve 2/3 port valves added to lineup
2QV

3QV

 zSlow start valve To ensure safety at starting and stopping
V3301-W

V3321-W

 zPressure gauge Thin shape pressure gauge suitable for built-in G401 0 to 0.4MPa
0 to 1.0MPa

Pressure gauge with safety sign G40D/50D 0 to 1.0MPa
0 to 0.4MPa

Pressure gauge with limit mark G45D/G41D
0 to 0.2MPa
0 to 0.4MPa
0 to 1.0MPa

General purpose pressure gauge D49D/50D
0 to 0.2MPa
0 to 0.4MPa
0 to 1.0MPa
0 to 2.0MPa

Pressure gauge for panel mount G53D
0 to 0.2MPa
0 to 0.4MPa
0 to 1.0MPa

Pressure gauge with switch G52D 0 to 1.0MPa

Micro pressure gauge G29D 0 to 1.0MPa

Small round shape pressure gauge G39D 0 to 0.4MPa
0 to 1.0MPa

 zDifferential pressure gauge Air filter life measurement

GA400-8-P02

Auxiliary Components  CB-024S
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Model series name Application Model No.
Port size

Max. flow rate
ø4 ø6 ø8 ø10 ø12 1/16

1/8 1/4 3/8 1/2 3/4 1 11/4 11/2 2

 zClean exhaust filter Provide direct exhaust within a clean room FAC10 10L/min(ANR)

FAC100 100L/min(ANR)

FAC200 200L/min(ANR)

FAC300 600L/min(ANR)

 z Inline filter Small size, lightweight and space-saving in-line type FSL100 10L/min(ANR)

FSL200 15/20L/min(ANR)

FSL500 25/50/60L/min(ANR)

 zExhaust cleaner For exhaust, improving the environment FA331-10A 0.3m3/min

FA431-15A 0.6m3/min

FA531-20A 1m3/min

FA631-25A 3m3/min

FA731-40A 6m3/min

FA831-50A 10m3/min

 zDrain discharger Snap drain DT3000-W/4000-W

Heavy duty drain DB1000/3000

Tank drain 5100-4C

 zMoisture indicator (P1=0.7MPa) Dew point monitor for dry type air dryer 6119-2C 0.05m3/min

 zAir pressure switch Within setting precision ±0.02MPa APE-8T

APE-8N

APE-8F

P4000-W

P*100-W

APS-W

 zShut-off valve Prevent residual pressure accidents in pneumatic lines
V1000-W

V3000-W

 zLockout valve (OSHA compliant) Prevent residual pressure accidents in pneumatic lines V3010-W

V6010-W

 zQuick exhaust valve 2/3 port valves added to lineup
2QV

3QV

 zSlow start valve To ensure safety at starting and stopping
V3301-W

V3321-W

 zPressure gauge Thin shape pressure gauge suitable for built-in G401 0 to 0.4MPa
0 to 1.0MPa

Pressure gauge with safety sign G40D/50D 0 to 1.0MPa
0 to 0.4MPa

Pressure gauge with limit mark G45D/G41D
0 to 0.2MPa
0 to 0.4MPa
0 to 1.0MPa

General purpose pressure gauge D49D/50D
0 to 0.2MPa
0 to 0.4MPa
0 to 1.0MPa
0 to 2.0MPa

Pressure gauge for panel mount G53D
0 to 0.2MPa
0 to 0.4MPa
0 to 1.0MPa

Pressure gauge with switch G52D 0 to 1.0MPa

Micro pressure gauge G29D 0 to 1.0MPa

Small round shape pressure gauge G39D 0 to 0.4MPa
0 to 1.0MPa

 zDifferential pressure gauge Air filter life measurement

GA400-8-P02
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F.R.L unit

Air unit

CXU Series
 zPiping eliminated. Easy to install

 z Installation space reduced by eliminating piping and tube 
 z No threading section, no external leak

 zFlexible combinations
 z Vertical and horizontal piping can be changed flexibly. 
Solenoid valves can also be connected directly

 z Modular connection enables flexible exchange and expansion 
of pneumatic components

Air unit  CXU Series  CC-901A

Clean filter

Clean air unit

CAU30 Series
 zClean blow system in one unit
 zHigh rigidity aluminium body with transparent filter 
 zCompact and space-saving unit type without piping
 zCompletely oil-prohibited 
 zTwo-system type is available

Clean air unit  CAU30 Series  CC-872A

Regulator

Regulator for water

WR1/WR2 Series
 zUser-friendly and compact regulator for water 
 zKnob shape is designed to control pressure easily
 zPressure control knob can be locked with one push
 zMesh filter is equipped as standard

Auxiliary Components  CB-024SA
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Electro-pneumatic regulator

Electro pneumatic regulator
Pressure regulating component that controls input pressure 
proportional to output.

 zHigh precision and high response system. Depending on the 
application, air pressure can be continuously controlled. The best 
component for thrust and tension control.
 zFor automatization
Flexible continuous operation evolves into more advanced 
electronic control.
 zEVS2 Series
Size and weight reduction with energy-saving effect.
 zLow pressure electro-pneumatic regulator EVL series
Proportional control can be freely done from 0 kPa to 50 kPa 
with high precision.

Electro-pneumatic regulator

Thin electro pneumatic regulator

MEVT Series
Thin type electro pneumatic regulator manifold type for PC control 
and reduced wiring. Best for various thrust controls and fine 
speed cylinder control, etc., in semiconductor or precision fields

 zThin: 14mm, lightweight: 80g
 zSupports networking
 zDisplays the operation status with two colors
 zEasy piping and wiring
 zTwo installation directions
 zHigh precision and quick response
 zEco-friendly product

Auxiliary Components  CB-024SA

Electro-pneumatic regulator

Digital electro-pneumatic regulator

EVD Series
 zOutstanding user-friendliness and installation performance

 z Mounted digital display shows control status at a glance
 z Parallel input type is equipped as standard
 z Small-sized design
 z Two connection directions enabled with D-sub connector 
method

 z Module connection possible
 zBuilt-in microcomputer allows advanced functionality

 z Error display function  zZero/span adjustment function 
 z Direct memory function  zSwitch output function

 zHighly accurate and quick response pressure control
 zEco-friendly design

 z No lead, no polyvinyl chloride  zMaterial display
 z Energy-saving with auto power off function

Auxiliary Components  CB-024SA

Electro-pneumatic regulator

High precision electro-pneumatic regulator

EVR Series
 zHigh precision pressure precision

 z Hysteresis: 0.3%F.S., linearity: ±0.5%F.S., resolution: 0.1%F.S., 
repeatability: 0.2%F.S.

 zImproved temperature stability and durability
 z Zero point fluctuation: 0.06%F.S., span fluctuation: 0.06%F.S., 
durability: three times up (compared with existing models)

 zNew features are equipped
 z Input signal 0 shut-off on 0%F.S. Pressure control pattern is selectable.

 zEasy operation
 z "Zero point adjustment", "Span point adjustment", "Pressure 
control pattern" are operatable with two buttons.

 zCompatibility and installability
 z Installation is compatible with the existing model (EV2500).
 z Two types of connectors are available (straight type, L-type, 
1 m and 3 m length for each type are available.)

Electro-pneumatic regulator  EVR Series  CC-1174A

Auxiliary Components  CB-024SA
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Model Series Model No.

Direction of piping Components Nozzle diameter ø (1/10mm)
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VSY Series   Single-unit with vacuum breaker

VSY z Integrated ejector and vacuum release.
 zCompact, lightweight design enables use at end of vacuum piping.

VSH Series   Single unit solenoid valve direct mount type

VSH zCan mount solenoid valves directly to supply ports M5 to R1/4. 
 zWide variety of nozzle diameters from ø0.5 to ø2.0

VSU Series   Single unit tube type

VSU
 zAble to mount on piping with vacuum and support ports arranged in a straight line. 
 zA dedicated fixed bracket is available.

VSB Series   Single unit square type 

VSB zBody can be mounted and fixed with built-in square silencer 
 zOptional mechanical vacuum switch available.

VSC Series   Single unit pad direct mount type 

VSC zAble to mount pad directly to vacuum ports M5 to R3/8. 
 zWide variety of nozzle diameters from ø0.5 to ø2.0
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VSG Series   20mm width single unit type unit

VSG zSingle unit type with basic functions emphasized.
 zUnitized valves, vacuum switches and vacuum filters can be selected depending on 
the application.

VSK/VSKM Series   16mm width universal type unit
VSK

 zEach unit is modular, so it is possible to select the best one for each case
 zOptions include check valve integrated and air timer disruption types.

VSKM

VSJ/VSJM Series   20mm width universal type unit 
VSJ

 zCan control flow of break air and pressure. 
 zVacuum release circuit relief shortens vacuum releasing time.

VSJM

VSN/VSNM Series   10.3mm width small type unit 
VSN

 zCompact, light vacuum unit. 
 zFast and stable response. 

VSNM

VSX/VSXM Series   10.5mm width universal type unit 
VSX

 zCompact, slim vacuum unit. 
 zEither direct fixing or DIN rail installation is possible. 

VSXM

VSQ Series   31.5mm width single unit type unit

VSQ zLarge vacuum units for high flow control. 
 zThree standard nozzles are available: single, 2-step, and twin.

VSZM Series   11mm pitch manifold dedicated unit 

VSZM zWire-saving vacuum unit for manifold. 
 zEnergy saving by reducing valve power consumption to 0.55W. 
 zA wide range of applications are supported by ample vacuum switch variations.

[Vacuum system equipment SELVACS]
 zEjector system type

Vacuum system equipment SELVACS  CC-796
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Model Series Model No.

Direction of piping Components Nozzle diameter ø (1/10mm)
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VSY Series   Single-unit with vacuum breaker

VSY z Integrated ejector and vacuum release.
 zCompact, lightweight design enables use at end of vacuum piping.

VSH Series   Single unit solenoid valve direct mount type

VSH zCan mount solenoid valves directly to supply ports M5 to R1/4. 
 zWide variety of nozzle diameters from ø0.5 to ø2.0

VSU Series   Single unit tube type

VSU
 zAble to mount on piping with vacuum and support ports arranged in a straight line. 
 zA dedicated fixed bracket is available.

VSB Series   Single unit square type 

VSB zBody can be mounted and fixed with built-in square silencer 
 zOptional mechanical vacuum switch available.

VSC Series   Single unit pad direct mount type 

VSC zAble to mount pad directly to vacuum ports M5 to R3/8. 
 zWide variety of nozzle diameters from ø0.5 to ø2.0
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VSG Series   20mm width single unit type unit

VSG zSingle unit type with basic functions emphasized.
 zUnitized valves, vacuum switches and vacuum filters can be selected depending on 
the application.

VSK/VSKM Series   16mm width universal type unit
VSK

 zEach unit is modular, so it is possible to select the best one for each case
 zOptions include check valve integrated and air timer disruption types.

VSKM

VSJ/VSJM Series   20mm width universal type unit 
VSJ

 zCan control flow of break air and pressure. 
 zVacuum release circuit relief shortens vacuum releasing time.

VSJM

VSN/VSNM Series   10.3mm width small type unit 
VSN

 zCompact, light vacuum unit. 
 zFast and stable response. 

VSNM

VSX/VSXM Series   10.5mm width universal type unit 
VSX

 zCompact, slim vacuum unit. 
 zEither direct fixing or DIN rail installation is possible. 

VSXM

VSQ Series   31.5mm width single unit type unit

VSQ zLarge vacuum units for high flow control. 
 zThree standard nozzles are available: single, 2-step, and twin.

VSZM Series   11mm pitch manifold dedicated unit 

VSZM zWire-saving vacuum unit for manifold. 
 zEnergy saving by reducing valve power consumption to 0.55W. 
 zA wide range of applications are supported by ample vacuum switch variations.

: Standard   : Option
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Model Series Model No.

Direction of piping Components Nozzle diameter ø (1/10mm)

S
in

gl
e 

un
it 

co
m

po
ne

nt Manifold

Va
cu

um
 

va
lv

e

B
re

ak
 v

al
ve

Va
cu

um
 

sw
itc

h

Va
cu

um
 fi

lte
r

S
ile

nc
er

C
he

ck
 v

al
ve

05 07 10 12 15 20

In
di

vi
du

al
 

w
iri

ng
R

ed
uc

ed
 

w
iri

ng

Va
cu

um
 p

um
p 

sy
st

em
 ty

pe

Va
cu

um
 c

ha
ng

e 
un

it

VSJP/VSJPM Series   20mm width universal type unit
VSJP

Vacuum valve effective cross-sectional area
3.5mm2(ø4), 5mm2(ø6)

 zCan control flow of break air and pressure.
 zVacuum release circuit relief shortens vacuum releasing time.
 zVacuum solenoid valves includes self holding type as standard.

VSJPM

VSNP/VSNPM Series   10.3mm width small type unit
VSNP

Vacuum valve effective cross-sectional area
0.4mm2

 zCompact, light vacuum unit. 
 zFast and stable response.

VSNPM

VSXP/VSXPM Series   10.5mm width universal type unit
VSXP Vacuum valve effective cross-sectional area

2-way valve specification: 3.5mm2(ø4), 
      4.5mm2(ø6) 

3-way valve specification: 3.0mm2(ø4), 
      3.6mm2(ø6) 

 zCompact thin type vacuum unit. 
 zEither direct fixing or DIN rail installation is possible. 
 z3-port valve (option) enables high cycles.

VSXPM

VSQP Series   31.5mm width discrete type unit

VSQP Vacuum valve effective cross-sectional area
16.5mm2

 zLarge vacuum units for high flow control. 
 zNormal open and normal close are standardized for vacuum solenoid valves.

VSZPM Series   11mm pitch manifold dedicated unit 

VSZPM Vacuum valve effective cross-sectional area
4.5mm2

 zWire-saving vacuum unit for manifold. 
 zEnergy saving by reducing valve power consumption to 0.55W.
 zA wide range of applications are supported by ample vacuum switch variations.

[Vacuum system equipment SELVACS]
 zVacuum pump system type

Vacuum system equipment SELVACS  CC-796
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Model Series Model No.

Direction of piping Components Nozzle diameter ø (1/10mm)
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VSJP/VSJPM Series   20mm width universal type unit
VSJP

Vacuum valve effective cross-sectional area
3.5mm2(ø4), 5mm2(ø6)

 zCan control flow of break air and pressure.
 zVacuum release circuit relief shortens vacuum releasing time.
 zVacuum solenoid valves includes self holding type as standard.

VSJPM

VSNP/VSNPM Series   10.3mm width small type unit
VSNP

Vacuum valve effective cross-sectional area
0.4mm2

 zCompact, light vacuum unit. 
 zFast and stable response.

VSNPM

VSXP/VSXPM Series   10.5mm width universal type unit
VSXP Vacuum valve effective cross-sectional area

2-way valve specification: 3.5mm2(ø4), 
      4.5mm2(ø6) 

3-way valve specification: 3.0mm2(ø4), 
      3.6mm2(ø6) 

 zCompact thin type vacuum unit. 
 zEither direct fixing or DIN rail installation is possible. 
 z3-port valve (option) enables high cycles.

VSXPM

VSQP Series   31.5mm width discrete type unit

VSQP Vacuum valve effective cross-sectional area
16.5mm2

 zLarge vacuum units for high flow control. 
 zNormal open and normal close are standardized for vacuum solenoid valves.

VSZPM Series   11mm pitch manifold dedicated unit 

VSZPM Vacuum valve effective cross-sectional area
4.5mm2

 zWire-saving vacuum unit for manifold. 
 zEnergy saving by reducing valve power consumption to 0.55W.
 zA wide range of applications are supported by ample vacuum switch variations.

: Standard   : Option
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Pad shape Holder shape Pad size Pad material Free holder 
(swinging)

Fall prevention 
valveWith buffer Vacuum outlet

Compact suction pad (VSP-M*-various pad shapes) [Small] 
none

(Fixed type)

Top/joint  zStandard small type (ø0.7, ø1, ø1.5, ø2, ø3, ø4) is 
added to conventional pad type series 

 zMaterial for small type
Nitrile rubber, Silicone rubber, Urethane rubber, Fluoro rubber, Antistatic silicone 
rubber, Antistatic butadiene rubber, NBR compliant with food sanitation law

 zSpace conserved by downsizing existing holder Side/joint
Direct mount type

Standard type (General type): VSP-*R
none

(Fixed type)

Top/joint
ø1, ø2, ø3, ø4, ø6, 
ø8, ø10, ø15, ø20, ø25, 
ø30, ø40, ø50, ø60, ø80, 
ø100, ø150, ø200

Nitrile rubber, Silicone rubber,  
Urethane rubber, Fluoro rubber,  
Antistatic silicone rubber,  
Antistatic butadiene rubber,  
NBR compliant with food sanitation law

 z Ideal for thick, flat workpieces Side/joint
Direct mount type

none
(With stopper)

Top/joint
Side/joint

Direct mount type
Standard type (Deep type): VSP-*A

none
(Fixed type)

Top/joint

ø15, ø20, ø25, ø30, ø40, 
ø50, ø60, ø80, ø100

Nitrile rubber, Silicone rubber,  
Urethane rubber, Fluoro rubber,  
Antistatic silicone rubber,  
Antistatic butadiene rubber,  
NBR compliant with food sanitation law

 z Ideal for picking up round balls, etc. Side/joint
Direct mount type

none
(With stopper)

Top/joint
Side/joint

Direct mount type
Sponge type: VSP-*S none

(Fixed type)
Top/joint

ø10, ø15, ø20, 
ø25, ø30, ø35, 
ø50, ø70, ø100

Chloroprene rubber
 z Ideal for workpieces with uneven surfaces, such as exterior walls Side/joint

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Bellows type: VSP-*B none

(Fixed type)
Top/joint

ø10, ø20, ø30, 
ø40, ø50, ø80

Nitrile rubber, 
Silicone rubber, 
Antistatic silicone rubber

 z Ideal for soft workpieces, such as paper or vinyl-packed products Side/joint

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Multi-stage bellows type: VSP-*W none

(Fixed type)
Top/joint

ø10, ø20, ø30, 
ø40, ø50

Nitrile rubber, 
Silicone rubber, 
NBR compliant with food sanitation law

 z Ideal for transferring inclined workpieces or vinyl-packed products Side/joint

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Oval type: VSP-*E none

(Fixed type)
Top/joint

4×10, 4×20, 4×30, 
5×10, 5×20, 5×30, 
6×10, 6×20, 6×30, 
8×20, 8×30

Nitrile rubber, 
Silicone rubber, 
Antistatic butadiene rubber

 z Ideal for workpieces with limited suction space, such as IC circuit 
boards

Side/joint

none
(Screw type)

Top/joint
Side/joint

Direct mount type
Provided

(With stopper)
Top/joint
Side/joint

Soft type: VSP-*L
none

(Fixed type)

Top/joint

ø4, ø6, ø8, 
ø10, ø15, ø20, 
ø30, ø40

Nitrile rubber, Silicone rubber, 
Fluoro silicone rubber, 
Antistatic silicone rubber

 z Ideal for unloading molded parts, and transferring delicate 
workpieces

Side/joint
Side/joint (Direct mount type)

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Provided

(without stopper)
Top/joint
Side/joint

Soft bellows type: VSP-*LB
none

(Fixed type)

Top/joint

ø6, ø8, ø10, 
ø15, ø20

Nitrile rubber, 
Silicone rubber

 z Ideal for unloading molded parts, and picking up paper, etc. Side/joint
Side/joint (Direct mount type)

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Provided

(without stopper)
Top/joint
Side/joint

Nonskid type: VSP-*K* none
(Fixed type)

Top/joint

ø10, ø20, ø30, 
ø40, ø50 Oil resistant NBR

 z Ideal for workpieces covered with oil, such as pressed parts Side/joint

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Thin type: VSP-*P

none
(Fixed type)

Top/joint

ø8, ø10, ø15, 
ø20

Nitrile rubber, 
Fluoro silicone rubber

 z Ideal for transferring thin workpieces
Suitable for transfer of workpieces

Side/joint
Direct mount type

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Long stroke (VSP various pads shapes)

 zCompatible pad shape
Standard type…General Bellows type, Oval type
Standard type…Deep type Nonskid type, Sponge type

 zCompatible stroke
10mm, 15mm, 
20mm, 30mm, 
40mm, 50mm

 z Ideal when distance from pad to workpiece is not specific

[Vacuum system equipment SELVACS]
 zSuction pad

Vacuum system equipment SELVACS  CC-796
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Pad shape Holder shape Pad size Pad material Free holder 
(swinging)

Fall prevention 
valveWith buffer Vacuum outlet

Compact suction pad (VSP-M*-various pad shapes) [Small] 
none

(Fixed type)

Top/joint  zStandard small type (ø0.7, ø1, ø1.5, ø2, ø3, ø4) is 
added to conventional pad type series 

 zMaterial for small type
Nitrile rubber, Silicone rubber, Urethane rubber, Fluoro rubber, Antistatic silicone 
rubber, Antistatic butadiene rubber, NBR compliant with food sanitation law

 zSpace conserved by downsizing existing holder Side/joint
Direct mount type

Standard type (General type): VSP-*R
none

(Fixed type)

Top/joint
ø1, ø2, ø3, ø4, ø6, 
ø8, ø10, ø15, ø20, ø25, 
ø30, ø40, ø50, ø60, ø80, 
ø100, ø150, ø200

Nitrile rubber, Silicone rubber,  
Urethane rubber, Fluoro rubber,  
Antistatic silicone rubber,  
Antistatic butadiene rubber,  
NBR compliant with food sanitation law

 z Ideal for thick, flat workpieces Side/joint
Direct mount type

none
(With stopper)

Top/joint
Side/joint

Direct mount type
Standard type (Deep type): VSP-*A

none
(Fixed type)

Top/joint

ø15, ø20, ø25, ø30, ø40, 
ø50, ø60, ø80, ø100

Nitrile rubber, Silicone rubber,  
Urethane rubber, Fluoro rubber,  
Antistatic silicone rubber,  
Antistatic butadiene rubber,  
NBR compliant with food sanitation law

 z Ideal for picking up round balls, etc. Side/joint
Direct mount type

none
(With stopper)

Top/joint
Side/joint

Direct mount type
Sponge type: VSP-*S none

(Fixed type)
Top/joint

ø10, ø15, ø20, 
ø25, ø30, ø35, 
ø50, ø70, ø100

Chloroprene rubber
 z Ideal for workpieces with uneven surfaces, such as exterior walls Side/joint

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Bellows type: VSP-*B none

(Fixed type)
Top/joint

ø10, ø20, ø30, 
ø40, ø50, ø80

Nitrile rubber, 
Silicone rubber, 
Antistatic silicone rubber

 z Ideal for soft workpieces, such as paper or vinyl-packed products Side/joint

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Multi-stage bellows type: VSP-*W none

(Fixed type)
Top/joint

ø10, ø20, ø30, 
ø40, ø50

Nitrile rubber, 
Silicone rubber, 
NBR compliant with food sanitation law

 z Ideal for transferring inclined workpieces or vinyl-packed products Side/joint

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Oval type: VSP-*E none

(Fixed type)
Top/joint

4×10, 4×20, 4×30, 
5×10, 5×20, 5×30, 
6×10, 6×20, 6×30, 
8×20, 8×30

Nitrile rubber, 
Silicone rubber, 
Antistatic butadiene rubber

 z Ideal for workpieces with limited suction space, such as IC circuit 
boards

Side/joint

none
(Screw type)

Top/joint
Side/joint

Direct mount type
Provided

(With stopper)
Top/joint
Side/joint

Soft type: VSP-*L
none

(Fixed type)

Top/joint

ø4, ø6, ø8, 
ø10, ø15, ø20, 
ø30, ø40

Nitrile rubber, Silicone rubber, 
Fluoro silicone rubber, 
Antistatic silicone rubber

 z Ideal for unloading molded parts, and transferring delicate 
workpieces

Side/joint
Side/joint (Direct mount type)

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Provided

(without stopper)
Top/joint
Side/joint

Soft bellows type: VSP-*LB
none

(Fixed type)

Top/joint

ø6, ø8, ø10, 
ø15, ø20

Nitrile rubber, 
Silicone rubber

 z Ideal for unloading molded parts, and picking up paper, etc. Side/joint
Side/joint (Direct mount type)

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Provided

(without stopper)
Top/joint
Side/joint

Nonskid type: VSP-*K* none
(Fixed type)

Top/joint

ø10, ø20, ø30, 
ø40, ø50 Oil resistant NBR

 z Ideal for workpieces covered with oil, such as pressed parts Side/joint

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Thin type: VSP-*P

none
(Fixed type)

Top/joint

ø8, ø10, ø15, 
ø20

Nitrile rubber, 
Fluoro silicone rubber

 z Ideal for transferring thin workpieces
Suitable for transfer of workpieces

Side/joint
Direct mount type

Provided
(With stopper)

Top/joint
Side/joint

Direct mount type
Long stroke (VSP various pads shapes)

 zCompatible pad shape
Standard type…General Bellows type, Oval type
Standard type…Deep type Nonskid type, Sponge type

 zCompatible stroke
10mm, 15mm, 
20mm, 30mm, 
40mm, 50mm

 z Ideal when distance from pad to workpiece is not specific

: Option
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Series Model No.
Port size

RemarksVacuum 
generator side

Workpiece 
side

VSECV Series
VSECV-M3 M3

 zSeparate circuit workpiece maintains 
vacuum even if workpiece deviates.
 zThis is applicable for SELVACS 
suction pad series.

VSECV-M4 M4

VSECV-M5 M5

VSECV-M6 M6

VSECV-6A R(c)1/8

[Vacuum system equipment SELVACS]
 zFall prevention valve

Series Model No.
Port size

Remarks
ø6 ø8

VSRVV Series 
VSRVV-*A* Elbow 

(Output: male thread) zTerminal pressure can be controlled 
in addition to source pressure.
 zEither a vacuum pressure switch 
with a digital indicator or a vacuum 
pressure gauge can be selected.

VSRVV-*B* Elbow 
(Supply: male thread)

VSRVV-*U* Union type

 zSmall vacuum regulator

Series Model No.
Port size

RemarksVacuum 
generator side

Workpiece 
side

VSLF Series 
VSLF-44 ø4 ø4

 zControl vacuum break air while 
maintaining vacuum characteristics 
of vacuum ejector. 
 zVacuum release circuit relief 
shortens vacuum releasing time.

VSLF-66 ø6 ø6

VSLF-46A ø4 R1/8

VSLF-66A ø6 R1/8

 zVacuum break unit

Vacuum system equipment SELVACS  CC-796
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Series Model No.
Port size

Remarks
M5 ø4 ø6 ø8 ø10 ø12

VSFB Series   Large capacity union type VSFB-66 Filtration area: 
20cm2

 zDust and water drops are eliminated 
with the cyclone effect and element. 
 zThe entire dust case is removed with 
a single touch, preventing dust from 
scattering.

VSFB-88 Filtration area: 
20cm2

VSFB-1010 Filtration area: 
20cm2

VSFB-1212 Filtration area: 
20cm2

VSFU Series   Small union type VSFU-1S Filtration area: 
2.8cm2

 zTools are not required to replace or 
clean the element.
 z In-line types are easily installed in 
piping.

VSFU-1L Filtration area: 
4.7cm2

VSFU-2 Filtration area: 
7.5cm2

VSFU-3 Filtration area: 
12.5cm2

VSFJ Series   Small socket type VSFJ-44 Filtration area: 
0.8cm2

 zBest for single unit ejectors with no 
integrated vacuum filter. VSFJ-66 Filtration area: 

1.1cm2

 zVacuum filter

Series Model No.
Port size

Remarks
ø4 ø6 ø8 ø10

FSL Series FSL100 Filtration area: 
4.7cm2

 zSmall size, light weight and space-
saving in-line type. 
 zUsable with positive or negative 
pressure. 
 zEasy maintenance.

FSL200 Filtration area: 
7.5cm2

FSL500 Filtration area: 
12.7cm2

 zInline filter

Series Model No.
Port size

Remarks
M5 ø4 ø6 ø8 Direct

VSUS Series VSUS-NW NPN: 2-point output
 z2-point output and analog output are 
available. 
 zThree types are available for piping 
connection: Push-in fitting, M5 
female thread and direct mount.

VSUS-NA NPN: Analog output

VSUS-PW PNP: 2-point output

VSUS-PA PNP: Analog output

 zVacuum pressure switch

Series Model No.
Pad diameter Rubber 

material Holder shape
ø2 ø4 ø6 ø8

VST Series VAT-A*N Nitrile 
rubber Type without valve

 zPen shape body incorporates a 
suction pad and an ejector. 
 zBest for small parts assembly, etc.
 zPackage type is also available.

VAT-A*S Silicone 
rubber Type without valve

VAT-B*N Nitrile 
rubber

Valve integrated 
type

VAT-B*S Silicone 
rubber

Valve integrated 
type

 zAir tweezers

: Standard   : Option
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Components for vacuum

Precise suction plate

PVP Series
Vacuum suction plate with multi-porous fluorine resin on the 
workpiece contact surface
Since the suction surface is processed with high precision, 
workpiece can be maintained with high suction and high precision.

 zPrecision (high accuracy) 
Suction surface flatness: 2μm, parallelism: 5μm
 zSoft  Suction surface hardness is Shore D60
 zSure  40% porosity causes strong suction.
 zLight
Visible porous material specific gravity 1.3 and base (AI) specific gravity 2.7

Auxiliary Components  CB-024SA

Components for vacuum

Vacuum regulator

VRA2000 Series
 z50×90 compact size
 z180L/min large flow rate 
 zHigh repeat pressure accuracy ±4kPa

Auxiliary Components  CB-024SA

Components for vacuum

Vacuum filter

VFA1000, VFA3000, VFA4000 Series
 zPressure loss of filter does not increase for long periods of use
 zMore than 80% moisture removal by centrifugal separation effect 
of louvers
 zRepeatedly usable by simple flushing after dust attachment

Auxiliary Components  CB-024SA

Components for vacuum

Glass float module

GFM Series
 zNew porous material for stable floating 
 zNew antistatic material prevents static electricity 
 zClass 10

Glass float module  GFM Series  CC-883A
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Sensors

Electronic pressure switch
High precision air pressure and vacuum pressure detection 
enables digital measurement display.

 zPPX Series 
New user-friendly, high-function digital pressure sensor with dual display 
to simultaneously check [current value] and [set value] of pressure, 
3-color display, copy function of setting details, and 3-mode setting, etc.
 zPPG Series
IP65-compliant protective structure
Equipped with the pressure unit switching feature
 zPPE Series 
Small-sized pressure SW. Piping connection can be chosen.
 zPSW Series
Semiconductor pressure sensor provides reliability and long 
durability

Auxiliary Components  CB-024SA

Sensors

Close contact confirmation switch

HPS Series
 zPrecision linear needle enables highly accurate variable-
adjustment
 zLow pressure use can reduce air consumption. 
 zLock mechanism with dial scale enables easy adjustment with 
no problem of deviation.

Auxiliary Components  CB-024SA

Sensors

Contact confirmation switch (Gap switch)

GPS2 Series
 zAir bridge circuit prevents the effect of working pressure
 zEasy adjustment is enabled with the scale of adjustment type dial
 zNon-contact measurement will not damage products

Auxiliary Components  CB-024SA

Sensors

Cutting tool broken detecting switch

TLPS Series
 zNon contact detection enables detections during rotation, 
reducing the takt time compared to conventional methods.
 zAir nozzle-based self cleaning enables use even in environments 
where coolant or swarf scatter. 
 zø0.3 small diameter drill
1mm chip on the drill cutting edge can be detected.

Auxiliary Components  CB-024SA

kPa

Sensor device

Digital gap switch

GPS3 Series
 zHighly accurate 2-point output (at 2 points within the detection 
distance range, threshold can be set)
 zA wide range, from the material surface to the precision work 
surface, is detected (detection distance range: 0.03 to 0.4 mm)
 zExcellent maintainability (Direct blow possible. Structure can be 
disassembled when the orifice is clogged. In addition, there is a 
function which indicates the clogged point by flashing a lamp.)
 zManifold type and standard type are also supported

Digital gap switch GPS3 Series CC-1291A
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Sensors

PEL systems

Switching element, detection nozzle,  
PL switch, and SEPEL switch

 zSmall-sized. Space-saving, high precision and high response
 zNon-contact detection enables detection of almost any object 
without damaging it
 zA wide range of applications, such as presence, position or 
dimension confirmation

Auxiliary Components  CB-024SA

Sensors

Small flow rate sensor (RAPIFLOW)

FSM2 Series
 zHigh precision, fast response, large flow rate and compact 
 zWide variety of functions for increased options and operability
· Needle valve integrated type  · Separate indicator   
· Clean specifications (P70, P80)  · Panel mount is possible 
· Dual display/2-color display function  · Bar display function

Small flow rate sensor RAPIFLOW  FSM2 Series  CC-886A

Sensors

Small flow rate controller (RAPIFLOW)

FCM Series
 zSmall size, high speed and high precision 
 zCompatible with different fluids 
 z0.5s high-speed control 
 zMounted digital display shows control status at a glance
 zMicrocomputer enables multiple models

Auxiliary Components  CB-024SA

Sensors

Miniature flow rate switch (RAPIFLOW)

FSM-X Series
 zMiniature, lightweight
Separated sensor head saves extra space. Weighs 4g, and 
achieves an extremely thin width of 8mm 
 zBi-directional fluid measurement
Along with bi-directional fluid measurement, uni-direction measurement is 
also possible. Both measurement types allow suction/release confirmation
 zWide flow rate range
Bi-direction flow; ±0.5, ±1, ±5, ±10ℓ/min
Uni-direction flow; 0.5, 1, 5, 10ℓ/min  

A total of eight types are available.
Miniature shape but usable up to a large flow rate (10ℓ/min)

Miniature flow rate switch RAPIFLOW  FSM-X Series  CC-1000A
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Sensors

Flow sensor for compressed air (FLULEX flow sensor)

PF(F) Series   PFU Series (Integrated display type)
 zFour new features added to the conventional PF series!
  Low pressure loss 0.005MPa 
  Prevents drain waterdrops from entering the piping
  Integrated display increases manageability
  Unit type with filter and regulator is added to the series
 zUnitization enables three reductions!
  Reduction of assembling man-hours 
  Reduction of piping space    Reduction of ordering man-hours

Sensor device

Multi-monitor

Flow sensor for water

Capacitance type electromagnetic flow sensor

WFC Series
 zThanks to its thorough construction, water of any quality can be 
used.
 zElectrostatic capacity type will have no detection failure due to 
deposition on the electrodes.
 zRepeatability is guaranteed even if an elbow is used in the piping.
 zNo stabilizing power supply is needed and no ferrite core is 
required for noise reduction.
 zZero point adjustment can be done through external input.
 zDisplay can be inverted 180 degrees.
 zEquipped with reverse flow detection feature.

Electrostatic capacity electromagnetic flow rate sensor WFC Series  CC-1230A

Flow sensor for water

Karman vortex type FLULEX flow sensor

WFK Series
 zKarman vortex detection method enables use even in 
environments with poor water quality
 zLarge effective cross-sectional area achieves low pressure loss.
 zHelps save energy in a water supply pump.
 zUnique vortex frequency processing technology achieves a fast response of 1.0 second 
 zDisplay of instantaneous flow and integrating flow rates is switched by one touch
 z5-digit digital display (WFK5027/6027)  is equipped to enable 
one-day integrating flow rate to be viewed at a glance
 zIn addition to alarm output, an analog output useful for record 
control is equipped as standard

Auxiliary Components  CB-024SA

PFD/PFK Series (Separate display type)
 zWide variety of outputs 
 zCorrections not required, readable directly with a digital gauge 
 zExcellent general accuracy ±4% F.S.

Auxiliary Components  CB-024SA

MD Series
 zSupports flow rate/pressure regardless of the sensor
 zAnalog output can be proportional to the displayed value
 zVisually effective 3-color display
 zLock function prevents operation mistakes
 zEnergy saving mode function for power saving
 zScaling function enables displaying sensor input converted to a 
desired value

Multi-monitor MD Series CC-1290
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Fundamental 
motion

Roller gear cam
Parallel cam

Table
drive

Conveyor
drive

Hollow 
shaft

Wide 
angle

High 
speed

Multi-
index Flat

Straight shaft Flange shaft

Index

RGIS
025, 032

RGIS
025, 032

RGIS
040 to 250

RGIS
040 to 250

RGIL
063 to 250

RGIT
063 to 250

RGIM
063 to 100

RGID
200 to 250

RGIB
250

PCIS
040 to 
250

Oscillator
RGOS
025, 032

RGOS
025, 032

RGOS
040 to 250

RGOS
040 to 250

RGOL
063 to 250

PCOS
040 to 
250

Reducer

RGCS
040 to 250

RGCS
040 to 250

RGCT
063 to 250

RGCM
063 to 100

RGCD
200 to 250

Circling type 
P&P

Oscillating  P&P Index  P&P

PPIX/PPOX
063 to 180

PPIH/PPOH
040 to 080

PPIM
063 to 110

Linear type 
P&P

PPLX(A)
040 to 080

PPLX(B)
040 to 080

Peripheral  
devices

TSF Series (TSF2 to 18) Worm reducer (HO32 to 135)

Mechanical Index System Table

Index units (Indexman)  CB-19
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Model Index number Total index 
angle (°)

Index  
accuracy (s)

Rotation 
speed (rpm) Torque saver Weight (kg)

RGIL 063

2 to 8 45 to 240

±60

0 to 400

TSF4.5 17
RGIL 080

±30

    5 27
RGIL 110     6 60
RGIL 140     8 100
RGIL 180   11 300
RGIL 250   14 520

Mechanical index unit

Roller gear cam unit
 zOrthogonal shafts type intermittent indexing device composed of a compact, high speed, high 
power, precise roller gear cam and turret.

 �Small type
 zThe smallest model for device downsizing and automatization. The index small type with a roller 
gear mechanism is suitable as a drive source for index positioning of small precision parts.

Model Index number Total index 
angle (°)

Index  
accuracy (s)

Rotation 
speed (rpm) Torque saver Weight (kg)

RGIS 025 2 to 40
(2 to 48)

60 to 330
(45 to 330)

±90
0 to 400

TSF2 1.0
RGIS 032 ±60 3.4 1.4

RGIS032 in brackets

 �Standard type
 zRoller gear cam and cam follower based on a balanced design.

Model Index number Total index 
angle (°)

Index  
accuracy (s)

Rotation 
speed (rpm) Torque saver Weight (kg)

RGIS 040

2 to 48 90 to 330

±60

0 to 600

TSF4.5 5
RGIS 050

±30

       5.6 11
RGIS 063     6 18
RGIS 080     8 32
RGIS 110   11 62
RGIS 140   14 115
RGIS 180   18 230
RGIS 250  – 650

Movement of roller gear cam

 �Wide angle type
 zA wide angle index is obtained with a small index angle, increasing stop time in continuous 
operations.

 �Table type
 zFeatures a hollow fixed shaft useful for piping and wiring.

Model Index number Total index 
angle (°)

Index  
accuracy (s)

Rotation 
speed (rpm)

Hollow 
diameter (mm) Weight (kg)

RGIT 063

3 to 48 90 to 330

±30

0 to 600

ø15.2 17
RGIT 080 ø26.7 29
RGIT 110

±20

ø40.0 57
RGIT 140 ø52.6 150
RGIT 180 ø65.0 300
RGIT 250 0 to 400 ø95.0 650

Cam followers are arranged radially at 
the output shaft turret with preload 
constantly applied by the tapered ribs 
of the cam, minimizing backlash.

Roller gear cam

Cam follower

Turret

�At stop �Start of movement �Moving
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Mechanical index unit

Roller gear cam unit
 �Small multi-index type
 zThin type housing enables reduction of table installation surface, work position, and component height.
About 80% the height of the RGIS series. 4 to 24 indexes are possible for one dwell.

Model Index number Total index 
angle (°)

Index 
accuracy (s)

Rotation 
speed (rpm)

Overall 
height (mm) Weight (kg)

RGIM 063
4 to 96 90 to 330 ±30 0 to 600

  95   9
RGIM 080 148 25
RGIM 100 170 40

 �Flat type
 zThe output shaft section has a large diameter hollow fixed shaft and its thin type ring-shaped 
structure is ideal for excellent, high efficiency, multi-process machines.

Model Index number Total index 
angle (°)

Index 
accuracy (s)

Rotation 
speed (rpm)

Hollow hole 
diameter (mm) Weight (kg)

RGID 200
8 to 80 90 to 330 ±30 0 to 250

ø160 70
RGID 250 ø200 130

Use cases

 �Basic type
 zGeared motor integrated type with a hollow fixed shaft

Model Index number Total index 
angle (°)

Index 
accuracy (s)

Rotation 
speed (rpm)

Hollow hole 
diameter (mm) Weight (kg)

RGIB 250 2 to 32 120 to 330 ±20 0 to 200   ø80 335

Mechanical index unit

Parallel cam unit
 zIndex devices with a parallel cam mechanism where input and output shafts are parallel to conveyor 
feeding suitable for small index numbers (1, 2, 3, 4).

Model Index number Total index 
angle (°)

Index  
accuracy (s)

Rotation 
speed (rpm) Torque saver Weight (kg)

PCIS 040

1 to 4
(6.8) 90 to 330

±90

0 to 500

TSF4 3
PCIS 050

±60

      5 6
PCIS 063          5.6 11
PCIS 080       6 19
PCIS 100       8 32
PCIS 125     11 62
PCIS 160     14 130
PCIS 200     18 240
PCIS 250 (18) 400

2 dwell cam in parentheses

Timing diagram Use cases

Example of 
table drive

Example of 
conveyor drive

Example of gear 
reducer drive

Example of 
roll drive

Cam

Input shaftOutput shaft

1800
0

1 dwell cam
ψ

360°

180

×2

0

2 dwell cam

0

ψ

ψ

360°

θh

θhθh

O
ut

pu
t s

ha
ft 

ro
ta

tio
n 

an
gl

e
O

ut
pu

t s
ha

ft 
ro

ta
tio

n 
an

gl
e

● Rail
● Workpiece

● Jig

● Parallel cam unit

Conveyor
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Mechanical index unit

Oscillator unit

 zHigh precision oscillating devices with a roller gear cam/parallel cam mechanism. A constant velocity 
revolution is given to the input shaft causing the output shaft to move in a cycle of circling-stop-
reversion-stop.

 �Small type RGOS
 �Standard type RGOS

 �Wide angle type RGOL
 �Parallel type PCOS

Movement and Timing Diagram

Use cases

Mechanical index unit

Reducer Series

 zRolling contact reducer. Reducer with a roller gear cam mechanism applies preload by using a cam 
follower, increasing the speed reduction efficiency. High precision speed-reduced positioning is 
realized with little backlash.

 �Standard type RGCS
 �Table type RGCT

 �Small multi-index type RGCM
 �Flat type RGCD

Movement and Timing Diagram

Use cases

360°
Input shaft rotation angle 

(θh: Cam index angle)

0

Circling Return

Dwell

θh θh

ψ

O
ut

pu
t s

ha
ft 

ro
ta

tio
n 

an
gl

e

Pinion

Rack Slider

Guide rail

Vibrating 
motor

Arm

Oscillator 
specification 
(Oscillation)

A deceleration mechanism suited for the 
index number* is realized by using a constant 
velocity curve without acceleration and 
deceleration for the cam curve.
*Index number possible for one dwell360°0 Input shaft 

rotation angle

ψ

O
ut

pu
t s

ha
ft 

ro
ta

tio
n 

an
gl

e

Roller gear (10 index)

Worm reducer
H050

General 
purpose motor

Coupling

CKD
Reducer (1/10)
RGCS

4P0.2Kw

RGIS080-010

Oscillator 
index

Reducer
RGCD

RGCT
Reducer

Table multi-index 100H Oscillator Roll feed
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Mechanical index unit

Circling type P&P unit

Circling type P&P unit selection guide

 �Standard type
 zMax. 0.5 second/cycle is realized for tact time: PPIX/PPOX Series
A thin and compact housing is achieved by using a grooved cam for lifting, enabling effective use of 
work space. Ideal for transfer of various electronic parts and small parts.

Model Lifting 
amount (mm)

Oscillating 
angle (deg)

Repeat 
accuracy (s)

Rotation 
speed (rpm)

Allowable arm  
radius (mm)* Weight (kg)

PPOX 050 MAX18

30 to 180 30 0 to 120

150 8
PPOX 063 25 190 15
PPOX 080 30 240 25
PPOX 110 40 330 50
PPOX 140 50 420 90
PPOX 180 70 540 185

PPOX (Oscillator P&P specification)

Model Lifting 
amount (mm) Index number Index 

accuracy (s)
Rotation 

speed (rpm)
Allowable table outer 

diameter (mm)* Weight (kg)

PPIX 050 MAX18

2 to 8 ±120 0 to 120

250 8
PPIX 063 25 320 15
PPIX 080 30 400 25
PPIX 110 40 550 50
PPIX 140 50 700 90
PPIX 180 70 900 185

PPIX (Index P&P specification)

*For necessary oscillating angle, index angle, timing chart, etc., please contact us.
*Arm radius and table outer diameter are estimates.
 When planning equipment selection, calculate torque values based on the load and confirm with the catalog. 

Movement and Timing Diagram Use cases

 �High speed type
 zMax. 0.1 seconds/cycle takt time: PPIH/PPOH Series
Suitable for high-speed operation. Two roller gear cams are used for circling and lifting with preload 
constantly applied, minimizing backlash.

Model Lifting 
amount (mm)

Oscillating 
angle (deg)

Repeat 
accuracy (s)

Rotation 
speed (rpm)

Allowable arm 
radius (mm)* Weight (kg)

PPOH 040 MAX18

30 to 90 30 0 to 600

120 12
PPOH 050 25 150 21
PPOH 063 30 190 36
PPOH 080 40 240 67

PPOH (Oscillator P&P specification)

Model Lifting 
amount (mm) Index number Index 

accuracy (s)
Rotation 

speed (rpm)
Allowable table outer 

diameter (mm)* Weight (kg)

PPIH 040 MAX18
2 to 12 ±120

0 to 600

ø200 12
PPIH 050 25 ø250 21
PPIH 063 30

2 to 16 ±90
ø320 36

PPIH 080 40 ø400 67

PPIH (Index P&P specification)

Specifications Accuracy Performance
Lifting stroke

Li
ft 

ac
cu

ra
cy

H
ig

h 
R

ig
id

ity

Large

Small Rotation direction accuracy Large Size

Wide angle
Oscillator

Multi-index
indexer

Waiting interval

Oscillator P&P Index P&P

O
sc

ill
at

in
g 

an
gl

e
Li

ft

PPOX
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Mechanical index unit

Circling type P&P unit

Mechanical index unit

Linear type P&P units Arm type A, Table type B

 �Small size, high speed and high precision type
 zHigh precision, high rigidity, space-saving: PPIM Series
New main shaft structure improves high precision and high rigidity, supporting high speed and high 
precision transfer of tiny chip components. Body miniaturization saves space.

Model Lifting 
amount (mm) Index number Index 

accuracy (s)
Rotation 

speed (rpm)
Allowable arm 
radius (mm)* Weight (kg)

PPIM 063
4 to 10

4 to 16 ±30 0 to 600
ø320 18

PPIM 080 ø400 32
PPIM 110 4 to 15 ø550 68

PPIM (Index P&P specification)

Use cases of PPIM
Inspection machines and taping machines for 
semiconductor chips, electronic components, etc.

 zMax. 0.5 second/cycle for high speed transfer
Small size thin type linear pick & place unit. Two sets of roller gear cam mechanisms enable any 2D 
planar motion for straight-ahead conveyor line of small workpieces, etc.
 zSmall size/thin type
Thin and compact. Space saving Arm type A and table type B are available depending on the application.

Model La Stroke (mm) Lb Stroke (mm) Repeat 
accuracy (mm)

Input shaft 
rotation (rpm)

Loading 
weight (kg)* Weight (kg)

PPLX 040 MAX80 MAX30

±0.02

0 to 120 MAX2.9 10
PPLX 050 100 40 0 to 100 4.0 15
PPLX 063 150 50

0 to 80
8.0 25

PPLX 080 200 60 11.2 50

PPLX (Arm type A)

Model La Stroke (mm) Lb Stroke (mm) Loading weight (kg)* Weight (kg)
PPLX 040 MAX80 MAX30 MAX3.8 10
PPLX 050 100 40 5.0 15
PPLX 063 150 50 8.8 25
PPLX 080 200 60 14.0 50

PPLX (Table type B)

For loading weight, minimum index angle, etc., refer to the catalog
*For input shaft rotation speed and options with motor, please contact us.

Main movements Use cases

Carrying out of 
non-defectives

Image inspectionElectrical 
characteristic 
inspection

Carrying in 
of parts

Carrying out 
of defectives

Taping

Waiting point Waiting point Waiting point

Waiting point

Main movements of Pick & Place

Standard transfer

Vacuum pad

Turntable

Part

Uninspected 
product

Inspection section

Defective

Inspected
 product

PPLX (B type)PPLX (A type)
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Mechanical index unit

Worm reducer

HO Series/TE Series
 zWorm reducer for use with Index units (Indexman). When directly 
installed on the input shaft, the ideal rotation and braking is 
realized, maximizing the performance of Index units.
 zTE series is a high torque type reducer.

Index units (Indexman)  CB-19A

Mechanical index unit option

Torque saver (Overload protection device)

TSF Series
 zThis is a safety device which is attached to the index output shaft 
to prevent rotary shaft overload in order to protect the index from 
overload.
 zOne point setting which is always reset to the same position after 
actuation.

Index units (Indexman)  CB-19A

Mechanical index unit option

Torque saver for table type

TST Series
 zThis is a safety device which is attached to the index output shaft 
to prevent rotary shaft overload in order to protect the index from 
overload.
 zOne point setting which is always reset to the same position after 
actuation.

Index units (Indexman)  CB-19A

Mechanical index unit option

Torque guard coupling type (Overload protection device)

TGX Series
 zCoupling function
Angle error, parallelism error, and misalignment of axial 
displacement are absorbed by the ball and wedge mechanism.
 zOne position
The ball and wedge array is a special combination that only 
matches at one position.
 zReturn accuracy ±10s
 zHigh precision trip (Release)
 zSimple torque setting

Index units (Indexman)  CB-19A
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Electronic index unit

ABSODEX compact type AX6000M Series
 zSpace saving
In addition to its small dimensions of 80 mm diameter, 47 mm height (AX6001M), the rotary shaft and body have the same core, resulting in a 
compact design that completely eliminates unnecessary space.
 zFlexible
Possesses the capability to create various actuation patterns, allowing easy realization of one's desired actuation, such as "indexing actuation", 
"oscillator actuation", or "continuous rotation actuation".
 zHighly reliable
Thanks to the gearless structure, there's no need to worry about gears being damaged by overload or loss of precision from worn-out gears.
 zVarious I/O signals
Various I/O signals suitable for index table, including "segment position output (stop position output)" and "index halfway output" are available. As 
encoder output capability is also equipped, controlling with positioning unit is also possible.

Use cases

Model Max. output 
torque (N•m)

Max. revolving 
speed (rpm)

Allowable load inertia  
Moment (kg•m2)

Allowable axial 
load (N)

Axial runout 
(mm)

Face deflection 
(mm)

Weight 
(kg)

Compatible 
driver

AX6001M 1.2
240

0.034
600 0.03 0.05

1.2
AX9000MU

AX6003M 3.0 0.059 1.8

ABSODEX compact type  AX6000M Series  CC-1148A

"Compact and easy-to-use"
Desktop DD Actuator is born

Space saving
In addition to the smallest dimensions in the industry, adopting a concentric form
(rotating and fixed core are same) enabled compact equipment design that 
eliminates unnecessary space.

Electric actuator with reduction gear ABSODEX

Flexible
Capable of creating a wide variety of programs, allowing achievement of one's 
desired actuation.
Also supports easy actuation settings, including auto-creation of a pointing program.

Complex actuation settings including combining actuations are surprisingly simple!

Indexing actuation Oscillator Continuous Rotation

High reliability and maintenance free
Thanks to the gearless structure, there's no need to worry about gears being 
damaged by overload or loss of precision from worn-out gears.

Prone to gear breakage and wear Gear-less structure

Half-automated 
processes

θ axis unit on modularization 
of equipment

Add as a sub-assembling process to 
existing equipment
(Replacement of configuration factors of existing equipment)

[Purposes]
Better productivity
Stable operation

[Purposes]
Faster equipment design time
Reuse of equipment

[Purposes]
  Improvement of overall takt time of equipment
  Compacting existing equipment
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For both beginners and experts, it's now even easier to use AX Tools
A simple and easy interface which can be operated intuitively is adopted.

Intuitive 
setting!

Program creation for a new function "Point table operation" is supported

Best-in-class high-resolution encoder equipped

High performance and ease-of-use

Max. rotation speed 240 rpmMax. rotation speed 240 rpmMax. rotation speed 240 rpm

Resolution

Repeat positioning accuracy ±2 seconds

 4,194,304 pulse/rev

"High precision x high response" positioning is achieved
In addition to high precision positioning, responsibility and stability at a constant speed are also 
greatly improved.

■Velocity waveform when positioning ■Velocity waveform when rotating at a constant speed
Movement angle 180°

Actual speed

Settling time 2 msec

Location deviationLocation deviation

±0.06° or less±0.06° or less

Actual speedActual speed

* The above values are for reference and not guaranteed. Values vary depending on load conditions etc.

Flexible positioning is possible
As an ABSODEX-specific feature, a multi-functional driver (XS type) is supported.
"Flexible programming function" enables complex movements easily. 
Conveniently communicate with higher controllers using the most input signals 
in the industry!

Positioning unit not equipped Easy program
 operation

Positioning unit equipped

Program operation 
+

pulse train input operation

Selectable!

Flexible positioning to a desired position
Parameters can be freely changed via network

First in the industry! Equipped with AI (artificial intelligence)
function to support adjustments

AI (artificial intelligence) adjustment function to support product startup is equipped.
Even a beginner can make adjustments just like an expert.

With AI (artificial intelligence) adjustment function
Automatically obtains data and advises the optimal tunings
Reduces dangerous operation with an alarm check function
Tuning results are automatically scored. You can set the optimal gain values 
while checking points and moving waveforms displayed as a list

In conventional models...
Manual tuning relies on experts
Worried about overseas startup
Evaluating the tuning results is difficult

Contributes 
to faster 
system 
startup!

* Compatible with all models of the ABSODEX AX Series (TS/TH/MU/XS)

Electronic index unit

ABSODEX high precision type AX7000X Series

Model Max. output torque
(N•m)

Max. rotation speed
(rpm)

Allowable moment 
of load inertia(kg•m2)

Allowable axial load
(N)

Axial runout
(mm)

Surface runout
(mm)

Weight
(kg) Supported driver

AX7022X 22
240

0.60
400 0.03 0.03

10
AX7000XS

AX7045X 45 0.90 13
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For both beginners and experts, it's now even easier to use AX Tools
A simple and easy interface which can be operated intuitively is adopted.

Intuitive 
setting!

Program creation for a new function "Point table operation" is supported

Best-in-class high-resolution encoder equipped

High performance and ease-of-use

Max. rotation speed 240 rpmMax. rotation speed 240 rpmMax. rotation speed 240 rpm

Resolution

Repeat positioning accuracy ±2 seconds

 4,194,304 pulse/rev

"High precision x high response" positioning is achieved
In addition to high precision positioning, responsibility and stability at a constant speed are also 
greatly improved.

■Velocity waveform when positioning ■Velocity waveform when rotating at a constant speed
Movement angle 180°

Actual speed

Settling time 2 msec

Location deviationLocation deviation

±0.06° or less±0.06° or less

Actual speedActual speed

* The above values are for reference and not guaranteed. Values vary depending on load conditions etc.

Flexible positioning is possible
As an ABSODEX-specific feature, a multi-functional driver (XS type) is supported.
"Flexible programming function" enables complex movements easily. 
Conveniently communicate with higher controllers using the most input signals 
in the industry!

Positioning unit not equipped Easy program
 operation

Positioning unit equipped

Program operation 
+

pulse train input operation

Selectable!

Flexible positioning to a desired position
Parameters can be freely changed via network

First in the industry! Equipped with AI (artificial intelligence)
function to support adjustments

AI (artificial intelligence) adjustment function to support product startup is equipped.
Even a beginner can make adjustments just like an expert.

With AI (artificial intelligence) adjustment function
Automatically obtains data and advises the optimal tunings
Reduces dangerous operation with an alarm check function
Tuning results are automatically scored. You can set the optimal gain values 
while checking points and moving waveforms displayed as a list

In conventional models...
Manual tuning relies on experts
Worried about overseas startup
Evaluating the tuning results is difficult

Contributes 
to faster 
system 
startup!

* Compatible with all models of the ABSODEX AX Series (TS/TH/MU/XS)

For both beginners and experts, it's now even easier to use AX Tools
A simple and easy interface which can be operated intuitively is adopted.

Intuitive 
setting!

Program creation for a new function "Point table operation" is supported

Best-in-class high-resolution encoder equipped

High performance and ease-of-use

Max. rotation speed 240 rpmMax. rotation speed 240 rpmMax. rotation speed 240 rpm

Resolution

Repeat positioning accuracy ±2 seconds

 4,194,304 pulse/rev

"High precision x high response" positioning is achieved
In addition to high precision positioning, responsibility and stability at a constant speed are also 
greatly improved.

■Velocity waveform when positioning ■Velocity waveform when rotating at a constant speed
Movement angle 180°

Actual speed

Settling time 2 msec

Location deviationLocation deviation

±0.06° or less±0.06° or less

Actual speedActual speed

* The above values are for reference and not guaranteed. Values vary depending on load conditions etc.

Flexible positioning is possible
As an ABSODEX-specific feature, a multi-functional driver (XS type) is supported.
"Flexible programming function" enables complex movements easily. 
Conveniently communicate with higher controllers using the most input signals 
in the industry!

Positioning unit not equipped Easy program
 operation

Positioning unit equipped

Program operation 
+

pulse train input operation

Selectable!

Flexible positioning to a desired position
Parameters can be freely changed via network

First in the industry! Equipped with AI (artificial intelligence)
function to support adjustments

AI (artificial intelligence) adjustment function to support product startup is equipped.
Even a beginner can make adjustments just like an expert.

With AI (artificial intelligence) adjustment function
Automatically obtains data and advises the optimal tunings
Reduces dangerous operation with an alarm check function
Tuning results are automatically scored. You can set the optimal gain values 
while checking points and moving waveforms displayed as a list

In conventional models...
Manual tuning relies on experts
Worried about overseas startup
Evaluating the tuning results is difficult

Contributes 
to faster 
system 
startup!

* Compatible with all models of the ABSODEX AX Series (TS/TH/MU/XS)
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Electronic index unit

ABSODEX

 zNew generation multi function direct drive actuator.
 zABSODEX enables establishment of environmentally-conscious productive facilities.
Energy saving. No need to replace or dispose of lubricant. Space saving.
Specifications are easy to change and parts easy to reuse. Excellent basic performance.
 zReturn to home position not required
Absolute resolver enables recognition of current position without returning to origin.
 zSmooth cam curve drive
4 types of cam curves are available, including modified sine, modified trapezoidal, deformation rate 
and trapecloid.
 zCompact & high torque
 zExcellent operability
Programs are created easily by answering questions with the interactive terminal.
 zYou can select between TS type driver (Max. output 75N•m) and TH type driver (Max. output 
150N•m or more).
 zDrivers compatible with CC-LINK, DeviceNet and PROFIBUS-DP are available.

Series Model
Index 

accuracy  
(s)

Repeat 
accuracy  

(s)

Features Compatible driver
High 

speed
Hollow 
shaft Waterproof Brake Interchangeable AX

9000TS
AX

9000TH

AX1000T Series AX
1022T to 1210T ±15

±5

AX2000T Series AX
2006T to 2018T

±30AX4000T Series AX
4009T to 410WT

AX8000T Series AX
8045 to 8070

ABSODEX System Table

Use cases

Inspection device

Air blow

A 

B B 

B B 

A 

A 

A 

Pneumatic Cylinder

* The AX8000 Series is a custom order product.
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Electronic index unit

ABSODEX  Quick response type

 zInstantaneous positioning makes setup easier. Quick response ABSODEX
 zShorter tact time for equipment

 z Improved response reduces time loss 
Instantaneous positioning reduces stabilization time to 1/4 (based on CKD measurements)

 z Start time reduced by linking with peripheral components 
By adding A/B phase output signal, peripheral components are easier to synchronize.

 zImproved usability
 z Optimal tuning in no time. 
Semi-automatic tuning function added.

 z Easier setup. 
Adjusting software "AX Tools" comes as standard.

 z Increased I/O signals. 
Added ready output, servo on, etc. 

 z Control is on even when the motor is off. 
Power supply separated between motor and control

 zDownsized GH/WGH type drivers
 z Volume reduced to 65%. 50mm shorter depth (compared to our previous models)

 zABSODEX programming tool
 z Interactive terminal "AX0180" is available.
 z Starting adjustment support tool "AX Tools" provided free

Model Max. output 
torque (N•m)

Max. revolving 
speed (rpm)

Allowable load inertia  
Moment (kg•m2)

Allowable axial 
load (N)

Axial runout 
(mm)

Face deflection 
(mm)

Weight 
(kg)

Compatible 
driver

AX1022T 22
240

0.6
600

0.01 0.01

8.9
AX9000TSAX1045T 45 0.9 12.0

AX1075T 75 140 4.0
2200

23.0
AX1150T 150

120
6.0 32.0

AX9000TH
AX1210T 210 10.0 44.0
AX2006T 6

300
0.3

1000

0.03

0.03
4.7

AX9000TS

AX2012T 12 0.4 5.8
AX2018T 18 0.5 7.5
AX4009T 9

240
0.35 800

0.05

5.5
AX4022T 22 0.60

3700
12.3

AX4045T 45 0.90 15.0
AX4075T 75 140 5.00

20000

36.0
AX4150T 150

100
75.00 44.0

AX9000TH
AX4300T 300 180.00 66.0
AX4500T 500 70 300.00 115.0
AX410WT 1000 30 600.00 0.08 198

Electronic index unit

ABSODEX  Dustproof & waterproof type

 zø250, Index table with T slot
High speed and high precision electronic index with dustproof & waterproof structure based on 
absolute method Index table suitable for rotary positioning device in processing & cleaning process.

Model Max. output 
torque (N•m)

Max. rotation 
speed (rpm)

Allowable load inertia  
Moment (kg•m2)

Allowable axial 
load (N)

Axial runout 
(mm)

Face deflection 
(mm)

Weight 
(kg)

Compatible 
driver

AX8045T 45
100

0.9 1200
0.015 0.015

35.0
AX9000TS

AX8070T 70 4.0 2200 80.0

AX0180

Direct drive actuator quick response type ABSODEX  AX
1000
2000
4000

T Series  CC-995A
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●Mounting hole eliminates the 
task of using a mounting 
bracket

● Separate main power 
supply and control power 
supply

It is now possible to cut off 
only the main power supply

● Connector provided

Easy crimping free wiring. 
Risks of electric shock 
lowered since the terminal 
is not exposed.

● 7 segment LED 2-digit display

Improved visibility and 
indication of alarm details 
makes maintenance easier. 
The set value for gain 
adjustment will be shown on the 
LED as well.

● Terminal for safety

Create a power cut off circuit 
easily with the STO function. 
(safe torque off)

Non-compatible
driver

STO function
compatible drier

Switch Switch

Contactor

Contactor

Safety
Relay unit

Safety
Relay unit

Installation of contactor for cutting 
off motor power is no longer 
required.

What's new in the TS/TH driver?
 z Quick response
High speed CPU improves responsiveness to significantly 
shortens the time needed for stabilization. This helps you 
shorten the tact time of the equipment.

 z Compact and light
The large type (maximum torque of 150 N∙m or greater) is made 
65% smaller in volume (compared to our previous models).
Lightweight with a plastic body

 z Encoder output added
Positioning control through pulses is easier with the new 
A-B phase output of current position feature.

 z UL/cUL Certified
 z The actuator is certified by the 
following standards.
·UL1004-1
·CSA 22.2 No.100
(File no. : E328765)
 z The driver is certified by the 
following standards.
UL508C
CSA 22.2 No.14
(File no. : E325064)

 z Supported fieldbus

 z Monitor with serial communication
Program number, position and alarm can be monitored from the PLC. 

CC-Link Ver1.10 

DeviceNet

PROFIBUS DP

PLC

AX9000TS/TH-U2(U3,U4)

Position
Program no.
Speed
Alarm, etc.

Start, stop
program selection, etc.
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Compact direct acting type 2/3-port solenoid valves

Compact direct acting type 2/3-port solenoid valves

HNB/HNG  USB/USG Series
 zSpace-saving small direct acting 2/3-port solenoid valves
Useful for space-saving design of devices.
 zVarious fluids can be controlled
Solenoid valves suitable for control of various fluids including air, 
water and low vacuum.
 zCompact but long durability design
Wear resistance is enhanced by specially-structured movable 
parts. (HN Series)

General Purpose Valves  CB-03-1SA

2 port pilot operated solenoid valve for compressed air

Compact air blow valve

EXA Series
 zLarge flow rate / low power consumption
A low wattage (0.6W) 3-way pilot valve for the actuator enables both 
large flow rate and energy efficiency. (Operable directly from PC)
 zCompact and lightweight
Materials are optimized for weight reduction. Volume reduced by 
70%, weight by 30% compared to CKD's conventional models.
 zPiping connection is easy
Body with push-in fitting reduces labor. Screw joint is also 
usable.
 zOil-prohibition specification (optional)
Ideal for oil-restricted environments.
 zManifold type
Saves space by allowing for a wide variety of piping layouts.

2-port pilot operated solenoid valve for compressed air, compact air blow valve  EXA Series  CC-1007A

Compact pilot operated solenoid valve for water

Compact pilot operated solenoid valve for water

FWD Series
 zLower power consumption
 zCompact and lightweight
Materials are optimized for weight reduction. 
 zLarge flow rate
Over 1.3 times compared to previous CKD models.

Pilot kick solenoid valve for steam

Pilot kick solenoid valve for steam

SPK Series
 zLife-cycle of 100 million uses. Greatly improved durability.
 zLower power consumption (1/2 of previous CKD models), 
reducing energy usage. 
 zImproved external seal functionality. Uses high temperature and 
steam resistant PTFE square rings. 
 zImproved maintenance. Adoption of high-maintainability HP 
terminal box (optional). 
 zHigh resistance to scaling and dust. Inheritance of CKD proven 
specially-structured piston ring.

Pilot kick solenoid valve for steam  SPK Series  CC-1068A

 Port size: push-in fitting ø6 to ø12, screw-in fitting Rc1/4, Rc3/8

 Port size: Rc1/2 to Rc1  Port size: M5, M6, Rc1/8, Barb fitting

Compact pilot operated solenoid valve for water  FWD Series  CC-1057A

 Port size: Rc1/4 to Rc1
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Direct acting 2/3 port solenoid valve for dedicated fluid control

Special purpose valve for compressed air

FAB/FAG GFAB/GFAG Series
 zEasy-to-use body porting 
 zWide series variations
5 models with coil width 18 to 40mm. Series features a wide 
range of options, such as port size, orifice and working pressure.
 zLow wattage design
 zHigh reliability
Specially structured movable parts prevent wear, dramatically 
increasing durability.
 zLightweight aluminium die-casting body.

Fluid control valves  CB-03-1SA

Direct acting 2/3 port solenoid valve for dedicated fluid control

Special purpose valve for dry air

FGB/FGG GFGB/GFGG Series
 zEasy-to-use body porting 
 zWide series variations
4 models with coil width 22 to 40mm. Series features a wide 
range of options, such as port size, orifice and working pressure.
 zLow wattage design
 zHigh reliability
Specially structured movable parts prevent wear, dramatically 
increasing durability even when super-dry fluid is used.
 zLightweight aluminium die-casting body.

Fluid control valves  CB-03-1SA

Direct acting 2/3 port solenoid valve for dedicated fluid control

Special purpose valve for water

FWB/FWG GFWB/GFWG Series
 zWide series variations
4 models with coil width 22 to 40mm. Series features a wide 
range of options, such as port size, orifice and working pressure.
 zLow wattage design
 zHigh reliability
Special magnetic material for corrosion resistance.

Fluid control valves  CB-03-1SA

Direct acting 2/3 port solenoid valve for dedicated fluid control

Special purpose valve for medium vacuum

FVB GFVB Series
2 port solenoid valve for medium vacuum (1.33 × 10-2 Pa(abs)) 
control

 zWide series variations
4 models with coil width 22 to 40mm. Series features a wide 
range of options, such as port size, orifice and working pressure.
 zLow wattage design
 zLow leakage achieved
1.33×10-6 Pa•m3/sec He or less leakage is maintained.

Fluid control valves  CB-03-1SA

 Port size: M5, Rc1/8 to Rc1/2  Port size: Rc1/8 to Rc1/2

 Port size: Rc1/8 to Rc1/2  Port size: Rc1/8 to Rc1/2
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General purpose 2/3-port solenoid valve

Direct acting general purpose valve

AB/AG GAB/GAG Series
 z2/3 port solenoid valves for various fluids control
Solenoid valves suitable for control of various fluids including air, 
water, gas, oil and vacuum.
 zA wide range of options
A variety of options, such as wetted material and coil housing are 
available.
 zWide series variations
A wide range of series, such as 2/3-port valve, port size, orifice, 
working pressure are available.
 zDC low wattage series
Power consumption of 7W. Large energy saving compared with 
conventional 11W

Fluid control valves  CB-03-1SA

General purpose 2/3-port solenoid valve

Pilot operated general purpose valve

AP/AD  APK/ADK Series
 z2-port solenoid valve for various fluids control
Solenoid valves suitable for control of various fluids including air, 
water, gas, oil and vacuum.
 zA wide range of options
A variety of options, such as wetted material and coil housing are 
available.
 zWide series variations
A wide range of series, such as piston type, diaphragm type, port 
size, orifice and working pressure range are available.
 zDC low wattage series
Power consumption of 7W. Large energy saving compared with 
conventional 11W

Fluid control valves  CB-03-1SA

General purpose 2/3-port solenoid valve

Explosion proof general purpose valve

AB*E  AG*E  AP*E  AD*E  ADK*EX/*E Series
 zSolenoid valves for various fluids control in hazardous locations
Explosion proof structure: Exd II BT4, Exd II BT2, d2G4, d2G2
 z2/3-port solenoid valves for various fluids control
Solenoid valves suitable for control of various fluids including air, 
water, gas, oil and steam.
 zA wide range of options
A variety of options, such as material for wetted part and junction 
box are available. Products compliant with the international 
explosion protection guidelines are available.
 zWide series variations
A wide range of series, such as from direct acting type Rc1/4 (port 
size) to large-sized 50 flange for pilot operated diaphragm piston 
valve, are available.

Fluid control valves  CB-03-1SA

 Port size: Rc1/8 to Rc1  Port size: Rc1/4 to Rc2, 32 to 50 flange

 Port size: Rc1/4 to Rc2, 32 to 50 flange

Coolant check valve

Coolant check valve

CCH Series
 zForeign matter resistant internal structure and large flow rate 
structure
 zFKM sealant for high reliability
 zInternal sealing: O-ring + metal touch
 zWorking pressure: High pressure up to 7.0 MPa can be used.

Coolant check valve CCH Series CC-926A

Port size: Rc3/8 to Rc3/4
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Pilot operated air drive poppet valve

Coolant valve/Module coolant valve

CVE2/CVSE2  CVE3/CVSE3 Series
 zFor coolant liquid control
Valve for control of machine tool cutting oil and coolant liquid In 
particular, a metal seal method is adopted as a countermeasure 
against swarf, grain or foreign matter, ensuring high reliability.
 zHighly corrosion resistant material used
 zAmple variations
Air operated type, solenoid valve integrated type, actuation 
signal retrieving switch type, etc., are available.

Coolant valve  CVSE2/CVSE3  Series  Options added  CC-977A, Fluid control valve  CB-03-1SA
Module coolant valve GCVE2 Series (Air operated type)  GCVSE2 Series (Solenoid valve integrated)  CC-933A

GCVE2/GCVSE2 Series
 zModule connection is possible (Max. 5 stations)
 zCompact
 zConnection screw without piping intervention (Embedding 
connection)
 zDiscrete valve is usable as a branch
 zEasy expansion after installation

 Port size: Rc3/8 to Rc2, 32 to 80 flange

Pilot operated air drive poppet valve

Cylinder valve

SAB/SVB NAB/GNAB Series
 z2-port valves for various fluids control
Compatible with air, water, gas, low vacuum and steam as well 
as high viscosity fluid and powder mixed fluid.
 zAmple variations
Rc1/4 to 80 flange are available depending on the port size.
 zMotion sensing switch type is available

Fluid control valves  CB-03-1SA

 Port size: Rc1/4 to Rc2, 32 to 80 flange

Weir type diaphragm valve

Weir type diaphragm valve

SWD/MWD Series
 zAims for asepsis (abacterial)
Seal structure prevents any gaps between diaphragm and body. 
Thorough analysis has resulted in a flow path structure with high 
cleanliness efficiency.
 zSpace saving and power saving
Air consumption is drastically reduced, thanks to compactness of 
actuator with diaphragm high-efficiency and operation in low pilot 
pressure.

Weir type diaphragm valve SWD/MDW Series  CC-1096A

 Connection diameter: Ferule connection 8A to 40A

Pilot operated air drive poppet valve

Diaphragm type cylinder valve

LAD Series
 zParticle reduction
Particle has been greatly reduced by assembling in special 
environment with all wetted parts composed of resin.
 zEnhanced usability for port thread
Adequate piping can be freely selected and connected.
 zFlow path with low pressure loss
Effective sectional area has been significantly improved by a 
flow path design to greatly reduce the pressure loss. Moreover, it 
contributes to energy saving.

Diaphragm type cylinder valve  LAD/NAD Series  CC-1082A

 Port size: Rc3/8 to Rc1
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Motor driven ball value

Motor valve

MXB/MXG Series
 z2/3-port valves for various fluids control
Compatible with various fluids including air, water, hot water, oil 
and steam.
 zForward and reverse rotation (Excl. some series)
 zLow pressure loss and large flow rate
 zLineup also includes proportional control motor valves

Fluid control valves  CB-03-1SA

External pilot operated air drive ball value

Compact rotary valve

CHB/CHG/CHBF  CSB/CSBF Series
 zGeneral purpose 2/3-port valve
Compatible with various fluids including air, water, hot water, oil 
and steam.
 zNew structure for reliable actuation
Air drive double piston system with non-conventional rack and 
pinion. Precise actuation and high reliability.
 zPilot operated valve is installable
 zResistant against foreign matter and water scales
Forward and reverse operation enables foreign matter to be 
easily excluded.
 zLow pressure loss and large flow rate

Compact rotary valve for steam CSB/CSBF series  CC-889, Fluid control valves  CB-03-1SA

 Port size: Rc3/8 to Rc2

 Port size: Rc3/8 to Rc2

With Spool position detection feature 

3 port solenoid valve

SNP Series
 zCan be used as the residual pressure relief valve for the 
pneumatic system
 zSignal output of open/closed status of the valve available using a 
limit switch
 zDual breaker circuit can be created using two of these in serial 
modular connection
 zCan be set up as a single unit with an FRL using the modular 
connection

3-port solenoid valve with spool position detection  SNP Series  CC-1080A

 Port size: Rc3/8 to Rc3/4

Coolant control unit

Integrated unit for water control

WXU Series
 zSpace-saving, piping-free
Installation space significantly reduced by unitization with 
discrete piping connection eliminated.
Footprint 80% reduced compared to CKD previous models (2-fluid control type)
 zImproved quality
Due to no-screw piping between components, the fear of 
external leak is eliminated.
Foreign matter will not enter during use.
 zLabor reduced
Labor for troublesome piping design, piping work, material 
arrangement etc., are reduced significantly

Integrated unit for water control  WXU Series  CC-1116A

Expanded series
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Large port size dust collector valve for air

Large port size dust collector valve components

PD3/PDV3  PD2/PDV2  PJVB  
PDVE4  OMC2 Series

 zHigh frequency and large flow rate jet control
Large flow air can be jetted in an instant.
 zSuitable for dust removal of bag filter type dust collector or 
behavior control of ceramics, medicines, agricultural chemicals, 
fertilizer, chemical raw materials, construction materials, foods, etc.
 zMicrocomputer-based compact and high performance controller
OMC Series
Two push control of valve, setting of OFF time can be done 
easily.
 zControl box type manifold solenoid valve PJVB Series
Common wiring enables easy operation and space reduction.
 zPressure and explosion proof structure d2G4 PDVE4 Series

Fluid control valves  CB-03-1SA
Large port size dust collector valve PD3/PDV3 Series (65A, 80A, 80M)  CC-1049A

Components for Life Science

Metal free solenoid valve
MR10/MR16/MAB1/MAG1  MEB2/MEG2  
MYB1/MYG1/MYB2/MYG2  MYB3/MYG3  MJB3  
EMB21 • 41 • 51 HMTB1/HMTG1 MKB3 Series

 zSolenoid valve for water, pure water and chemical liquid control
 zCompact & lightweight design
Size and weight reduction design to allow change from 
centralized medical treatment to mobile medical treatment.
 zMaintenance free
Long durability design for improved device reliability.
 zWide variation
A wide range of models for various reagents and testing liquids.
 zReduced noise
Very quiet valve operation for working environment.

Fluid control valves  CB-03-1SA

Components for Life Science

Highly corrosion-resistant solenoid valve

UMB1/UMG1 HB11 • 21 • 31 • 41 Series
 zHigh corrosion resistant stainless steel solenoid valve for water, 
pure water and chemical liquid control
 zInternal residual reduced
With internal residual reduced, fluid contamination and 
deterioration can be minimized.
 zResponse to advanced technologies
Compatible with ion exchanged water, semiconductor cleaning 
fluid, etc. (HB Series)

Fluid control valves  CB-03-1SA

Pilot operated air drive poppet valve

Large flow rate 3-port valve

NP  NAP  NVP Series
 zLarge flow rate 3-port valve for air pressure & low vacuum
Either type can be selected according to usage.
 zInternal pilot method: NP Series
 zExternal pilot method: NAP/NVP Series
 zCompact and lightweight design
 zLarge flow rate design
10A/25A : C[dm3/(S•bar)] : 15 to 18
20A to 50A : Effective sectional area : 195 to 660mm2

Fluid control valves  CB-03-1SA

 Port size: Rc3/8 to Rc2
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Components for Life Science

Metal free pinch valve

HYN Series
 z2/3 port solenoid valve (Pinch valve)
Revolutionary solenoid valve structure enables three usages with 
one model. (NC type, NO type, 3-port valves)
 zTube is attached/detached with a single motion
Easy tube replacement and cleaning.
 zWith manual mechanism
 zLow noise
Metallic sound at solenoid operation is eliminated, keeping the 
environment quiet.
 zLow wattage design

Fluid control valves  CB-03-1SA

Automatic watering control systems

Automatic watering valve

RSV-K  GSV/GSV2  RSV-W Series
 zWatering valve for urban greenery, golf courses, grounds, 
protected horticulture, and farmlands, etc.
 zUnion connection (GSV2)
 zLow water hammer structure
 zWide variety of options
Pilot flow path protecting self-cleaning filter, flow adjustability, 
manual operation function, latch type coil, etc. Piping port size: 
15A to 100 flange.
 zJapan Water Works Association qualified product (RSV-W series)
 zUse with CKD's automatic watering controller.

Automatic watering control systems  CC-297A

Automatic watering control systems

Automatic watering controller

RSC-S5  RSC-G RSCH-G  RSC-1WP
RSC-2WP RSC-W  RS-6 Series

 zAutomatic watering controller for urban greenery, golf courses, 
grounds, protected horticulture and farmlands, etc.
 zVarious application programs are supported
Usable for day-of-the-week watering, intermittent watering, 
sensor detection watering, etc.
 zAmple variations
You can select from solar cell, commercial power or alkaline battery method.
 zMeasures against lightning-induced failures
 zUse with CKD's automatic valve controller.

Automatic watering control systems  CC-297A

Gas combustion system components

Direct acting valve and combination valve for gas
 zAmple variations
 zDomestic product
 zHigh performance and long durability
 zV series is ideal for high frequency and high durability industrial 
furnaces.
 zLow cost type is available.

Gas combustion systems  G-2A

Expanded series
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FINE SYSTEM DEVICES 
HIGH PURITY CHEMICAL GAS/LIQUID CONTROL SYSTEMS

Component for chemical liquids

Air-operated valve for chemical liquids
AMD/AMG/GAMD
AMD*1H/AMD*1M Series
Air operated valves used as ON/OFF of clean chemical fluids 
(including pure water) in the fluid flow devices for semiconductor 
and LCD manufacturing etc.

 zHigh performance/high quality systems necessary for ultra high 
purity process control
 zPart3R series is released as an all-in-one model compatible with 
various specifications
• 1/4", 3/8", 1/2", 3/4", 1 inch size
• Compatible with various chemical liquids
• Specification pressure 0.5MPa
• Operating fluid temperature 120°C
• Indicator is equipped as standard with an optional sensor  
  (excluding 1/4")
• Manifold and cutting are supported
 zHigh-pressure types up to 0.7MPa are serialized for supplying 
chemical liquid. Moreover, models that can deal with water 
hammer are available in this series
 zMetal parts are eliminated as much as possible for this series 
so that the products can be used in lines using strong acid 
(hydrochloric acid, hydrofluoric acid or nitric acid).
 zWide variety of connection fittings
 zSUS body type is available from small to large size for solvents 
and addressing static charge.
 zLarge port size type based on PP or PVC material is also 
available for discharge
 zSpecial specifications are available in order to meet various 
methods of control

High Purity Chemical Liquid System  CB-031A
Air-operated valve for chemical liquids: AMD part 3R series  CC-1177A

Component for chemical liquids

Manual valve for chemical liquid
MMD/GMMD/TMD
MMD*0H/MMD*0M Series
Manual valves used in the fluid flow devices with clean chemical 
fluids (including pure water) for semiconductor and LCD 
manufacturing etc.

 zHigh quality systems necessary for ultra high purity process 
control
 zA wide variation of manual valves for chemical liquids are 
serialized from small to large size
 zHigh-pressure types up to 0.7MPa are serialized for supplying 
chemical liquid
 zMetal parts are eliminated as much as possible for this series 
so that the products can be used in the lines using strong acid 
(hydrochloric acid, hydrofluoric acid, or nitric acid).
 zWide variety of connection fittings
 zSUS body type is available from small to large size for solvents 
and addressing static charge.
 zManifold type is also available for liquid supply system
(PTFE body)
 zManual operation by either knob or push-in for open/close

High Purity Chemical Liquid System  CB-031A



FINE SYSTEM DEVICES 
HIGH PURITY CHEMICAL GAS/LIQUID CONTROL SYSTEMS

102

Component for chemical liquids

Drip prevention valve for chemical liquids

AMS*2 AMDS*0 Series
Fine adjustment valve at nozzle end in the resist coating process

 zPulling strength at nozzle end can be fine adjusted
 zFine adjustments to pulling strength speed are easily 
accomplished with the speed controller
 zInternal structure prevents air from staying in the flow path
 zAir operated valve integrated type is also available

High Purity Chemical Liquid System  CB-031A

Component for chemical liquids

Fine regulator

PYM10/PMM20/PMP202/402 Series
Regulator for controlling the pressure of chemical liquids in 
equipment that uses high purity chemicals (including pure water) 
for production of semiconductors, LCD, and the like

 zFilter integrated type prevents entry of foreign matter
 zExcellent flow rate and pressure characteristics and easy installation
 zHigh corrosion resistance
Fluoro-resin (PFA/PTFE) and SUS316 are used for wetted parts, 
improving corrosion resistance
 zExcellent pressure and flow characteristics
Use of fluorine resin diaphragm results in better pressure and 
flow characteristics compared to metal diaphragm
 zFilter is built-in, ensuring safety against foreign matter in fluid
 zPanel mount installation enables easy attachment as well as 
bottom side installation
 zPilot regulator
Regulator designed to provide stable pressure through pilot air 
control

High Purity Chemical Liquid System  CB-031A

Component for chemical liquids

Water hammerless valve

AMD*1L
Water hammerless valve designed to minimize vibration in order 
to improve the accuracy and durability of the equipment for 
manufacturing LCD, solar battery etc. with pure water

 zWater hammerless function is equipped as standard in all series
 zWide variety of series (Union fitting 15A to 50A)
 zJoints are PVC union fitting
 zWide variety of options
(With or without flow rate adjustment and/or bypass)
 zExport Trade Control Order inapplicable

Water hammerless valve AMD*1L Series  CC-816A

Component for chemical liquids

Fine level switch

KML50/MKML • KML60/MXKML • KML703 Series
This switch accurately detects the level of corrosive fluids, such as 
pure water, acid, alkali, and solvent, and outputs electrical signals

 zA combination of 1 to 8-point, three types of level switches enables 
fluid level to be efficiently and safely detected (KML50/KML60)
 zDisplay can show 8 different fluid levels with one detection tube
 zSetting detection flow not required
Incorporated flow control fixing orifice eliminates the need for 
installation of external aperture and setting of detection flow

High Purity Chemical Liquid System  CB-031A
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Components for chemical liquids

Air operated valve for chemical liquid

LMD Series
 z6 models with different orifice sizes
• 6 orifice sizes: ø4, 6.3, 8, 10, 16, and 20
•  9 connection diameters: 1/4", 3/8", 1/2", 3/4", 1", ø6, ø10, ø12, 

and ø25
 zNew flared tube fittings
 zInstallation method
•  Two-point bracket compatible with AMD Series
•  Similar to the popular AMD part 3, the shape of the bracket is 

designed to save space
 zNumerous options
Fluoropolymer coating for metal parts with the flow adjuster and 
the indicator

Air operated valve for chemical liquid  LMD Series  CC-1103A

Components for process gas

Manual valve for process gas

OGD*0R/MGD*0R/LGD*0 Series
Manual valves used as ON/OFF of clean process gas in the gas 
flow devices for semiconductor and LCD manufacturing, etc.

 zHigh performance/high quality necessary for ultra high purity 
process gas control
 zManual operation by either knob open/close or single motion
 zAppropriate seal structure and increased surface roughness 
prevent particles from occurring
 zFor inner surface roughness, electrolytic polishing is adopted as 
standard

Dry Fine system/high purity gas control system components  CB-035A
Manual valve for process gas: LGD Series  CC-1171A

Dry Fine system/high purity gas control system components  CB-035A
Manual valve for process gas: LGD Series  CC-1171A

Components for process gas

Air operated valve for process gas
AGD**R Series
LGD** Series
Air operated valves used as ON/OFF of clean process gas in the 
gas flow devices for semiconductor and LCD manufacturing etc.

 zHigh performance/high quality necessary for ultra high purity 
process gas control
 zAppropriate seal structure and increased surface roughness 
prevent particle from occurring (0.001 particles/cycle or less)
 zFor inner surface roughness, electrolytic polishing is adopted as 
standard
 zOptions
Block valve, branch valve, valve with switch, etc.

Expanded series

Equipment for chemical liquid

Flow rate adjusting valve
FMD Series
MNV Series
A valve to control the flow of chemical liquid within a device using 
clean chemical liquid (including pure water), in manufacturing of 
semiconductors or LCDs

 zTwo types of flow control methods, manual and electric, are 
available
 zDesigned to be used for highly corrosive fluids (FMD)
 zHigh temperature resistant (MNV)
 zTwo types of orifices are available according to flow rate (FMD 
orifice size: ø1.6, ø3.5)

Wet Fine Components CB-031A
Electric needle valve MNV Series CC-1260A
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Components for high vacuum

Valve for high vacuum

  AVB  /  AVP  /  MVB  /  MVP Series
(NW16 to 160)         (1/4)           (NW16 to 50)    (NW25 to 50)
Air operated valves used as ON/OFF for vacuum exhaust in the dry 
process devices for semiconductor and LCD manufacturing, etc.

 zUnique formed bellows leads to long durability
 zBody material is aluminum or SUS depending on the application
 zVacuum pump can be connected to any port
 zSwitch for confirming action can be equipped
 z2-stage type: AVB*47 Series added (NW25 to 63)
 zManual valve: MVB*17 Series added (NW16 to 50)

Valve for high vacuum  AVB**7/MVB*17 Series  CC-1028A

Components for process gas

Regulator for process gas

PGM Series
PGM series is an ideal regulator for pressure control of ultra high 
purity gas in semiconductor manufacturing lines.

 zReduced particle occurrence
 zSmall pressure drop
 zStable control in a very small flow rate range
 zExcellent installability, operability
 zClean level compatible with ultra-high purity gas
 zImprovement in inner sealing properties

High Purity Gas Control Systems  CB-035A

Equipment for processed gas

Air operated valve for process gas
AGD21R-A
AGD11R-HD
An air operated valve used to turn ON/OFF gas within devices that 
flow clean process gas, in manufacturing of semiconductors or 
LCDs

 zHighly functional and high quality essential for controlling 
extremely high-purity process gases
 zHighly durable (10 million cycles guaranteed)
 zHigh temperature resistant (AGD21R-A)
 zAn integrated type is available

Highly durable gas valve for high temperature AGD21R-A Series CC-1111A
Highly durable gas valve AGD1*R-HD Series CC-1201A

Components for process gas

Integrated Gas Supply System

IAGD Series
Integrated gas supply system to totally control clean process gas 
in the gas flow devices for semiconductor and LCD manufacturing 
etc.

 zVolume dramatically reduced compared to conventional piping 
types (down 50%)
 zImproved interchangeability
With the volume and dead volume reduced, interchangeability 
has significantly improved (More than twice)
 zEasy maintenance
One way workability and bolt installation make maintenance 
easier
 zCompact
The footprint is down 60% from conventional types
 zImproved corrosion resistance
Realized by removing welding sections (or areas)

Dry Fine system/high purity gas control system components  CB-035A
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Components for vacuum

Electric vacuum valve

EVB Series
Electrically driven vacuum valve that uses motor operation for 
multistage control of valve opening, realizing a wide range of 
conductance 

 zMotor operated 30-point opening setting
 zValve close is based on a proven spring seal
 zOpening monitoring function, various signal outputs
 zRemarkable durability and sealing

Electric vacuum valve  EVB Series  CC-1019

Components for vacuum

Solenoid valve for high vacuum

HVB112/HVB212 • 312 • 412 • 512/
HVB612 • 712 Series
Solenoid valve for high vacuum meets various needs including LCD 
and CRT manufacturing, food drying and electron microscopes

 zWide variety of orifices from ø1.0 to ø15
 zMax. operating pressure differential 1.0MPa from N2 
pressurization to vacuum
(Differs depending on model, please reconfirm)
 zIdeal for high vacuum control without air source
(However, be mindful of particles, durability, etc.)

Dry Fine system/high purity gas control system components  CB-035A

Components for vacuum

Vacuum pressure proportional control system

VEC Series
The system is controllable in a wide range from high vacuum to low 
vacuum.

 zVacuum pressure can be controlled from high vacuum (13.3Pa) 
to low vacuum (around 93kPa).
 zParticle disturbance can be prevented by lowering gradually from 
atmospheric pressure.
 zWhile maintaining vacuum pressure control, cutoff function can 
be performed as well.
 zAll-in-one function design simplifies vacuum circuit system piping 
and reduces space.

Custom order

Components for high vacuum

Valve for high vacuum
AVB*17/AVB*47 High temperature specification
Takes the good points of the AVB** 7 series and adds high 
temperature specification.

 zAVB*17   NC type high temperature specification: NW16 to 63
 zAVB*47   2-stage type high temperature specification: NW25 to 63
 zHigh temperature-capable: Fluid temperature 150°C
 zSwitch for confirming action can be equipped

Valve for high vacuum  AVB**7/MVB*17 Series  CC-1028A
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Industry-specific series
お問合せは

お近くの営業所へどうぞ

U.S.A.
CKD USA CORPORATION
●CHICAGO HEADQUARTERS

4080 Winnetka Avenue, Rolling Meadows, IL 60008, USA
PHONE +1-847-368-0539  FAX +1-847-788-0575

・CINCINNATI OFFICE
・SAN ANTONIO OFFICE
・SAN JOSE OFFICE
・DETROIT OFFICE

Mexico
CKD MEXICO, S. DE R.L. DE C.V.

Cerrada la Noria No. 200 Int. A-01, Querétaro Park II, Parque 
Industrial Querétaro, Santa Rosa Jáuregui, Querétaro, C.P. 
76220, México
PHONE +52-442-161-0624

Europe
CKD CORPORATION EUROPE BRANCH

De Fruittuinen 28 Hoofddorp, the Netherlands
PHONE +31-（0）23-5541490  FAX +31-（0）23-5541491

・CZECH OFFICE
・UK OFFICE
・FRANKFURT OFFICE

Malaysia
M-CKD PRECISION SDN.BHD.
●HEAD OFFICE

Lot No.6,Jalan Modal 23/2, Seksyen 23, Kawasan MIEL,
Fasa 8, 40300 Shah Alam,Selangor Darul Ehsan, Malaysia
PHONE +60-（0）3-5541-1468  FAX +60-（0）3-5541-1533

・JOHOR BAHRU BRANCH OFFICE
・MELAKA BRANCH OFFICE
・PENANG BRANCH OFFICE

Thailand
CKD THAI CORPORATION LTD.
●SALES HEADQUARTERS

Suwan Tower, 14/1 Soi Saladaeng 1, North Sathorn Road, 
Kwaeng Silom, Khet Bangrak, Bangkok 10500, Thailand
PHONE +66-（0）2-267-6300  FAX +66-（0）2-267-6305

・RAYONG OFFICE
・NAVANAKORN OFFICE
・EASTERN SEABOARD OFFICE
・LAMPHUN OFFICE
・KORAT OFFICE
・AMATANAKORN OFFICE
・PRACHINBURI OFFICE
・SARABURI OFFICE

Singapore
CKD SINGAPORE PTE. LTD.

No.33 Tannery Lane #04-01 Hoesteel Industrial Building, 
Singapore 347789, Singapore 
PHONE +65-67442623  FAX +65-67442486
CKD CORPORATION BRANCH OFFICE

No.33 Tannery Lane #04-01 Hoesteel Industrial Building, 
Singapore 347789, Singapore 
PHONE +65-67447260  FAX +65-68421022

・INDIA LIAISON OFFICE BANGALORE
・INDIA LIAISON OFFICE DELHI

Indonesia
PT CKD TRADING INDONESIA

Wisma Keiai, 17th Floor, Jl. Jendral
Sudirman Kav.3, Jakarta 10220, Indonesia
PHONE +62-（0）21-572-3220  FAX +62-（0）21-573-4112

Vietnam
CKD VIETNAM ENGINEERING CO.,LTD.

18th Floor, CMC Tower, Duy Tan Street, Cau Giay District, 
Hanoi, Vietnam 
PHONE +84-4-37957631  FAX +84-4-37957637

Taiwan
台湾喜開理股份有限公司
TAIWAN CKD CORPORATION

16F-3, No. 7, Sec. 3, New Taipei Blvd., Xinzhuang Dist., New 
Taipei City 242, Taiwan
PHONE +886-（0）2-8522-8198  FAX +886-（0）2-8522-8128

・新竹営業所（HSINCHU OFFICE）
・台中営業所（TAICHUNG OFFICE）
・台南営業所（TAINAN OFFICE）

China
喜開理（上海）機器有限公司
CKD(SHANGHAI)CORPORATION
●営業部/上海浦西事務所（SALES HEADQUARTERS / SHANGHAI PUXI OFFICE）

Room 601, 6th Floor, Yuanzhongkeyan Building, No. 1905 
Hongmei Road, Xinhui District, Shanghai 200233, China
PHONE +86-（0）21-61911888  FAX +86-（0）21-60905356

・上海浦東事務所（SHANGHAI PUDONG OFFICE）
・無錫事務所（WUXI OFFICE）
・杭州事務所（HANGZHOU OFFICE）
・寧波事務所（NINGBO OFFICE）
・南京事務所（NANJING OFFICE）
・蘇州事務所（SUZHOU OFFICE）
・昆山事務所（KUNSHAN OFFICE）
・合肥事務所（HEFEI OFFICE）
・北京事務所（BEIJING OFFICE）
・天津事務所（TIANJIN OFFICE）
・長春事務所（CHANGCHUN OFFICE）
・大連事務所（DALIAN OFFICE）
・青島事務所（QINGDAO OFFICE）
・済南事務所（JINAN OFFICE）
・烟台事務所（YANTAI OFFICE）
・瀋陽事務所（SHENYANG OFFICE）
・重慶事務所（CHONGQING OFFICE）
・成都事務所（CHENGDU OFFICE）
・西安事務所（XIAN OFFICE）
・武漢事務所（WUHAN OFFICE）
・鄭州事務所（ZHENGZHOU OFFICE）
・長沙事務所（CHANGSHA OFFICE）
・広州事務所（GUANGZHOU OFFICE）
・深圳西事務所（WEST SHENZHEN OFFICE）
・深圳東事務所（EAST SHENZHEN OFFICE）
・東莞事務所（DONGGUAN OFFICE）
・厦門事務所（XIAMEN OFFICE）

Korea
CKD KOREA CORPORATION
●HEADQUARTERS
（3rd Floor）, 44, Sinsu-ro, Mapo-gu, Seoul 121-856, Korea
PHONE +82-（0）2-783-5201～5203 FAX +82-（0）2-783-5204

・水原営業所（SUWON OFFICE）
・天安営業所（CHEONAN OFFICE）
・蔚山営業所（ULSAN OFFICE）

□ 2-250 Ouji Komaki, Aichi 485-8551, Japan
□ PHONE +81-(0)568-74-1338  FAX +81-(0)568-77-3461

2016.6.CEC●Specifications are subject to change without notice.
●このカタログに掲載の仕様および外観を、改善のため予告なく変更することがあります。

本カタログに記載の製品及び関連技術は、外国為替及び外国貿易法のキャッチオール規制の対象となります。
本カタログに記載の製品及び関連技術を輸出される場合は、兵器・武器関連用途に使用されるおそれのないよう、ご留意ください。
The goods and their replicas, or the technology and software in this catalog are subject to complementary export 
regulations by Foreign Exchange and Foreign Trade Law of Japan.
If the goods and their replicas, or the technology and software in this catalog are to be exported, laws require the exporter 
to make sure they will never be used for the development or the manufacture of weapons for mass destruction.

CKD Corporation 2016 All copy rights reserved.

Website   http://www.ckd.co.jp/

●北上営業所
〒024-0034 岩手県北上市諏訪町2-4-26
TEL（0197）63-4147　FAX（0197）63-4186
●仙台営業所
〒981-3133 仙台市泉区泉中央４丁目1-5（SAKAE泉中央ビル401）
TEL（022）772-3041　FAX（022）772-3047
●山形営業所
〒990-0834 山形県山形市清住町3-5-19
TEL（023）644-6391　FAX（023）644-7273

●さいたま営業所
〒331-0812 さいたま市北区宮原町3-297-2（杉ビル6 5階）
TEL（048）652-3811　FAX（048）652-3816
●茨城営業所
〒300-0847 茨城県土浦市卸町1-1-1（関鉄つくばビル4階C）
TEL（029）841-7490　FAX（029）841-7495
●宇都宮営業所
〒321-0953 栃木県宇都宮市東宿郷3-1-7（NBF宇都宮ビル3階）
TEL（028）638-5770　FAX（028）638-5790
●太田営業所
〒373-0813 群馬県太田市内ケ島町946-2（大槻商事ビル1階）
TEL（0276）45-8935　FAX（0276）46-5628

●東京営業所
〒105-0013 東京都港区浜松町1-31-1（文化放送メディアプラス4階）
TEL（03）5402-3628　FAX（03）5402-0122
●立川営業所
〒190-0022 東京都立川市錦町3-2-30（朝日生命立川錦町ビル3階）
TEL（042）527-3773　FAX（042）527-3782
●千葉営業所
〒274-0825 千葉県船橋市前原西2-12-5（朝日生命津田沼ビル5階）
TEL（047）470-5070　FAX（047）493-5190
●横浜営業所
〒222-0033 横浜市港北区新横浜2-17-19（HF新横浜ビルディング4階）
TEL（045）475-3471　FAX（045）475-3470
●厚木営業所
〒243-0027 神奈川県厚木市愛甲東一丁目22番6号
TEL（046）226-5201　FAX（046）226-5208
●甲府営業所
〒409-3867 山梨県中巨摩郡昭和町清水新居1509
TEL（055）224-5256　FAX（055）224-3540
●東京支店
〒105-0013 東京都港区浜松町1-31-1（文化放送メディアプラス4階）
TEL（03）5402-3620　FAX（03）5402-0120

●長岡営業所
〒940-0088 新潟県長岡市柏町1-4-33（高野不動産ビル2階）
TEL（0258）33-5446　FAX（0258）33-5381
●松本営業所
〒390-0852 長野県松本市大字島立399-1（滴水ビル4階） 
TEL（0263）40-0733　FAX（0263）40-0744
●富山営業所
〒939-8071 富山県富山市上袋100-35
TEL（076）421-7828　FAX（076）421-8402
●金沢営業所
〒920-0025 石川県金沢市駅西本町3-16-8
TEL（076）262-8491　FAX（076）262-8493

●名古屋営業所
〒460-0008 愛知県名古屋市中区栄一丁目12番17号
TEL（052）223-1121　FAX（ 052）223-1127
●小牧営業所
〒485-8551 愛知県小牧市応時2-250
TEL（0568）73-9023　FAX（0568）75-1692
●豊田営業所
〒473-0912 愛知県豊田市広田町広田103
TEL（0565）54-4771　FAX（0565）54-4755
●三河営業所
〒473-0912 愛知県豊田市広田町広田103
TEL（0565）54-4771　FAX（0565）54-4755
●静岡営業所
〒422-8035 静岡県静岡市駿河区宮竹1-3-5
TEL（054）237-4424　FAX（054）237-1945
●浜松営業所
〒435-0016 浜松市東区和田町438
TEL（053）463-3021　FAX（053）463-4910
●四日市営業所
〒512-1303 三重県四日市市小牧町字高山2800
TEL（059）339-2140　FAX（059）339-2144
●名古屋支店
〒485-8551 愛知県小牧市応時2-250
TEL（0568）74-1356　FAX（0568）75-1692

●大阪営業所
〒550-0001 大阪市西区土佐堀1-3-20
TEL（06）6459-5775　FAX（06）6446-1955
●大阪東営業所
〒570-0083 大阪府守口市京阪本通1-2-3（損保ジャパン日本興亜守口ビル6階）
TEL（06）4250-6333　FAX（06）6991-7477
●滋賀営業所
〒524-0033 滋賀県守山市浮気町字中ノ町300-21（第2小島ビル4階）
TEL（077）514-2650　FAX（077）583-4198
●京都営業所
〒612-8414 京都市伏見区竹田段川原町241
TEL（075）645-1130　FAX（075）645-4747

●奈良営業所
〒639-1123 奈良県大和郡山市筒井町460-15（オッシェム･ロジナ1階）
TEL（0743）57-6831　FAX（0743）57-6821
●神戸営業所
〒673-0016 兵庫県明石市松の内2-6-8（西明石スポットビル3階）
TEL（078）923-2121　FAX（078）923-0212
●大阪支店
〒550-0001 大阪市西区土佐堀1-3-20
TEL（06）6459-5770　FAX（06）6446-1945

●広島営業所
〒730-0029 広島市中区三川町2番6号（くれしん広島ビル3階）
TEL（082）545-5125　FAX（082）244-2010
●岡山営業所
〒700-0904 岡山県岡山市北区柳町2丁目6番25号（朝日生命岡山柳町ビル10階）
TEL（086）224-7220　FAX（086）224-7221
●山口営業所
〒747-0801 山口県防府市駅南町6-25
TEL（0835）38-3556　FAX（0835）22-6371

●高松営業所
〒761-8071 香川県高松市伏石町2158-10
TEL（087）869-2311　FAX（087）869-2318
●松山営業所
〒790-0053 愛媛県松山市竹原2-1-33（サンライト竹原1階）
TEL（089）931-6135　FAX（089）931-6139

●福岡営業所
〒812-0013 福岡市博多区博多駅東1-10-27（アスティア博多ビル5階）
TEL（092）473-7136　FAX（092）473-5540
●北九州営業所
〒802-0081 福岡県北九州市小倉北区紺屋町12-4（三井生命北九州小倉ビル8階）
TEL（093）513-2331　FAX（093）513-2332
●熊本営業所
〒869-1103 熊本県菊池郡菊陽町久保田2799-13
TEL（096）340-2580　FAX（096）340-2584

●本社・工場
〒485-8551 愛知県小牧市応時2-250
TEL（0568）77-1111　FAX（0568）77-1123
●営業本部
〒485-8551 愛知県小牧市応時2-250
TEL（0568）74-1303　FAX（0568）77-3410
●海外営業統括部
〒485-8551 愛知県小牧市応時2-250
TEL（0568）74-1338　FAX（0568）77-3461

東　　　　北

北　関　東

本 　 社

南　関　東

北 陸 ・ 信 越

東 　 海

関 　 西

中 　 国

四 　 国

九 　 州

お客様技術相談窓口
フリーアクセス   　0120-771060
受付時間 9:00～12:00/13:00～17:00

（土日、休日除く）
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1CC-1271

改訂内容
・掲載機種、関連商品の追加

Catalog No. CC-1271AMeeting various needs of food manufacturing processes
We provide total support for your food manufacturing processes with our excellent 
engineering capability in packaging, pneumatic, fluid control and electric equipment
A wide range of offerings from air filters to actuators which can be used reliably 
and safely in food manufacturing processes are available

FP2FP1

[Equipment for food manufacturing processes FP Series]

This logo stands for CKD's stance 
on supporting food manufacturing 
processes with our safe equipment.

Reliability and safety 
provided by CKD

Lubricant

Material Shape

Structure Environment

FP1 Eliminates contamination concern caused by lubricants
Food grade lubricant (NSF H1) is used.

FP2 Materials are also safe!
In addition to FP1, resin and rubber materials 
conforming to the Food Sanitation Act are used.
* Notification No. 370 of Ministry of Health, Labour, and Welfare, Specifications and

Standards for Food and Food Additives, etc. under Food Sanitation Act (1959)

FP3 Further enhanced reliability and safety!
In addition to FP2, considerations have been made for 
food manufacturing processes.

* Other supported models are available. Contact CKD for details.

Materials conforming to the Food Sanitation Act 
are used.

Prevents food contamination caused by lubricant. 
Food grade lubricant (NSF H1) is used.

SSD2 Series

GW Series

W1*00 to 8*00 Series

4G Series

SAB Series

BHA Series

STG-M Series

SC3W Series

AF Series

AG31/41/33/43/34/44 Series

MYB3 Series

NAD Series

AB31/41 Series

CHB/CHG Series

LAD Series

ADK11-Z Series

HB Series

GNAD Series
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Industry-specific series

Fluid control valve

Pneumatic auxiliary components

Pneumatic valve

F.R.L. unit

A wide range of reliable products that support 
outdoor equipment used in severe environments

CKD's outdoor series guarantees a long lifespan 
even in a severe outdoor environment.

Durability required for outdoor use is guaranteed
・Compound cycle test (JIS H8502:

1999) 960-hour passed.
・Ozone exposure test (JIS D0205: 1987)

400-hour passed.
・Accelerated weathering*1 test 3-year

acceleration equivalent.
    *1: Sunshine weather meter test

Custom order product  [cylinder] SCA2 Series/SCS2 Series  
[large main line filter/air dryer] AF Series/GT Series

Up to 3 years warranty for further 
reliability (option*2)
In order to support plants and usage overseas, 
the warranty period is 3 years from delivery or 1 
year from start of use.
(with inspection certificate, inspection guidelines, drawings, specifications, 
traceability system diagram)
*2: An option of the F.R.L. unit. (except GW49D)

[W Series for outdoor use]

Catalog No. CC-1276A

This logo indicates CKD products 
guaranteed for outdoor use.

SL-W Series, SC1-W SeriesFW Series, RW Series, LW Series, MW Series, 
WW Series, BW Series, GW Series

ADK11-W Series, CHB/G-W Series, 
CSB-W Series

4F Series



108

Industry-specific series

1

Catalog No. CC-1226A

[Components for rechargeable battery production P4* Series]

Dry environment

Material Restrictions

Cu ENiEZuNi

Countermeasures
for dust generation

Countermeasures
for dust

Zu

Component material limitation

Long service life even in dusty environments

Suppresses dust generation of metal wear powder

Long service life even in ultra-dry environments

Limited use of inappropriate material and surface treatment in the rechargeable battery manufacturing process. Product failure of rechargeable batteries is reduced.

Strong dust-proof mechanisms such as scraper/rod packing are used. Suppresses dust entry into the cylinder.

Equipped with a local exhaust function (vacuum treatment port). Prevents contamination to the electrodes or cell by not leaking metal wear powder outside.

Ultra-dry environment compatible grease is used. Retains the smooth operation of the sliding part for a long period of time, even in dry environments.

CKD responds to the needs of rechargeable battery manufacturing, with products conforming to production 
safety in the rechargeable battery manufacturing process, from electrode manufacturing to packaging.

Limited copper 
material

Limited zinc 
plating

Limited zinc 
material

Limited electrolytic 
nickel plating

Limited nickel-
based material

Dry air supply

Vacuum control

Labor-saving

Fluid supply

Suction transport

Assembling/inspection process

Tension control

Electrolyte/pouring-related

Explosion-proof environment

Air blow-related

SHD Series

AVB 
Series

AX 
Series

AMD part 3R 
Series

PVP 
Series

SSD 
Series

LBC Series

AGD*R 
Series

LCR 
Series

NAD Series

AB-Z
AG-Z
ADK-Z
Series

4G Series

AB/ADK-Z 
Series

SELVACS
 Series

ETS/ECS 
Series

LAD Series

3QR Series

STG 
Series

EVD/EVR 
Series

AVB 
Series

LHAG 
Series

4F**0E Series

FSM2 
Series

* Models other than those above are also available. Contact CKD for details.
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Industry-specific series

[Clean equipment series]

Catalog No.CB-033S

クリーン機器システム
Pneumatic components for clean room specification

3版
カタログNo.CB-033S-3

空 圧 シ リ ン ダ
電 動 ス ラ イ ダ
方 向 切 換 弁
F R ユ ニ ッ ト
空 圧 補 助 機 器
エアユニット機器
セ ン サ 機 器
エアーブロー用バルブ

A CKD clean equipment system
usable in a cleanroom

The CKD clean equipment system is products developed for 
use in a cleanroom. All are manufactured from a manufacturing 
system realizing our original clean philosophy. Products are 
available suited to your cleanliness level/installation location/
environments/process contacts/usages, etc.

CKD CLEAN Philosophy

Purge

Prevent

Provide

To completely discharge dust

A production system which prevents foreign substances from entering cleanrooms

To provide products suitable to environments

Semiconductor 
manufacturing process

Liquid crystal 
manufacturing process

PDP manufacturing 
process

Pneumatic cylinder

Pneumatic auxiliary components

F.R. unit

Valve for air blow

Directional switching valve

Sensor device
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TAIWAN CKD CORPORATION

CKD USA CORPORATION

CKD UK OFFICE

CKD EUROPE BRANCH

CKD FRANKFURT
OFFICE

CKD CZECH OFFICE

CKD KOREA CORPORATION

CKD SINGAPORE PTE. LTD.
CKD CORPORATION BRANCH OFFICE

CKD VIETNAM 
ENGINEERING CO.,LTD

PT CKD TRADING INDONESIA

M-CKD PRECISION SDN.BHD.

CKD THAI CORPORATION LTD.

CKD INDIA PRIVATE LTD.

CKD（SHANGHAI） CORPORATION

：Distributors

CKD MEXICO, S. DE R.L. DE C.V.

●Specifications are subject to change without notice.

The goods and/or their replicas, or the technology and/or software found in this catalog are subject to complementary 
export regulations by Foreign Exchange and Foreign Trade Law of Japan.
If the goods and/or their replicas, the technology and/or software in this catalog are to be exported, law requires that the 
exporter make sure they will never be used for the development or the manufacture of weapons for mass destruction.

2016.9
CKD Corporation 2016 All copy rights reserved.

Website   http://www.ckd.co.jp/

U.S.A.
CKD USA CORPORATION
●CHICAGO HEADQUARTERS

4080 Winnetka Avenue, Rolling Meadows, IL 60008, USA
PHONE +1-847-368-0539  FAX +1-847-788-0575

・CINCINNATI OFFICE
・SAN ANTONIO OFFICE
・SAN JOSE OFFICE
・DETROIT OFFICE

Mexico
CKD MEXICO, S. DE R.L. DE C.V.

Cerrada la Noria No. 200 Int. A-01, Querétaro Park II, 
Parque Industrial Querétaro, Santa Rosa Jáuregui, 
Querétaro, C.P. 76220, México
PHONE +52-442-161-0624

Europe
CKD CORPORATION EUROPE BRANCH

De Fruittuinen 28 Hoofddorp, the Netherlands
PHONE +31-（0）23-5541490  FAX +31-（0）23-5541491

・CZECH OFFICE
・UK OFFICE
・FRANKFURT OFFICE

Malaysia
M-CKD PRECISION SDN.BHD.
●HEAD OFFICE

Lot No.6,Jalan Modal 23/2, Seksyen 23, Kawasan MIEL,
Fasa 8, 40300 Shah Alam,Selangor Darul Ehsan, Malaysia
PHONE +60-（0）3-5541-1468  FAX +60-（0）3-5541-1533

・JOHOR BAHRU BRANCH OFFICE
・PENANG BRANCH OFFICE

Thailand
CKD THAI CORPORATION LTD.
●SALES HEADQUARTERS

Suwan Tower, 14/1 Soi Saladaeng 1, North Sathorn Road, 
Kwaeng Silom, Khet Bangrak, Bangkok 10500, Thailand
PHONE +66-（0）2-267-6300  FAX +66-（0）2-267-6305

・RAYONG OFFICE
・NAVANAKORN OFFICE
・EASTERN SEABOARD OFFICE
・LAMPHUN OFFICE
・KORAT OFFICE
・AMATANAKORN OFFICE
・PRACHINBURI OFFICE
・SARABURI OFFICE

Singapore
CKD SINGAPORE PTE. LTD.

No.33 Tannery Lane #04-01 Hoesteel Industr ial 
Building, Singapore 347789, Singapore 
PHONE +65-67442623  FAX +65-67442486

CKD CORPORATION BRANCH OFFICE
No.33 Tannery Lane #04-01 Hoesteel Industr ial 
Building, Singapore 347789, Singapore 
PHONE +65-67447260  FAX +65-68421022

・INDIA LIAISON OFFICE BANGALORE
・INDIA LIAISON OFFICE DELHI

India
CKD INDIA PRIVATE LTD.

Unit No. 607, 6th Floor, Welldone Tech Park, Sector 48, 
Sohna Road, Gurgaon-122018, Haryana, India
PHONE +91-（0）124-418-8212

Indonesia
PT CKD TRADING INDONESIA

Wisma Keiai, 17th Floor, Jl. Jendral
Sudirman Kav.3, Jakarta 10220, Indonesia
PHONE +62-（0）21-572-3220  FAX +62-（0）21-573-4112

Vietnam
CKD VIETNAM ENGINEERING CO.,LTD.

18th Floor, CMC Tower, Duy Tan Street, Cau Giay 
District, Hanoi, Vietnam 
PHONE +84-4-37957631  FAX +84-4-37957637

Taiwan
台湾喜開理股　有限公司
TAIWAN CKD CORPORATION

16F-3, No. 7, Sec. 3, New Taipei Blvd., Xinzhuang Dist., 
New Taipei City 242, Taiwan
PHONE +886-（0）2-8522-8198  FAX +886-（0）2-8522-8128

・新竹営業所（HSINCHU OFFICE）
・台中営業所（TAICHUNG OFFICE）
・台南営業所（TAINAN OFFICE）

China
喜開理（上海）機器有限公司
CKD(SHANGHAI)CORPORATION
●営業部 /上海浦西事務所（SALES HEADQUARTERS / SHANGHAI PUXI OFFICE）

Room 601, 6th Floor, Yuanzhongkeyan Building, No. 1905 
Hongmei Road, Xinhui District, Shanghai 200233, China
PHONE +86-（0）21-61911888  FAX +86-（0）21-60905356

・上海浦東事務所（SHANGHAI PUDONG OFFICE）
・無錫事務所（WUXI OFFICE）
・杭州事務所（HANGZHOU OFFICE）
・寧波事務所（NINGBO OFFICE）
・南京事務所（NANJING OFFICE）
・蘇州事務所（SUZHOU OFFICE）
・昆山事務所（KUNSHAN OFFICE）
・北京事務所（BEIJING OFFICE）
・天津事務所（TIANJIN OFFICE）
・長春事務所（CHANGCHUN OFFICE）
・大連事務所（DALIAN OFFICE）
・青島事務所（QINGDAO OFFICE）
・済南事務所（JINAN OFFICE）
・烟台事務所（YANTAI OFFICE）
・瀋陽事務所（SHENYANG OFFICE）
・重慶事務所（CHONGQING OFFICE）
・成都事務所（CHENGDU OFFICE）
・西安事務所（XIAN OFFICE）
・武漢事務所（WUHAN OFFICE）
・鄭州事務所（ZHENGZHOU OFFICE）
・長沙事務所（CHANGSHA OFFICE）
・広州事務所（GUANGZHOU OFFICE）
・深圳西事務所（WEST SHENZHEN OFFICE）
・深圳東事務所（EAST SHENZHEN OFFICE）
・東莞事務所（DONGGUAN OFFICE）
・厦門事務所（XIAMEN OFFICE）

Korea
CKD KOREA CORPORATION
●HEADQUARTERS
（3rd Floor）, 44, Sinsu-ro, Mapo-gu, Seoul 121-856, Korea
PHONE +82-（0）2-783-5201～5203 FAX +82-（0）2-783-5204
・水原営業所（SUWON OFFICE）
・天安営業所（CHEONAN OFFICE）
・蔚山営業所（ULSAN OFFICE）

□ 2-250 Ouji Komaki, Aichi 485-8551, Japan
□ PHONE +81-(0)568-74-1338  FAX +81-(0)568-77-3461




